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Male elbows, swivel type, conical male thread 
 

Type No. Art. No. 
Ø 

mm 
F 

mm 
a/f 

mm 
E 

mm 
E1 
mm 

L 
mm 

L1 
mm 

P 
mm 

7754.018-4 108613 4 R 1/8 12 13.3 9.5 18.6 19.8 6.2 

7754.018-6 108614 6 R 1/8 12 13.3 11.8 21.9 19.8 6.2 

7754.018-8 108615 8 R 1/8 12 13.3 13.5 25.4 19.8 6.2 

7754.014-4 108616 4 R 1/4 14 15.4 9.5 18.6 22.6 8.5 

7754.014-6 108617 6 R 1/4 14 15.4 11.8 21.9 22.6 8.5 

7754.014-8 108618 8 R 1/4 14 15.4 13.5 25.4 23.6 8.5 

7754.014-10 108619 10 R 1/4 14 15.4 16.0 27.2 26.3 8.5 

7754.038-8 108620 8 R 3/8 17 19.2 13.8 23.6 27.1 9.0 

7754.038-10 108621 10 R 3/8 17 19.2 16.0 27.2 27.1 9.0 

7754.038-12 108622 12 R 3/8 17 19.2 20.0 30.0 27.1 9.0 

7754.012-12 108623 12 R 1/2 22 24.6 20.0 30.0 31.9 11.0 

 
 

 
 
 
 

 
 
 
 
 
Male branch tees, swivel type, parallel male thread with O-ring 
 

Type No. Art. No. 
Ø 

mm 
F 

mm 
a/f 

mm 
E 

mm 
E1 
mm 

L 
mm 

L1 
mm 

P 
mm 

755.005-4 108649 4 M5 9 8.0 9.5 37.2 15.3 4.0 

755.005-6 108650 6 M5 9 8.0 11.5 43.8 15.3 4.0 

755.018-4 108651 4 G 1/8 12 14.0 9.5 37.2 19.1 6.0 

755.018-5 108652 5 G 1/8 12 15.2 11.5 44.6 19.1 6.0 

755.018-6 108653 6 G 1/8 12 14.0 11.8 43.8 19.1 6.0 

755.018-8 108654 8 G 1/8 12 15.2 13.5 50.8 19.1 6.0 

755.014-4 108655 4 G 1/4 14 18.0 9.5 37.2 21.1 8.0 

755.014-6 108656 6 G 1/4 14 18.0 11.8 43.8 21.1 8.0 

755.014-8 108657 8 G 1/4 14 18.0 13.5 50.8 21.1 8.0 

755.014-10 108658 10 G 1/4 14 18.0 16.0 54.4 21.8 8.0 

755.038-8 108659 8 G 3/8 17 22.0 13.8 47.2 27.1 9.0 

755.038-10 108660 10 G 3/8 17 22.0 16.0 54.4 27.1 9.0 

755.038-12 108661 12 G 3/8 17 22.0 20.0 59.0 27.1 9.0 

755.012-12 108662 12 G 1/2 22 26.0 20.0 59.0 30.7 11.0 

755.012-14 108663 14 G 1/2 22 26.0 21.3 66.0 32.3 11.0 
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