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KNS 21 Series
KNS 21 SC
KNS 21 SCF
KNS 21 SF
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DATASHEET

KNS 21 SC

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

KNS21 6/2 220/380 100 6000 0,09 0,70/0.40 0.65 2
KNS21 6/2 220/380 200 12000 0,16 1,10/0,64 0,70 2
KNS21 6/2 220/380 300 18000 0,22 1,73/1,00 0,70 2
KNS21 7/2 220/380 100 6000 0,11 0,85/0,49 0,65 2
KNS21 7/2 220/380 200 12000 0,22 1,50/0,85 0,70 2
KNS21 7/2 220/380 300 18000 0,33 2,10/1,20 0,70 2
KNS21 8.5/2 220/380 100 6000 0,22 1,50/0,86 0,65 2,5
KNS21 8.5/2 220/380 200 12000 0,37 2,30/1,30 0,70 2,5
KNS21 8.5/2 220/380 300 18000 0,55 3,20/1,85 0,70 2,5



  




























 

 



 






 


























  
  
  
  



  




























 

 



 






 


























  
  
  
  



  




























 

 



 






 


























  
  
  
  



ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu

8 |DATASHEET

KNS 21 SCF

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

KNS21 6/2 220/380 100 6000 0,09 0,70/0.40 0.65 2
KNS21 6/2 220/380 200 12000 0,16 1,10/0,64 0,70 2
KNS21 6/2 220/380 300 18000 0,22 1,73/1,00 0,70 2
KNS21 7/2 220/380 100 6000 0,11 0,85/0,49 0,65 2
KNS21 7/2 220/380 200 12000 0,22 1,50/0,85 0,70 2
KNS21 7/2 220/380 300 18000 0,33 2,10/1,20 0,70 2
KNS21 8.5/2 220/380 100 6000 0,22 1,50/0,86 0,65 2,5
KNS21 8.5/2 220/380 200 12000 0,37 2,30/1,30 0,70 2,5
KNS21 8.5/2 220/380 300 18000 0,55 3,20/1,85 0,70 2,5
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9 |DATASHEET

KNS 21 SF

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

KNS21 6/2 220/380 100 6000 0,09 0,70/0.40 0.65 2
KNS21 6/2 220/380 200 12000 0,16 1,10/0,64 0,70 2
KNS21 6/2 220/380 300 18000 0,22 1,73/1,00 0,70 2
KNS21 7/2 220/380 100 6000 0,11 0,85/0,49 0,65 2
KNS21 7/2 220/380 200 12000 0,22 1,50/0,85 0,70 2
KNS21 7/2 220/380 300 18000 0,33 2,10/1,20 0,70 2
KNS21 8.5/2 220/380 100 6000 0,22 1,50/0,86 0,65 2,5
KNS21 8.5/2 220/380 200 12000 0,37 2,30/1,30 0,70 2,5
KNS21 8.5/2 220/380 300 18000 0,55 3,20/1,85 0,70 2,5
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STK 21 Series

STK 21 SC
STK 21 SCF
STK 21 SF
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11 |

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

STK21 6.5/2 220/380 100 6000 0,13 1,00/0,58 0,63 2,5
STK21 6.5/2 220/380 200 12000 0,35 2,00/1,16 0,69 2,5
STK21 6.5/2 220/380 300 18000 0,41 2,20/1,27 0,70 2,5
STK21 9/2 220/380 100 6000 0,22 1,47/0,85 0,65 3
STK21 9/2 220/380 200 12000 0,55 2,55/1,50 0,70 3
STK21 9/2 220/380 300 18000 0,75 3,70/2,14 0,71 3

DATASHEET

STK 21 SC
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12 |DATASHEET

STK 21 SCF

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

STK21 6.5/2 220/380 100 6000 0,13 1,00/0,58 0,63 2,5
STK21 6.5/2 220/380 200 12000 0,35 2,00/1,16 0,69 2,5
STK21 6.5/2 220/380 300 18000 0,41 2,20/1,27 0,70 2,5
STK21 9/2 220/380 100 6000 0,22 1,47/0,85 0,65 3
STK21 9/2 220/380 200 12000 0,55 2,55/1,50 0,70 3
STK21 9/2 220/380 300 18000 0,75 3,70/2,14 0,71 3
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13 |DATASHEET

STK 21 SF

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

STK21 6.5/2 220/380 100 6000 0,13 1,00/0,58 0,63 2,5
STK21 6.5/2 220/380 200 12000 0,35 2,00/1,16 0,69 2,5
STK21 6.5/2 220/380 300 18000 0,41 2,20/1,27 0,70 2,5
STK21 9/2 220/380 100 6000 0,22 1,47/0,85 0,65 3
STK21 9/2 220/380 200 12000 0,55 2,55/1,50 0,70 3
STK21 9/2 220/380 300 18000 0,75 3,70/2,14 0,71 3
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EVS Series

EVS 31 SC
EVS 31 SLF

EVS 40 SC
EVS 40 SLF
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15 |DATASHEET

EVS 31 SC

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

EVS31 6.5/2 220/380 100 6000 0,13 1,00/0,58 0,63 2,8
EVS31 6.5/2 220/380 200 12000 0,35 2,00/1,16 0,69 2,8
EVS31 6.5/2 220/380 300 18000 0,41 2,20/1,27 0,70 2,8
EVS31 9/2 220/380 100 6000 0,22 1,47/0,85 0,65 3,4
EVS31 9/2 220/380 200 12000 0,55 2,55/1,50 0,70 3,4
EVS31 9/2 220/380 300 18000 0,75 3,70/2,14 0,71 3,4
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16 |DATASHEET

EVS 31 SLF

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

EVS31 6.5/2 220/380 100 6000 0,13 1,00/0,58 0,63 2,8
EVS31 6.5/2 220/380 200 12000 0,35 2,00/1,16 0,69 2,8
EVS31 6.5/2 220/380 300 18000 0,41 2,20/1,27 0,70 2,8
EVS31 9/2 220/380 100 6000 0,22 1,47/0,85 0,65 3,4
EVS31 9/2 220/380 200 12000 0,55 2,55/1,50 0,70 3,4
EVS31 9/2 220/380 300 18000 0,75 3,70/2,14 0,71 3,4
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17 |DATASHEET

EVS 40 SC

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

EVS40 9/2 220/380 50 3000 0,20 1,50/0,90 0,70 5,8
EVS40 9/2 220/380 100 6000 0,45 2,40/1,40 0,75 5,8
EVS40 9/2 220/380 200 12000 0,75 4,00/2,30 0,75 5,8
EVS40 9/2 220/380 300 18000 1,00 5,50/3,20 0,75 5,8
EVS40 12/2 220/380 50 3000 0,30 1,70/1,00 0,70 7
EVS40 12/2 220/380 100 6000 0,75 3,30/1,90 0,75 7
EVS40 12/2 220/380 200 12000 1,50 6,30/3,60 0,79 7
EVS40 12/2 220/380 300 18000 2,00 9,00/5,20 0,80 7
EVS40 14/2 220/380 50 3000 0,45 2,78/1,60 0,68 8,2
EVS40 14/2 220/380 100 6000 0,95 4,36/2,52 0,73 8,2
EVS40 14/2 220/380 200 12000 1,80 8,20/4,70 0,70 8,2
EVS40 14/2 220/380 300 18000 2,20 10,00/5,80 0,73 8,2
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18 |DATASHEET

EVS 40 SLF

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

EVS40 9/2 220/380 50 3000 0,20 1,50/0,90 0,70 5,8
EVS40 9/2 220/380 100 6000 0,45 2,40/1,40 0,75 5,8
EVS40 9/2 220/380 200 12000 0,75 4,00/2,30 0,75 5,8
EVS40 9/2 220/380 300 18000 1,00 5,50/3,20 0,75 5,8
EVS40 12/2 220/380 50 3000 0,30 1,70/1,00 0,70 7
EVS40 12/2 220/380 100 6000 0,75 3,30/1,90 0,75 7
EVS40 12/2 220/380 200 12000 1,50 6,30/3,60 0,79 7
EVS40 12/2 220/380 300 18000 2,00 9,00/5,20 0,80 7
EVS40 14/2 220/380 50 3000 0,45 2,78/1,60 0,68 8,2
EVS40 14/2 220/380 100 6000 0,95 4,36/2,52 0,73 8,2
EVS40 14/2 220/380 200 12000 1,80 8,20/4,70 0,70 8,2
EVS40 14/2 220/380 300 18000 2,20 10,00/5,80 0,73 8,2



PE 0 Series

PE 0 SL
PE 0 SF
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20 |DATASHEET

PE 0 SL

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE0 3.5/2 220/380 200 12000 0,08 0,60/0,34 0,65 1,5
PE0 3.5/2 220/380 300 18000 0,12 0,78/0,45 0,69 1,5
PE0 6/2 220/380 100 6000 0,05 0,45/0,26 0,61 1,8
PE0 6/2 220/380 200 12000 0,15 0,80/0,45 0,68 1,8
PE0 6/2 220/380 300 18000 0,30 1,70/1,00 0,70 1,8
PE0 8/2 220/380 100 6000 0,07 0,55/0,32 0,61 2
PE0 8/2 220/380 200 12000 0,18 1,20/0,69 0,64 2
PE0 8/2 220/380 300 18000 0,35 1,70/1,00 0,70 2
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21 |DATASHEET

PE 0 SF

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE0 3.5/2 220/380 200 12000 0,08 0,60/0,34 0,65 1,5
PE0 3.5/2 220/380 300 18000 0,12 0,78/0,45 0,69 1,5
PE0 6/2 220/380 100 6000 0,05 0,45/0,26 0,61 1,8
PE0 6/2 220/380 200 12000 0,15 0,80/0,45 0,68 1,8
PE0 6/2 220/380 300 18000 0,30 1,70/1,00 0,70 1,8
PE0 8/2 220/380 100 6000 0,07 0,55/0,32 0,61 2
PE0 8/2 220/380 200 12000 0,18 1,20/0,69 0,64 2
PE0 8/2 220/380 300 18000 0,35 1,70/1,00 0,70 2
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PE 1/2 Series

PE 1/2 SC S
PE 1/2 SC L
PE 1/2 SF
PE 1/2 SLF
PE 1/2 SL
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23 |DATASHEET

PE 1/2 SC S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE1 6/2 220/380 100 6000 0.07 0.43/0.25 0.70 2,5
PE1 6/2 220/380 200 12000 0.16 1.35/0.78 0.70 2,5
PE1 6/2 220/380 300 18000 0.22 2.20/1.25 0.70 2,5
PE1 7/2 220/380 100 6000 0.10 0.70/0.40 0.70 2,8
PE1 7/2 220/380 200 12000 0.22 1.65/0.95 0.70 2,8
PE1 7/2 220/380 300 18000 0.33 2.40/1.40 0.70 2,8
PE1 8.5/2 220/380 100 6000 0.22 1.35/0.78 0.68 3,1
PE1 8.5/2 220/380 200 12000 0.37 2.00/1.15 0.69 3,1
PE1 8.5/2 220/380 300 18000 0.55 3.00/1.73 0.70 3,1
PE2 9/2 220/380 50 3000 0.10 0.85/0.50 0.60 3,5
PE2 9/2 220/380 100 6000 0.22 1.47/0.85 0.65 3,5
PE2 9/2 220/380 200 12000 0.55 2.60/1.50 0.73 3,5
PE2 9/2 220/380 300 18000 0.75 3.70/2.15 0.71 3,5
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24 |DATASHEET

PE 1/2 SC L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE1 6/2 220/380 100 6000 0.07 0.43/0.25 0.70 2,5
PE1 6/2 220/380 200 12000 0.16 1.35/0.78 0.70 2,5
PE1 6/2 220/380 300 18000 0.22 2.20/1.25 0.70 2,5
PE1 7/2 220/380 100 6000 0.10 0.70/0.40 0.70 2,8
PE1 7/2 220/380 200 12000 0.22 1.65/0.95 0.70 2,8
PE1 7/2 220/380 300 18000 0.33 2.40/1.40 0.70 2,8
PE1 8.5/2 220/380 100 6000 0.22 1.35/0.78 0.68 3,1
PE1 8.5/2 220/380 200 12000 0.37 2.00/1.15 0.69 3,1
PE1 8.5/2 220/380 300 18000 0.55 3.00/1.73 0.70 3,1
PE2 9/2 220/380 50 3000 0.10 0.85/0.50 0.60 3,5
PE2 9/2 220/380 100 6000 0.22 1.47/0.85 0.65 3,5
PE2 9/2 220/380 200 12000 0.55 2.60/1.50 0.73 3,5
PE2 9/2 220/380 300 18000 0.75 3.70/2.15 0.71 3,5
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25 |DATASHEET

PE 1/2 SF

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE1 6/2 220/380 100 6000 0.07 0.43/0.25 0.70 2,5
PE1 6/2 220/380 200 12000 0.16 1.35/0.78 0.70 2,5
PE1 6/2 220/380 300 18000 0.22 2.20/1.25 0.70 2,5
PE1 7/2 220/380 100 6000 0.10 0.70/0.40 0.70 2,8
PE1 7/2 220/380 200 12000 0.22 1.65/0.95 0.70 2,8
PE1 7/2 220/380 300 18000 0.33 2.40/1.40 0.70 2,8
PE1 8.5/2 220/380 100 6000 0.22 1.35/0.78 0.68 3,1
PE1 8.5/2 220/380 200 12000 0.37 2.00/1.15 0.69 3,1
PE1 8.5/2 220/380 300 18000 0.55 3.00/1.73 0.70 3,1
PE2 9/2 220/380 50 3000 0.10 0.85/0.50 0.60 3,5
PE2 9/2 220/380 100 6000 0.22 1.47/0.85 0.65 3,5
PE2 9/2 220/380 200 12000 0.55 2.60/1.50 0.73 3,5
PE2 9/2 220/380 300 18000 0.75 3.70/2.15 0.71 3,5
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26 |DATASHEET

PE 1/2 SLF

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE1 6/2 220/380 100 6000 0.07 0.43/0.25 0.70 2,5
PE1 6/2 220/380 200 12000 0.16 1.35/0.78 0.70 2,5
PE1 6/2 220/380 300 18000 0.22 2.20/1.25 0.70 2,5
PE1 7/2 220/380 100 6000 0.10 0.70/0.40 0.70 2,8
PE1 7/2 220/380 200 12000 0.22 1.65/0.95 0.70 2,8
PE1 7/2 220/380 300 18000 0.33 2.40/1.40 0.70 2,8
PE1 8.5/2 220/380 100 6000 0.22 1.35/0.78 0.68 3,1
PE1 8.5/2 220/380 200 12000 0.37 2.00/1.15 0.69 3,1
PE1 8.5/2 220/380 300 18000 0.55 3.00/1.73 0.70 3,1
PE2 9/2 220/380 50 3000 0.10 0.85/0.50 0.60 3,5
PE2 9/2 220/380 100 6000 0.22 1.47/0.85 0.65 3,5
PE2 9/2 220/380 200 12000 0.55 2.60/1.50 0.73 3,5
PE2 9/2 220/380 300 18000 0.75 3.70/2.15 0.71 3,5



 

   

 

 



































































  
  
  
  
  

 

   

 

 



































































  
  
  
  
  

ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu

27 |DATASHEET

PE 1/2 SL

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE1 6/2 220/380 100 6000 0.07 0.43/0.25 0.70 2,5
PE1 6/2 220/380 200 12000 0.16 1.35/0.78 0.70 2,5
PE1 6/2 220/380 300 18000 0.22 2.20/1.25 0.70 2,5
PE1 7/2 220/380 100 6000 0.10 0.70/0.40 0.70 2,8
PE1 7/2 220/380 200 12000 0.22 1.65/0.95 0.70 2,8
PE1 7/2 220/380 300 18000 0.33 2.40/1.40 0.70 2,8
PE1 8.5/2 220/380 100 6000 0.22 1.35/0.78 0.68 3,1
PE1 8.5/2 220/380 200 12000 0.37 2.00/1.15 0.69 3,1
PE1 8.5/2 220/380 300 18000 0.55 3.00/1.73 0.70 3,1
PE2 9/2 220/380 50 3000 0.10 0.85/0.50 0.60 3,5
PE2 9/2 220/380 100 6000 0.22 1.47/0.85 0.65 3,5
PE2 9/2 220/380 200 12000 0.55 2.60/1.50 0.73 3,5
PE2 9/2 220/380 300 18000 0.75 3.70/2.15 0.71 3,5
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PE 3 Series

PE 3 SC S
PE 3 SC L
PE 3 SF S
PE 3 SF L
PE 3 SLF
PE 3 SL
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29 |DATASHEET

PE 3 SC S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE3 7/2 220/380 50 3000 0,15 1,35/0,78 0,68 3,7
PE3 7/2 220/380 100 6000 0,30 1,73/1,00 0,68 3,7
PE3 7/2 220/380 200 12000 0,60 3,41/1,97 0,68 3,7
PE3 7/2 220/380 300 18000 0,85 4,60/2,70 0,70 3,7
PE3 9/2 220/380 50 3000 0,20 1,50/0,90 0,70 4,8
PE3 9/2 220/380 100 6000 0,45 2,40/1,40 0,75 4,8
PE3 9/2 220/380 200 12000 0,75 4,00/2,30 0,75 4,8
PE3 9/2 220/380 300 18000 1,00 5,50/3,20 0,75 4,8
PE3 12/2 220/380 50 3000 0,30 1,70/1,00 0,70 6,5
PE3 12/2 220/380 100 6000 0,75 3,30/1,90 0,75 6,5
PE3 12/2 220/380 200 12000 1,50 6,30/3,60 0,79 6,5
PE3 12/2 220/380 300 18000 2,00 9,00/5,20 0,80 6,5
PE3 14/2 220/380 50 3000 0,45 2,78/1,60 0,68 7,5
PE3 14/2 220/380 100 6000 0,95 4,36/2,52 0,73 7,5
PE3 14/2 220/380 200 12000 1,80 8,20/4,70 0,70 7,5
PE3 14/2 220/380 300 18000 2,20 10,00/5,80 0,73 7,5
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30 |DATASHEET

PE 3 SC L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE3 7/2 220/380 50 3000 0,15 1,35/0,78 0,68 3,7
PE3 7/2 220/380 100 6000 0,30 1,73/1,00 0,68 3,7
PE3 7/2 220/380 200 12000 0,60 3,41/1,97 0,68 3,7
PE3 7/2 220/380 300 18000 0,85 4,60/2,70 0,70 3,7
PE3 9/2 220/380 50 3000 0,20 1,50/0,90 0,70 4,8
PE3 9/2 220/380 100 6000 0,45 2,40/1,40 0,75 4,8
PE3 9/2 220/380 200 12000 0,75 4,00/2,30 0,75 4,8
PE3 9/2 220/380 300 18000 1,00 5,50/3,20 0,75 4,8
PE3 12/2 220/380 50 3000 0,30 1,70/1,00 0,70 6,5
PE3 12/2 220/380 100 6000 0,75 3,30/1,90 0,75 6,5
PE3 12/2 220/380 200 12000 1,50 6,30/3,60 0,79 6,5
PE3 12/2 220/380 300 18000 2,00 9,00/5,20 0,80 6,5
PE3 14/2 220/380 50 3000 0,45 2,78/1,60 0,68 7,5
PE3 14/2 220/380 100 6000 0,95 4,36/2,52 0,73 7,5
PE3 14/2 220/380 200 12000 1,80 8,20/4,70 0,70 7,5
PE3 14/2 220/380 300 18000 2,20 10,00/5,80 0,73 7,5
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31 |DATASHEET

PE 3 SF S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE3 7/2 220/380 50 3000 0,15 1,35/0,78 0,68 3,7
PE3 7/2 220/380 100 6000 0,30 1,73/1,00 0,68 3,7
PE3 7/2 220/380 200 12000 0,60 3,41/1,97 0,68 3,7
PE3 7/2 220/380 300 18000 0,85 4,60/2,70 0,70 3,7
PE3 9/2 220/380 50 3000 0,20 1,50/0,90 0,70 4,8
PE3 9/2 220/380 100 6000 0,45 2,40/1,40 0,75 4,8
PE3 9/2 220/380 200 12000 0,75 4,00/2,30 0,75 4,8
PE3 9/2 220/380 300 18000 1,00 5,50/3,20 0,75 4,8
PE3 12/2 220/380 50 3000 0,30 1,70/1,00 0,70 6,5
PE3 12/2 220/380 100 6000 0,75 3,30/1,90 0,75 6,5
PE3 12/2 220/380 200 12000 1,50 6,30/3,60 0,79 6,5
PE3 12/2 220/380 300 18000 2,00 9,00/5,20 0,80 6,5
PE3 14/2 220/380 50 3000 0,45 2,78/1,60 0,68 7,5
PE3 14/2 220/380 100 6000 0,95 4,36/2,52 0,73 7,5
PE3 14/2 220/380 200 12000 1,80 8,20/4,70 0,70 7,5
PE3 14/2 220/380 300 18000 2,20 10,00/5,80 0,73 7,5
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32 |DATASHEET

PE 3 SF L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE3 7/2 220/380 50 3000 0,15 1,35/0,78 0,68 3,7
PE3 7/2 220/380 100 6000 0,30 1,73/1,00 0,68 3,7
PE3 7/2 220/380 200 12000 0,60 3,41/1,97 0,68 3,7
PE3 7/2 220/380 300 18000 0,85 4,60/2,70 0,70 3,7
PE3 9/2 220/380 50 3000 0,20 1,50/0,90 0,70 4,8
PE3 9/2 220/380 100 6000 0,45 2,40/1,40 0,75 4,8
PE3 9/2 220/380 200 12000 0,75 4,00/2,30 0,75 4,8
PE3 9/2 220/380 300 18000 1,00 5,50/3,20 0,75 4,8
PE3 12/2 220/380 50 3000 0,30 1,70/1,00 0,70 6,5
PE3 12/2 220/380 100 6000 0,75 3,30/1,90 0,75 6,5
PE3 12/2 220/380 200 12000 1,50 6,30/3,60 0,79 6,5
PE3 12/2 220/380 300 18000 2,00 9,00/5,20 0,80 6,5
PE3 14/2 220/380 50 3000 0,45 2,78/1,60 0,68 7,5
PE3 14/2 220/380 100 6000 0,95 4,36/2,52 0,73 7,5
PE3 14/2 220/380 200 12000 1,80 8,20/4,70 0,70 7,5
PE3 14/2 220/380 300 18000 2,20 10,00/5,80 0,73 7,5
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33 |DATASHEET

PE 3 SLF

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE3 7/2 220/380 50 3000 0,15 1,35/0,78 0,68 3,7
PE3 7/2 220/380 100 6000 0,30 1,73/1,00 0,68 3,7
PE3 7/2 220/380 200 12000 0,60 3,41/1,97 0,68 3,7
PE3 7/2 220/380 300 18000 0,85 4,60/2,70 0,70 3,7
PE3 9/2 220/380 50 3000 0,20 1,50/0,90 0,70 4,8
PE3 9/2 220/380 100 6000 0,45 2,40/1,40 0,75 4,8
PE3 9/2 220/380 200 12000 0,75 4,00/2,30 0,75 4,8
PE3 9/2 220/380 300 18000 1,00 5,50/3,20 0,75 4,8
PE3 12/2 220/380 50 3000 0,30 1,70/1,00 0,70 6,5
PE3 12/2 220/380 100 6000 0,75 3,30/1,90 0,75 6,5
PE3 12/2 220/380 200 12000 1,50 6,30/3,60 0,79 6,5
PE3 12/2 220/380 300 18000 2,00 9,00/5,20 0,80 6,5
PE3 14/2 220/380 50 3000 0,45 2,78/1,60 0,68 7,5
PE3 14/2 220/380 100 6000 0,95 4,36/2,52 0,73 7,5
PE3 14/2 220/380 200 12000 1,80 8,20/4,70 0,70 7,5
PE3 14/2 220/380 300 18000 2,20 10,00/5,80 0,73 7,5
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34 |DATASHEET

PE 3 SL

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE3 7/2 220/380 50 3000 0,15 1,35/0,78 0,68 3,7
PE3 7/2 220/380 100 6000 0,30 1,73/1,00 0,68 3,7
PE3 7/2 220/380 200 12000 0,60 3,41/1,97 0,68 3,7
PE3 7/2 220/380 300 18000 0,85 4,60/2,70 0,70 3,7
PE3 9/2 220/380 50 3000 0,20 1,50/0,90 0,70 4,8
PE3 9/2 220/380 100 6000 0,45 2,40/1,40 0,75 4,8
PE3 9/2 220/380 200 12000 0,75 4,00/2,30 0,75 4,8
PE3 9/2 220/380 300 18000 1,00 5,50/3,20 0,75 4,8
PE3 12/2 220/380 50 3000 0,30 1,70/1,00 0,70 6,5
PE3 12/2 220/380 100 6000 0,75 3,30/1,90 0,75 6,5
PE3 12/2 220/380 200 12000 1,50 6,30/3,60 0,79 6,5
PE3 12/2 220/380 300 18000 2,00 9,00/5,20 0,80 6,5
PE3 14/2 220/380 50 3000 0,45 2,78/1,60 0,68 7,5
PE3 14/2 220/380 100 6000 0,95 4,36/2,52 0,73 7,5
PE3 14/2 220/380 200 12000 1,80 8,20/4,70 0,70 7,5
PE3 14/2 220/380 300 18000 2,20 10,00/5,80 0,73 7,5



PE 4 Series

PE 4 SC S
PE 4 SC L
PE 4 SF S
PE 4 SF L
PE 4 SFC
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36 |DATASHEET

PE 4 SC S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE4 10/2 220/380 50 3000 0,65 3,30/1,90 0,72 9
PE4 10/2 220/380 100 6000 1,10 4,90/2,80 0,77 9
PE4 10/2 220/380 200 12000 2,20 9,70/5,60 0,77 9
PE4 10/2 220/380 300 18000 3,30 13,70/7,90 0,80 9
PE4 11/2 220/380 50 3000 0,75 4,50/2,60 0,74 9,8
PE4 11/2 220/380 100 6000 1,50 6,60/3,80 0,75 9,8
PE4 11/2 220/380 200 12000 2,60 10,40/6,00 0,83 9,8
PE4 11/2 220/380 300 18000 3,30 13,40/7,80 0,82 9,8
PE4 13/2 220/380 50 3000 1,00 4,90/2,85 0,77 11,2
PE4 13/2 220/380 100 6000 2,00 7,70/4,45 0,82 11,2
PE4 13/2 220/380 200 12000 3,00 12,50/7,20 0,80 11,2
PE4 13/2 220/380 300 18000 4,00 16,40/9,50 0,80 11,2
PE4 14/2 220/380 50 3000 1,10 5,50/3,15 0,72 12
PE4 14/2 220/380 100 6000 2,20 9,50/5,50 0,77 12
PE4 14/2 220/380 200 12000 3,70 15,00/8,70 0,78 12
PE4 14/2 220/380 300 18000 5,60 20,00/11,50 0,85 12





 

 





 
















































   
   
   
   
   

ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu

37 |DATASHEET

PE 4 SC L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE4 10/2 220/380 50 3000 0,65 3,30/1,90 0,72 9
PE4 10/2 220/380 100 6000 1,10 4,90/2,80 0,77 9
PE4 10/2 220/380 200 12000 2,20 9,70/5,60 0,77 9
PE4 10/2 220/380 300 18000 3,30 13,70/7,90 0,80 9
PE4 11/2 220/380 50 3000 0,75 4,50/2,60 0,74 9,8
PE4 11/2 220/380 100 6000 1,50 6,60/3,80 0,75 9,8
PE4 11/2 220/380 200 12000 2,60 10,40/6,00 0,83 9,8
PE4 11/2 220/380 300 18000 3,30 13,40/7,80 0,82 9,8
PE4 13/2 220/380 50 3000 1,00 4,90/2,85 0,77 11,2
PE4 13/2 220/380 100 6000 2,00 7,70/4,45 0,82 11,2
PE4 13/2 220/380 200 12000 3,00 12,50/7,20 0,80 11,2
PE4 13/2 220/380 300 18000 4,00 16,40/9,50 0,80 11,2
PE4 14/2 220/380 50 3000 1,10 5,50/3,15 0,72 12
PE4 14/2 220/380 100 6000 2,20 9,50/5,50 0,77 12
PE4 14/2 220/380 200 12000 3,70 15,00/8,70 0,78 12
PE4 14/2 220/380 300 18000 5,60 20,00/11,50 0,85 12
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38 |DATASHEET

PE 4 SF S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE4 10/2 220/380 50 3000 0,65 3,30/1,90 0,72 9
PE4 10/2 220/380 100 6000 1,10 4,90/2,80 0,77 9
PE4 10/2 220/380 200 12000 2,20 9,70/5,60 0,77 9
PE4 10/2 220/380 300 18000 3,30 13,70/7,90 0,80 9
PE4 11/2 220/380 50 3000 0,75 4,50/2,60 0,74 9,8
PE4 11/2 220/380 100 6000 1,50 6,60/3,80 0,75 9,8
PE4 11/2 220/380 200 12000 2,60 10,40/6,00 0,83 9,8
PE4 11/2 220/380 300 18000 3,30 13,40/7,80 0,82 9,8
PE4 13/2 220/380 50 3000 1,00 4,90/2,85 0,77 11,2
PE4 13/2 220/380 100 6000 2,00 7,70/4,45 0,82 11,2
PE4 13/2 220/380 200 12000 3,00 12,50/7,20 0,80 11,2
PE4 13/2 220/380 300 18000 4,00 16,40/9,50 0,80 11,2
PE4 14/2 220/380 50 3000 1,10 5,50/3,15 0,72 12
PE4 14/2 220/380 100 6000 2,20 9,50/5,50 0,77 12
PE4 14/2 220/380 200 12000 3,70 15,00/8,70 0,78 12
PE4 14/2 220/380 300 18000 5,60 20,00/11,50 0,85 12
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39 |DATASHEET

PE 4 SF L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE4 10/2 220/380 50 3000 0,65 3,30/1,90 0,72 9
PE4 10/2 220/380 100 6000 1,10 4,90/2,80 0,77 9
PE4 10/2 220/380 200 12000 2,20 9,70/5,60 0,77 9
PE4 10/2 220/380 300 18000 3,30 13,70/7,90 0,80 9
PE4 11/2 220/380 50 3000 0,75 4,50/2,60 0,74 9,8
PE4 11/2 220/380 100 6000 1,50 6,60/3,80 0,75 9,8
PE4 11/2 220/380 200 12000 2,60 10,40/6,00 0,83 9,8
PE4 11/2 220/380 300 18000 3,30 13,40/7,80 0,82 9,8
PE4 13/2 220/380 50 3000 1,00 4,90/2,85 0,77 11,2
PE4 13/2 220/380 100 6000 2,00 7,70/4,45 0,82 11,2
PE4 13/2 220/380 200 12000 3,00 12,50/7,20 0,80 11,2
PE4 13/2 220/380 300 18000 4,00 16,40/9,50 0,80 11,2
PE4 14/2 220/380 50 3000 1,10 5,50/3,15 0,72 12
PE4 14/2 220/380 100 6000 2,20 9,50/5,50 0,77 12
PE4 14/2 220/380 200 12000 3,70 15,00/8,70 0,78 12
PE4 14/2 220/380 300 18000 5,60 20,00/11,50 0,85 12
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TIPO A B C
PE4 10/2 312 210 165
PE4 11/2 352 250 205
PE4 13/2 352 250 205
PE4 14/2 352 250 205
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40 |DATASHEET

PE 4 SFC

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE4 10/2 220/380 50 3000 0,65 3,30/1,90 0,72 9
PE4 10/2 220/380 100 6000 1,10 4,90/2,80 0,77 9
PE4 10/2 220/380 200 12000 2,20 9,70/5,60 0,77 9
PE4 10/2 220/380 300 18000 3,30 13,70/7,90 0,80 9
PE4 11/2 220/380 50 3000 0,75 4,50/2,60 0,74 9,8
PE4 11/2 220/380 100 6000 1,50 6,60/3,80 0,75 9,8
PE4 11/2 220/380 200 12000 2,60 10,40/6,00 0,83 9,8
PE4 11/2 220/380 300 18000 3,30 13,40/7,80 0,82 9,8
PE4 13/2 220/380 50 3000 1,00 4,90/2,85 0,77 11,2
PE4 13/2 220/380 100 6000 2,00 7,70/4,45 0,82 11,2
PE4 13/2 220/380 200 12000 3,00 12,50/7,20 0,80 11,2
PE4 13/2 220/380 300 18000 4,00 16,40/9,50 0,80 11,2
PE4 14/2 220/380 50 3000 1,10 5,50/3,15 0,72 12
PE4 14/2 220/380 100 6000 2,20 9,50/5,50 0,77 12
PE4 14/2 220/380 200 12000 3,70 15,00/8,70 0,78 12
PE4 14/2 220/380 300 18000 5,60 20,00/11,50 0,85 12



PE 5 Series

PE 5 SC S
PE 5 SC L
PE 5 SF S
PE 5 SF L
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42 |DATASHEET

PE 5 SC S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE5 10/2 220/380 50 3000 1,25 5,60/3,20 0,78 12
PE5 10/2 220/380 100 6000 1,90 7,55/4,35 0,83 12
PE5 10/2 220/380 200 12000 3,00 12,3/7,10 0,80 12
PE5 10/2 220/380 300 18000 4,50 18,0/10,0 0,81 12
PE5 14/2 220/380 50 3000 3,00 11,5/6,60 0,82 19,5
PE5 14/2 220/380 100 6000 4,00 15,20/8,80 0,84 19,5
PE5 14/2 220/380 200 12000 4,50 18,2/10,60 0,85 19,5
PE5 14/2 220/380 300 18000 7,00 25,00/14,50 0,86 19,5
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43 |DATASHEET

PE 5 SC L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE5 10/2 220/380 50 3000 1,25 5,60/3,20 0,78 12
PE5 10/2 220/380 100 6000 1,90 7,55/4,35 0,83 12
PE5 10/2 220/380 200 12000 3,00 12,3/7,10 0,80 12
PE5 10/2 220/380 300 18000 4,50 18,0/10,0 0,81 12
PE5 14/2 220/380 50 3000 3,00 11,5/6,60 0,82 19,5
PE5 14/2 220/380 100 6000 4,00 15,20/8,80 0,84 19,5
PE5 14/2 220/380 200 12000 4,50 18,2/10,60 0,85 19,5
PE5 14/2 220/380 300 18000 7,00 25,00/14,50 0,86 19,5
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44 |DATASHEET

PE 5 SF S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE5 10/2 220/380 50 3000 1,25 5,60/3,20 0,78 12
PE5 10/2 220/380 100 6000 1,90 7,55/4,35 0,83 12
PE5 10/2 220/380 200 12000 3,00 12,3/7,10 0,80 12
PE5 10/2 220/380 300 18000 4,50 18,0/10,0 0,81 12
PE5 14/2 220/380 50 3000 3,00 11,5/6,60 0,82 19,5
PE5 14/2 220/380 100 6000 4,00 15,20/8,80 0,84 19,5
PE5 14/2 220/380 200 12000 4,50 18,2/10,60 0,85 19,5
PE5 14/2 220/380 300 18000 7,00 25,00/14,50 0,86 19,5
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45 |DATASHEET

PE 5 SF L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE5 10/2 220/380 50 3000 1,25 5,60/3,20 0,78 12
PE5 10/2 220/380 100 6000 1,90 7,55/4,35 0,83 12
PE5 10/2 220/380 200 12000 3,00 12,3/7,10 0,80 12
PE5 10/2 220/380 300 18000 4,50 18,0/10,0 0,81 12
PE5 14/2 220/380 50 3000 3,00 11,5/6,60 0,82 19,5
PE5 14/2 220/380 100 6000 4,00 15,20/8,80 0,84 19,5
PE5 14/2 220/380 200 12000 4,50 18,2/10,60 0,85 19,5
PE5 14/2 220/380 300 18000 7,00 25,00/14,50 0,86 19,5



DATASHEET

TM PE Series



Index

TM PE NOSE

TMPE 0 ER11 49
TMPE 1/2 ER20 L 50
TMPE 1/2 ER20 S 51
TMPE 1/2 SC L 52
TMPE 1/2 SC S 53
TMPE 3 MORSE TAPER L 54
TMPE 3 MORSE TAPER S 55
TMPE 3 ER25 L 56
TMPE 3 ER25 S 57
TMPE 3 SC L 58
TMPE 3 SC S 59
TMPE 4 MORSE TAPER L 60
TMPE 4 MORSE TAPER S 61
TMPE 4 ER25 L 62
TMPE 4 ER25 S 63
TMPE 4 ER32 L 64
TMPE 4 ER32 S 65
TMPE 4 SC L 66
TMPE 4 SC S 67
TMPE 5 MORSE TAPER L 68
TMPE 5 MORSE TAPER S 69
TMPE 5 ER25 L 70
TMPE 5 ER25 S 71
TMPE 5 ER32 L 72
TMPE 5 ER32 S 73
TMPE 5 SC L 74
TMPE 5 SC S 75
TMPE 6 MORSE TAPER 2/3 76
TMPE 6 ER40 77
TMPE 6 SC 78
TMPE 7 ER40 79

LA TM PE NOSE

TMPE 2 LA ER20 81
TMPE 3 LA ER25 82
TMPE 4 LA ER25 83
TMPE 4 LA ER32 84
TMPE 5 LA ER25 85
TMPE 5 LA ER32 86
TMPE 6 LA ER40 87

TM PE EV

TMPE 2 EV ER20 89
TMPE 3 EV ER25 90
TMPE 4 EV ER25 91
TMPE 4 EV ER32 92
TMPE 5 EV ER25 93
TMPE 5 EV ER32 94

TM PE HSK

TMPE 3 HSK A32 L 96
TMPE 3 HSK A32 S 97
TMPE 4 HSK A40 L 98
TMPE 4 HSK A40 S 99
TMPE 5 HSK A50 L 100
TMPE 5 HSK A50 S 101
TMPE 6 HSK A63 102
TMPE 7 HSK A63 103

DOUBLE ENDED SHAFT TM PE

DOUBLE ENDED SHAFT TMPE 0 ER11 105
DOUBLE ENDED SHAFT TMPE 2 ER20 106
DOUBLE ENDED SHAFT TMPE 3 ER25 107
DOUBLE ENDED SHAFT TMPE 4 ER32 108
DOUBLE ENDED SHAFT TMPE 5 ER32 109
DOUBLE ENDED SHAFT TMPE 6 ER40 110
DOUBLE ENDED SHAFT TMPE 7 ER40 111
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NOSE Series TM PE

TMPE 0 ER11
TMPE 1/2 ER20 L
TMPE 1/2 ER20 S
TMPE 1/2 SC L
TMPE 1/2 SC S
TMPE 3 MORSE TAPER L
TMPE 3 MORSE TAPER S
TMPE 3 ER25 L
TMPE 3 ER25 S
TMPE 3 SC L
TMPE 3 SC S
TMPE 4 MORSE TAPER L
TMPE 4 MORSE TAPER S
TMPE 4 ER25 L
TMPE 4 ER25 S
TMPE 4 ER32 L
TMPE 4 ER32 S
TMPE 4 SC L
TMPE 4 SC S
TMPE 5 MORSE TAPER L
TMPE 5 MORSE TAPER S
TMPE 5 ER25 L
TMPE 5 ER25 S
TMPE 5 ER32 L
TMPE 5 ER32 S
TMPE 5 SC L
TMPE 5 SC S
TMPE 6 MORSE TAPER 2/3
TMPE 6 ER40
TMPE 6 SC
TMPE 7 ER40
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49 |DATASHEET

TMPE 0 ER11

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE0 3.5/2 220/380 200 12000 0,08 0,60/0,34 0,65 1,5
TMPE0 3.5/2 220/380 300 18000 0,12 0,78/0,45 0,69 1,5
TMPE0 3.5/2 220/380 400 24000 0,15 0,90/0,52 0,70 1,5
TMPE0 6/2 220/380 100 6000 0,05 0,45/0,26 0,61 1,7
TMPE0 6/2 220/380 200 12000 0,15 0,80/0,45 0,68 1,7
TMPE0 6/2 220/380 300 18000 0,30 1,70/1,00 0,70 1,7
TMPE0 6/2 220/380 400 24000 0,35 1,90/1,10 0,70 1,7
TMPE0 8/2 220/380 100 6000 0,07 0,55/0,32 0,61 2,0
TMPE0 8/2 220/380 200 12000 0,18 1,20/0,69 0,64 2,0
TMPE0 8/2 220/380 300 18000 0,35 1,70/1,00 0,70 2,0
TMPE0 8/2 220/380 400 24000 0,40 2,10/1,20 0,70 2,0
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50 |DATASHEET

TMPE 1/2 ER20 L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE1 6,5/2 220/380 100 6000 0,13 1,00/0,58 0,63 3,5
TMPE1 6,5/2 220/380 200 12000 0,35 2,00/1,16 0,69 3,5
TMPE1 6,5/2 220/380 300 18000 0,41 2,20/1,27 0,70 3,5
TMPE1 6,5/2 220/380 400 24000 0,41 2,20/1,27 0,70 3,5
TMPE2 9/2 220/380 50 3000 0,10 0,85/0,50 0,60 4
TMPE2 9/2 220/380 100 6000 0,22 1,47/0,85 0,65 4
TMPE2 9/2 220/380 200 12000 0,55 2,60/1,50 0,73 4
TMPE2 9/2 220/380 300 18000 0,75 3,70/2,15 0,71 4
TMPE2 9/2 220/380 400 24000 0,80 4,10/2,40 0,71 4
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51 |DATASHEET

TMPE 1/2 ER20 S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE1 6,5/2 220/380 100 6000 0,13 1,00/0,58 0,63 3,5
TMPE1 6,5/2 220/380 200 12000 0,35 2,00/1,16 0,69 3,5
TMPE1 6,5/2 220/380 300 18000 0,41 2,20/1,27 0,70 3,5
TMPE1 6,5/2 220/380 400 24000 0,41 2,20/1,27 0,70 3,5
TMPE2 9/2 220/380 50 3000 0,10 0,85/0,50 0,60 4
TMPE2 9/2 220/380 100 6000 0,22 1,47/0,85 0,65 4
TMPE2 9/2 220/380 200 12000 0,55 2,60/1,50 0,73 4
TMPE2 9/2 220/380 300 18000 0,75 3,70/2,15 0,71 4
TMPE2 9/2 220/380 400 24000 0,80 4,10/2,40 0,71 4
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52 |DATASHEET

TMPE 1/2 SC L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE1 6,5/2 220/380 100 6000 0,13 1,00/0,58 0,63 3,5
TMPE1 6,5/2 220/380 200 12000 0,35 2,00/1,16 0,69 3,5
TMPE1 6,5/2 220/380 300 18000 0,41 2,20/1,27 0,70 3,5
TMPE1 6,5/2 220/380 400 24000 0,41 2,20/1,27 0,70 3,5
TMPE2 9/2 220/380 50 3000 0,10 0,85/0,50 0,60 4
TMPE2 9/2 220/380 100 6000 0,22 1,47/0,85 0,65 4
TMPE2 9/2 220/380 200 12000 0,55 2,60/1,50 0,73 4
TMPE2 9/2 220/380 300 18000 0,75 3,70/2,15 0,71 4
TMPE2 9/2 220/380 400 24000 0,80 4,10/2,40 0,71 4
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53 |DATASHEET

TMPE 1/2 SC S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE1 6,5/2 220/380 100 6000 0,13 1,00/0,58 0,63 3,5
TMPE1 6,5/2 220/380 200 12000 0,35 2,00/1,16 0,69 3,5
TMPE1 6,5/2 220/380 300 18000 0,41 2,20/1,27 0,70 3,5
TMPE1 6,5/2 220/380 400 24000 0,41 2,20/1,27 0,70 3,5
TMPE2 9/2 220/380 50 3000 0,10 0,85/0,50 0,60 4
TMPE2 9/2 220/380 100 6000 0,22 1,47/0,85 0,65 4
TMPE2 9/2 220/380 200 12000 0,55 2,60/1,50 0,73 4
TMPE2 9/2 220/380 300 18000 0,75 3,70/2,15 0,71 4
TMPE2 9/2 220/380 400 24000 0,80 4,10/2,40 0,71 4











   

 











 







 

 

  
  
  



 




































   

 











 







 

 

  
  
  



 


























 







   

 











 







 

 

  
  
  



 




























ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu

54 |DATASHEET

TMPE 3 MORSE TAPER L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE3 9/2 220/380 50 3000 0,20 1,50/0,90 0,70 7
TMPE3 9/2 220/380 100 6000 0,45 2,40/1,40 0,75 7
TMPE3 9/2 220/380 200 12000 0,75 4,00/2,30 0,75 7
TMPE3 9/2 220/380 300 18000 1,00 5,50/3,20 0,75 7
TMPE3 9/2 220/380 400 24000 1,00 5,50/3,20 0,75 7
TMPE3 12/2 220/380 50 3000 0,30 1,70/1,00 0,70 8
TMPE3 12/2 220/380 100 6000 0,75 3,30/1,90 0,75 8
TMPE3 12/2 220/380 200 12000 1,50 6,30/3,60 0,79 8
TMPE3 12/2 220/380 300 18000 2,00 9,00/5,20 0,80 8
TMPE3 12/2 220/380 400 24000 2,20 9,50/5,50 0,80 8
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55 |DATASHEET

TMPE 3 MORSE TAPER S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE3 9/2 220/380 50 3000 0,20 1,50/0,90 0,70 7
TMPE3 9/2 220/380 100 6000 0,45 2,40/1,40 0,75 7
TMPE3 9/2 220/380 200 12000 0,75 4,00/2,30 0,75 7
TMPE3 9/2 220/380 300 18000 1,00 5,50/3,20 0,75 7
TMPE3 9/2 220/380 400 24000 1,00 5,50/3,20 0,75 7
TMPE3 12/2 220/380 50 3000 0,30 1,70/1,00 0,70 8
TMPE3 12/2 220/380 100 6000 0,75 3,30/1,90 0,75 8
TMPE3 12/2 220/380 200 12000 1,50 6,30/3,60 0,79 8
TMPE3 12/2 220/380 300 18000 2,00 9,00/5,20 0,80 8
TMPE3 12/2 220/380 400 24000 2,20 9,50/5,50 0,80 8
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56 |DATASHEET

TMPE 3 ER25 L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE3 9/2 220/380 50 3000 0,20 1,50/0,90 0,70 7
TMPE3 9/2 220/380 100 6000 0,45 2,40/1,40 0,75 7
TMPE3 9/2 220/380 200 12000 0,75 4,00/2,30 0,75 7
TMPE3 9/2 220/380 300 18000 1,00 5,50/3,20 0,75 7
TMPE3 9/2 220/380 400 24000 1,00 5,50/3,20 0,75 7
TMPE3 12/2 220/380 50 3000 0,30 1,70/1,00 0,70 8
TMPE3 12/2 220/380 100 6000 0,75 3,30/1,90 0,75 8
TMPE3 12/2 220/380 200 12000 1,50 6,30/3,60 0,79 8
TMPE3 12/2 220/380 300 18000 2,00 9,00/5,20 0,80 8
TMPE3 12/2 220/380 400 24000 2,20 9,50/5,50 0,80 8
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57 |DATASHEET

TMPE 3 ER25 S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE3 9/2 220/380 50 3000 0,20 1,50/0,90 0,70 7
TMPE3 9/2 220/380 100 6000 0,45 2,40/1,40 0,75 7
TMPE3 9/2 220/380 200 12000 0,75 4,00/2,30 0,75 7
TMPE3 9/2 220/380 300 18000 1,00 5,50/3,20 0,75 7
TMPE3 9/2 220/380 400 24000 1,00 5,50/3,20 0,75 7
TMPE3 12/2 220/380 50 3000 0,30 1,70/1,00 0,70 8
TMPE3 12/2 220/380 100 6000 0,75 3,30/1,90 0,75 8
TMPE3 12/2 220/380 200 12000 1,50 6,30/3,60 0,79 8
TMPE3 12/2 220/380 300 18000 2,00 9,00/5,20 0,80 8
TMPE3 12/2 220/380 400 24000 2,20 9,50/5,50 0,80 8













    

 











 







 



  
  
  

































    

 











 







 



  
  
  

































    

 











 







 



  
  
  























ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu

58 |DATASHEET

TMPE 3 SC L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE3 9/2 220/380 50 3000 0,20 1,50/0,90 0,70 7
TMPE3 9/2 220/380 100 6000 0,45 2,40/1,40 0,75 7
TMPE3 9/2 220/380 200 12000 0,75 4,00/2,30 0,75 7
TMPE3 9/2 220/380 300 18000 1,00 5,50/3,20 0,75 7
TMPE3 9/2 220/380 400 24000 1,00 5,50/3,20 0,75 7
TMPE3 12/2 220/380 50 3000 0,30 1,70/1,00 0,70 8
TMPE3 12/2 220/380 100 6000 0,75 3,30/1,90 0,75 8
TMPE3 12/2 220/380 200 12000 1,50 6,30/3,60 0,79 8
TMPE3 12/2 220/380 300 18000 2,00 9,00/5,20 0,80 8
TMPE3 12/2 220/380 400 24000 2,20 9,50/5,50 0,80 8
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59 |DATASHEET

TMPE 3 SC S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE3 9/2 220/380 50 3000 0,20 1,50/0,90 0,70 7
TMPE3 9/2 220/380 100 6000 0,45 2,40/1,40 0,75 7
TMPE3 9/2 220/380 200 12000 0,75 4,00/2,30 0,75 7
TMPE3 9/2 220/380 300 18000 1,00 5,50/3,20 0,75 7
TMPE3 9/2 220/380 400 24000 1,00 5,50/3,20 0,75 7
TMPE3 12/2 220/380 50 3000 0,30 1,70/1,00 0,70 8
TMPE3 12/2 220/380 100 6000 0,75 3,30/1,90 0,75 8
TMPE3 12/2 220/380 200 12000 1,50 6,30/3,60 0,79 8
TMPE3 12/2 220/380 300 18000 2,00 9,00/5,20 0,80 8
TMPE3 12/2 220/380 400 24000 2,20 9,50/5,50 0,80 8
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DATASHEET

TMPE 4 MORSE TAPER L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE4 10/2 220/380 50 3000 0,65 3,30/1,90 0,72 11,5
TMPE4 10/2 220/380 100 6000 1,10 4,90/2,80 0,77 11,5
TMPE4 10/2 220/380 200 12000 2,20 9,70/5,60 0,77 11,5
TMPE4 10/2 220/380 300 18000 3,30 13,70/7,90 0,80 11,5
TMPE4 10/2 220/380 400 24000 3,30 13,70/7,90 0,80 11,5
TMPE4 14/2 220/380 50 3000 1,10 5,50/3,15 0,72 13,5
TMPE4 14/2 220/380 100 6000 2,20 9,50/5,50 0,77 13,5
TMPE4 14/2 220/380 200 12000 3,70 15,00/8,70 0,78 13,5
TMPE4 14/2 220/380 300 18000 5,60 20,00/11,50 0,85 13,5
TMPE4 14/2 220/380 400 24000 5,60 20,00/11,50 0,85 13,5
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61 |DATASHEET

TMPE 4 MORSE TAPER S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE4 10/2 220/380 50 3000 0,65 3,30/1,90 0,72 11,5
TMPE4 10/2 220/380 100 6000 1,10 4,90/2,80 0,77 11,5
TMPE4 10/2 220/380 200 12000 2,20 9,70/5,60 0,77 11,5
TMPE4 10/2 220/380 300 18000 3,30 13,70/7,90 0,80 11,5
TMPE4 10/2 220/380 400 24000 3,30 13,70/7,90 0,80 11,5
TMPE4 14/2 220/380 50 3000 1,10 5,50/3,15 0,72 13,5
TMPE4 14/2 220/380 100 6000 2,20 9,50/5,50 0,77 13,5
TMPE4 14/2 220/380 200 12000 3,70 15,00/8,70 0,78 13,5
TMPE4 14/2 220/380 300 18000 5,60 20,00/11,50 0,85 13,5
TMPE4 14/2 220/380 400 24000 5,60 20,00/11,50 0,85 13,5
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62 |DATASHEET

TMPE 4 ER25 L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE4 10/2 220/380 50 3000 0,65 3,30/1,90 0,72 11,5
TMPE4 10/2 220/380 100 6000 1,10 4,90/2,80 0,77 11,5
TMPE4 10/2 220/380 200 12000 2,20 9,70/5,60 0,77 11,5
TMPE4 10/2 220/380 300 18000 3,30 13,70/7,90 0,80 11,5
TMPE4 10/2 220/380 400 24000 3,30 13,70/7,90 0,80 11,5
TMPE4 14/2 220/380 50 3000 1,10 5,50/3,15 0,72 13,5
TMPE4 14/2 220/380 100 6000 2,20 9,50/5,50 0,77 13,5
TMPE4 14/2 220/380 200 12000 3,70 15,00/8,70 0,78 13,5
TMPE4 14/2 220/380 300 18000 5,60 20,00/11,50 0,85 13,5
TMPE4 14/2 220/380 400 24000 5,60 20,00/11,50 0,85 13,5
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63 |DATASHEET

TMPE 4 ER25 S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE4 10/2 220/380 50 3000 0,65 3,30/1,90 0,72 11,5
TMPE4 10/2 220/380 100 6000 1,10 4,90/2,80 0,77 11,5
TMPE4 10/2 220/380 200 12000 2,20 9,70/5,60 0,77 11,5
TMPE4 10/2 220/380 300 18000 3,30 13,70/7,90 0,80 11,5
TMPE4 10/2 220/380 400 24000 3,30 13,70/7,90 0,80 11,5
TMPE4 14/2 220/380 50 3000 1,10 5,50/3,15 0,72 13,5
TMPE4 14/2 220/380 100 6000 2,20 9,50/5,50 0,77 13,5
TMPE4 14/2 220/380 200 12000 3,70 15,00/8,70 0,78 13,5
TMPE4 14/2 220/380 300 18000 5,60 20,00/11,50 0,85 13,5
TMPE4 14/2 220/380 400 24000 5,60 20,00/11,50 0,85 13,5
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64 |DATASHEET

TMPE 4 ER32 L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE4 10/2 220/380 50 3000 0,65 3,30/1,90 0,72 11,5
TMPE4 10/2 220/380 100 6000 1,10 4,90/2,80 0,77 11,5
TMPE4 10/2 220/380 200 12000 2,20 9,70/5,60 0,77 11,5
TMPE4 10/2 220/380 300 18000 3,30 13,70/7,90 0,80 11,5
TMPE4 10/2 220/380 400 24000 3,30 13,70/7,90 0,80 11,5
TMPE4 14/2 220/380 50 3000 1,10 5,50/3,15 0,72 13,5
TMPE4 14/2 220/380 100 6000 2,20 9,50/5,50 0,77 13,5
TMPE4 14/2 220/380 200 12000 3,70 15,00/8,70 0,78 13,5
TMPE4 14/2 220/380 300 18000 5,60 20,00/11,50 0,85 13,5
TMPE4 14/2 220/380 400 24000 5,60 20,00/11,50 0,85 13,5
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65 |DATASHEET

TMPE 4 ER32 S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE4 10/2 220/380 50 3000 0,65 3,30/1,90 0,72 11,5
TMPE4 10/2 220/380 100 6000 1,10 4,90/2,80 0,77 11,5
TMPE4 10/2 220/380 200 12000 2,20 9,70/5,60 0,77 11,5
TMPE4 10/2 220/380 300 18000 3,30 13,70/7,90 0,80 11,5
TMPE4 10/2 220/380 400 24000 3,30 13,70/7,90 0,80 11,5
TMPE4 14/2 220/380 50 3000 1,10 5,50/3,15 0,72 13,5
TMPE4 14/2 220/380 100 6000 2,20 9,50/5,50 0,77 13,5
TMPE4 14/2 220/380 200 12000 3,70 15,00/8,70 0,78 13,5
TMPE4 14/2 220/380 300 18000 5,60 20,00/11,50 0,85 13,5
TMPE4 14/2 220/380 400 24000 5,60 20,00/11,50 0,85 13,5
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66 |DATASHEET

TMPE 4 SC L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE4 10/2 220/380 50 3000 0,65 3,30/1,90 0,72 11,5
TMPE4 10/2 220/380 100 6000 1,10 4,90/2,80 0,77 11,5
TMPE4 10/2 220/380 200 12000 2,20 9,70/5,60 0,77 11,5
TMPE4 10/2 220/380 300 18000 3,30 13,70/7,90 0,80 11,5
TMPE4 10/2 220/380 400 24000 3,30 13,70/7,90 0,80 11,5
TMPE4 14/2 220/380 50 3000 1,10 5,50/3,15 0,72 13,5
TMPE4 14/2 220/380 100 6000 2,20 9,50/5,50 0,77 13,5
TMPE4 14/2 220/380 200 12000 3,70 15,00/8,70 0,78 13,5
TMPE4 14/2 220/380 300 18000 5,60 20,00/11,50 0,85 13,5
TMPE4 14/2 220/380 400 24000 5,60 20,00/11,50 0,85 13,5
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67 |DATASHEET

TMPE 4 SC S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE4 10/2 220/380 50 3000 0,65 3,30/1,90 0,72 11,5
TMPE4 10/2 220/380 100 6000 1,10 4,90/2,80 0,77 11,5
TMPE4 10/2 220/380 200 12000 2,20 9,70/5,60 0,77 11,5
TMPE4 10/2 220/380 300 18000 3,30 13,70/7,90 0,80 11,5
TMPE4 10/2 220/380 400 24000 3,30 13,70/7,90 0,80 11,5
TMPE4 14/2 220/380 50 3000 1,10 5,50/3,15 0,72 13,5
TMPE4 14/2 220/380 100 6000 2,20 9,50/5,50 0,77 13,5
TMPE4 14/2 220/380 200 12000 3,70 15,00/8,70 0,78 13,5
TMPE4 14/2 220/380 300 18000 5,60 20,00/11,50 0,85 13,5
TMPE4 14/2 220/380 400 24000 5,60 20,00/11,50 0,85 13,5
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68 |DATASHEET

TMPE 5 MORSE TAPER L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE5 10/2 220/380 50 3000 1,25 5,60/3,20 0,78 16
TMPE5 10/2 220/380 100 6000 1,90 7,55/4,35 0,83 16
TMPE5 10/2 220/380 200 12000 3,00 12,30/7,10 0,80 16
TMPE5 10/2 220/380 300 18000 4,50 18,00/10,00 0,81 16
TMPE5 10/2 220/380 400 24000 4,50 18,00/10,00 0,91 16
TMPE5 14/2 220/380 50 3000 3,00 11,50/6,60 0,82 19,5
TMPE5 14/2 220/380 100 6000 4,00 15,20/8,80 0,84 19,5
TMPE5 14/2 220/380 200 12000 4,50 18,20/10,60 0,85 19,5
TMPE5 14/2 220/380 300 18000 7,00 25,00/14,50 0,86 19,5
TMPE5 14/2 220/380 400 24000 7,00 25,00/14,50 0,86 19,5
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69 |DATASHEET

TMPE 5 MORSE TAPER S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE5 10/2 220/380 50 3000 1,25 5,60/3,20 0,78 16
TMPE5 10/2 220/380 100 6000 1,90 7,55/4,35 0,83 16
TMPE5 10/2 220/380 200 12000 3,00 12,30/7,10 0,80 16
TMPE5 10/2 220/380 300 18000 4,50 18,00/10,00 0,81 16
TMPE5 10/2 220/380 400 24000 4,50 18,00/10,00 0,91 16
TMPE5 14/2 220/380 50 3000 3,00 11,50/6,60 0,82 19,5
TMPE5 14/2 220/380 100 6000 4,00 15,20/8,80 0,84 19,5
TMPE5 14/2 220/380 200 12000 4,50 18,20/10,60 0,85 19,5
TMPE5 14/2 220/380 300 18000 7,00 25,00/14,50 0,86 19,5
TMPE5 14/2 220/380 400 24000 7,00 25,00/14,50 0,86 19,5
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70 |DATASHEET

TMPE 5 ER25 L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE5 10/2 220/380 50 3000 1,25 5,60/3,20 0,78 16
TMPE5 10/2 220/380 100 6000 1,90 7,55/4,35 0,83 16
TMPE5 10/2 220/380 200 12000 3,00 12,30/7,10 0,80 16
TMPE5 10/2 220/380 300 18000 4,50 18,00/10,00 0,81 16
TMPE5 10/2 220/380 400 24000 4,50 18,00/10,00 0,91 16
TMPE5 14/2 220/380 50 3000 3,00 11,50/6,60 0,82 19,5
TMPE5 14/2 220/380 100 6000 4,00 15,20/8,80 0,84 19,5
TMPE5 14/2 220/380 200 12000 4,50 18,20/10,60 0,85 19,5
TMPE5 14/2 220/380 300 18000 7,00 25,00/14,50 0,86 19,5
TMPE5 14/2 220/380 400 24000 7,00 25,00/14,50 0,86 19,5
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71 |DATASHEET

TMPE 5 ER25 S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE5 10/2 220/380 50 3000 1,25 5,60/3,20 0,78 16
TMPE5 10/2 220/380 100 6000 1,90 7,55/4,35 0,83 16
TMPE5 10/2 220/380 200 12000 3,00 12,30/7,10 0,80 16
TMPE5 10/2 220/380 300 18000 4,50 18,00/10,00 0,81 16
TMPE5 10/2 220/380 400 24000 4,50 18,00/10,00 0,91 16
TMPE5 14/2 220/380 50 3000 3,00 11,50/6,60 0,82 19,5
TMPE5 14/2 220/380 100 6000 4,00 15,20/8,80 0,84 19,5
TMPE5 14/2 220/380 200 12000 4,50 18,20/10,60 0,85 19,5
TMPE5 14/2 220/380 300 18000 7,00 25,00/14,50 0,86 19,5
TMPE5 14/2 220/380 400 24000 7,00 25,00/14,50 0,86 19,5
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72 |DATASHEET

TMPE 5 ER32 L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE5 10/2 220/380 50 3000 1,25 5,60/3,20 0,78 16
TMPE5 10/2 220/380 100 6000 1,90 7,55/4,35 0,83 16
TMPE5 10/2 220/380 200 12000 3,00 12,30/7,10 0,80 16
TMPE5 10/2 220/380 300 18000 4,50 18,00/10,00 0,81 16
TMPE5 10/2 220/380 400 24000 4,50 18,00/10,00 0,91 16
TMPE5 14/2 220/380 50 3000 3,00 11,50/6,60 0,82 19,5
TMPE5 14/2 220/380 100 6000 4,00 15,20/8,80 0,84 19,5
TMPE5 14/2 220/380 200 12000 4,50 18,20/10,60 0,85 19,5
TMPE5 14/2 220/380 300 18000 7,00 25,00/14,50 0,86 19,5
TMPE5 14/2 220/380 400 24000 7,00 25,00/14,50 0,86 19,5
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73 |DATASHEET

TMPE 5 ER32 S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE5 10/2 220/380 50 3000 1,25 5,60/3,20 0,78 16
TMPE5 10/2 220/380 100 6000 1,90 7,55/4,35 0,83 16
TMPE5 10/2 220/380 200 12000 3,00 12,30/7,10 0,80 16
TMPE5 10/2 220/380 300 18000 4,50 18,00/10,00 0,81 16
TMPE5 10/2 220/380 400 24000 4,50 18,00/10,00 0,91 16
TMPE5 14/2 220/380 50 3000 3,00 11,50/6,60 0,82 19,5
TMPE5 14/2 220/380 100 6000 4,00 15,20/8,80 0,84 19,5
TMPE5 14/2 220/380 200 12000 4,50 18,20/10,60 0,85 19,5
TMPE5 14/2 220/380 300 18000 7,00 25,00/14,50 0,86 19,5
TMPE5 14/2 220/380 400 24000 7,00 25,00/14,50 0,86 19,5
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DATASHEET

TMPE 5 SC L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE5 10/2 220/380 50 3000 1,25 5,60/3,20 0,78 16
TMPE5 10/2 220/380 100 6000 1,90 7,55/4,35 0,83 16
TMPE5 10/2 220/380 200 12000 3,00 12,30/7,10 0,80 16
TMPE5 10/2 220/380 300 18000 4,50 18,00/10,00 0,81 16
TMPE5 10/2 220/380 400 24000 4,50 18,00/10,00 0,91 16
TMPE5 14/2 220/380 50 3000 3,00 11,50/6,60 0,82 19,5
TMPE5 14/2 220/380 100 6000 4,00 15,20/8,80 0,84 19,5
TMPE5 14/2 220/380 200 12000 4,50 18,20/10,60 0,85 19,5
TMPE5 14/2 220/380 300 18000 7,00 25,00/14,50 0,86 19,5
TMPE5 14/2 220/380 400 24000 7,00 25,00/14,50 0,86 19,5
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75 |DATASHEET

TMPE 5 SC S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE5 10/2 220/380 50 3000 1,25 5,60/3,20 0,78 16
TMPE5 10/2 220/380 100 6000 1,90 7,55/4,35 0,83 16
TMPE5 10/2 220/380 200 12000 3,00 12,30/7,10 0,80 16
TMPE5 10/2 220/380 300 18000 4,50 18,00/10,00 0,81 16
TMPE5 10/2 220/380 400 24000 4,50 18,00/10,00 0,91 16
TMPE5 14/2 220/380 50 3000 3,00 11,50/6,60 0,82 19,5
TMPE5 14/2 220/380 100 6000 4,00 15,20/8,80 0,84 19,5
TMPE5 14/2 220/380 200 12000 4,50 18,20/10,60 0,85 19,5
TMPE5 14/2 220/380 300 18000 7,00 25,00/14,50 0,86 19,5
TMPE5 14/2 220/380 400 24000 7,00 25,00/14,50 0,86 19,5
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DATASHEET

TMPE 6 MORSE TAPER 2/3

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE6 15/2 220/380 50 3000 3,40 13,6/7,8 0,83 34,5
TMPE6 15/2 220/380 100 6000 5,60 19,9/11,5 0,84 34,5
TMPE6 15/2 220/380 200 12000 8,50 32,7/18,9 0,84 34,5
TMPE6 15/2 220/380 300 18000 9,50 36,4/21,0 0,84 34,5
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77 |DATASHEET

TMPE 6 ER 40

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE6 15/2 220/380 50 3000 3,40 13,6/7,8 0,83 34,5
TMPE6 15/2 220/380 100 6000 5,60 19,9/11,5 0,84 34,5
TMPE6 15/2 220/380 200 12000 8,50 32,7/18,9 0,84 34,5
TMPE6 15/2 220/380 300 18000 9,50 36,4/21,0 0,84 34,5
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DATASHEET

TMPE 6 SC

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE6 15/2 220/380 50 3000 3,40 13,6/7,8 0,83 34,5
TMPE6 15/2 220/380 100 6000 5,60 19,9/11,5 0,84 34,5
TMPE6 15/2 220/380 200 12000 8,50 32,7/18,9 0,84 34,5
TMPE6 15/2 220/380 300 18000 9,50 36,4/21,0 0,84 34,5
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79 |DATASHEET

TMPE 7 ER40

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE7 15/2 220/380 50 3000 5,6 20,2/11,7 0,80 47
TMPE7 15/2 220/380 100 6000 8,2 30,7/17,7 0,80 47
TMPE7 15/2 220/380 200 12000 12,0 44,1/25,5 0,84 47
TMPE7 17/2 220/380 50 3000 7,5 27,5 /5,9 0,80 53,5
TMPE7 17/2 220/380 100 6000 10,5 37,2/21,5 0,85 53,5
TMPE7 17/2 220/380 200 12000 15,0 53,9/31,1 0,86 53,5
TMPE7 19/2 220/380 50 3000 8,2 29,8/17,2 0,84 59,5
TMPE7 19/2 220/380 100 6000 12,0 44,3/25,6 0,87 59,5
TMPE7 19/2 220/380 200 12000 18,0 63,4/36,6 0,87 59,5
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TM PE LA Series

TMPE 2 LA ER20
TMPE 3 LA ER25
TMPE 4 LA ER25
TMPE 4 LA ER32
TMPE 5 LA ER25
TMPE 5 LA ER32
TMPE 6 LA ER40
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81 |DATASHEET

TMPE 2 LA ER20

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE2 9/2 RR compressed air 220/380 50 3000 0,10 0,85/0,50 0,60 4
            9/2 RR liquid 220/380 50 3000 0,12 1,00/0,60 0,60 4
TMPE2 9/2 RR compressed air 220/380 100 6000 0,22 1,47/0,85 0,65 4
            9/2 RR liquid 220/380 100 6000 0,25 1,66/1,96 0,65 4
TMPE2 9/2 RR compressed air 220/380 200 12000 0,55 2,60/1,50 0,73 4
            9/2 RR liquid 220/380 200 12000 0,60 2,80/1,60 0,73 4
TMPE2 9/2 RR compressed air 220/380 300 18000 0,75 3,70/2,15 0,71 4
            9/2 RR liquid 220/380 300 18000 0,80 3,80/2,20 0,71 4
TMPE2 9/2 RR compressed air 220/380 400 24000 0,80 4,10/2,40 0,71 4
            9/2 RR liquid 220/380 400 24000 0,85 4,50/2,60 0,71 4
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DATASHEET

TMPE 3 LA ER25

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE3 9/2 RR compressed air 220/380 50 3000 0,20 1,50/0,90 0,70 7
            9/2 RR liquid 220/380 50 3000 0,26 1,90/1,10 0,70 7
TMPE3 9/2 RR compressed air 220/380 100 6000 0,45 2,40/1,40 0,75 7
            9/2 RR liquid 220/380 100 6000 0,50 2,60/1,50 0,75 7
TMPE3 9/2 RR compressed air 220/380 200 12000 0,75 4,00/2,30 0,75 7
            9/2 RR liquid 220/380 200 12000 0,85 4,50/2,60 0,75 7
TMPE3 9/2 RR compressed air 220/380 300 18000 1,00 5,50/2,30 0,75 7
            9/2 RR liquid 220/380 300 18000 1,30 6,70/3,90 0,75 7
TMPE3 9/2 RR compressed air 220/380 400 24000 1,00 5,50/3,20 0,75 7
            9/2 RR liquid 220/380 400 24000 1,20 6,00/3,50 0,75 7
TMPE3 12/2 RR compressed air 220/380 50 3000 0,30 1,70/1,00 0,70 9
            12/2 RR liquid 220/380 50 3000 0,36 2,00/1,20 0,70 9
TMPE3 12/2 RR compressed air 220/380 100 6000 0,75 3,30/1,90 0,75 9
            12/2 liquid 220/380 100 6000 0,82 3,60/2,10 0,75 9
TMPE3 12/2 RR compressed air 220/380 200 12000 1,50 6,30/3,60 0,79 9
            12/2 RR liquid 220/380 200 12000 1,80 7,40/4,30 0,79 9
TMPE3 12/2 RR compressed air 220/380 300 18000 2,00 9,00/5,20 0,80 9
            12/2 RR liquid 220/380 300 18000 2,20 9,50/5,50 0,80 9
TMPE3 12/2 RR compressed air 220/380 400 24000 2,20 9,50/5,50 0,80 9
            12/2 RR liquid 220/380 400 24000 2,50 10,7/6,20 0,80 9
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83 |DATASHEET

TMPE 4 LA ER25

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE4 10/2 RR compressed air 220/380 50 3000 0,65 3,30/1,90 0.72 12,8
            10/2 RR liquid 220/380 50 3000 0,70 3,40/2,00 0.72 12,8
0TMPE4 10/2 RR compressed air 220/380 100 6000 1,10 4,90/2,80 0.77 12,8
            10/2 RR liquid 220/380 100 6000 1,30 5,70/3,30 0.77 12,8
TMPE4 10/2 RR compressed air 220/380 200 12000 2,20 9,70/5,60 0.77 12,8
            10/2 RR liquid 220/380 200 12000 2,50 11,00/6,40 0.77 12,8
TMPE4 10/2 RR compressed air 220/380 300 18000 3,30 13,7/7,90 0.80 12,8
            10/2 RR liquid 220/380 300 18000 3,60 14,7/8,50 0.80 12,8
TMPE4 10/2 RR compressed air 220/380 400 24000 3,30 13,7/7,90 0.80 12,8
            10/2 RR liquid 220/380 400 24000 3,60 14,70/8,50 0.80 12,8
TMPE4 14/2 RR compressed air 220/380 50 3000 1,10 5,50/3,15 0.72 14,8
            14/2 RR liquid 220/380 50 3000 1,30 6,4/3,70 0.72 14,8
TMPE4 14/2 RR compressed air 220/380 100 6000 2,20 9,50/5,50 0.77 14,8
            14/2 RR liquid 220/380 100 6000 2,50 10,50/6,10 0.77 14,8
TMPE4 14/2 RR compressed air 220/380 200 12000 3,70 15,00/8,70 0.78 14,8
            14/2 RR liquid 220/380 200 12000 4,00 15,70/9,10 0.78 14,8
TMPE4 14/2 RR compressed air 220/380 300 18000 5,60 20,0/11,5 0.85 14,8
            14/2 RR liquid 220/380 300 18000 6,00 21,0/12,20 0.85 14,8
TMPE4 14/2 RR compressed air 220/380 400 24000 5,60 20,0/11,5 0.85 14,8
            14/2 RR liquid 220/380 400 24000 6,00 21,00/12,20 0.85 14,8
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DATASHEET

TMPE 4 LA ER32

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE4 10/2 RR compressed air 220/380 50 3000 0,65 3,30/1,90 0.72 12,8
            10/2 RR liquid 220/380 50 3000 0,70 3,40/2,00 0.72 12,8
0TMPE4 10/2 RR compressed air 220/380 100 6000 1,10 4,90/2,80 0.77 12,8
            10/2 RR liquid 220/380 100 6000 1,30 5,70/3,30 0.77 12,8
TMPE4 10/2 RR compressed air 220/380 200 12000 2,20 9,70/5,60 0.77 12,8
            10/2 RR liquid 220/380 200 12000 2,50 11,00/6,40 0.77 12,8
TMPE4 10/2 RR compressed air 220/380 300 18000 3,30 13,7/7,90 0.80 12,8
            10/2 RR liquid 220/380 300 18000 3,60 14,7/8,50 0.80 12,8
TMPE4 10/2 RR compressed air 220/380 400 24000 3,30 13,7/7,90 0.80 12,8
            10/2 RR liquid 220/380 400 24000 3,60 14,70/8,50 0.80 12,8
TMPE4 14/2 RR compressed air 220/380 50 3000 1,10 5,50/3,15 0.72 14,8
            14/2 RR liquid 220/380 50 3000 1,30 6,4/3,70 0.72 14,8
TMPE4 14/2 RR compressed air 220/380 100 6000 2,20 9,50/5,50 0.77 14,8
            14/2 RR liquid 220/380 100 6000 2,50 10,50/6,10 0.77 14,8
TMPE4 14/2 RR compressed air 220/380 200 12000 3,70 15,00/8,70 0.78 14,8
            14/2 RR liquid 220/380 200 12000 4,00 15,70/9,10 0.78 14,8
TMPE4 14/2 RR compressed air 220/380 300 18000 5,60 20,0/11,5 0.85 14,8
            14/2 RR liquid 220/380 300 18000 6,00 21,0/12,20 0.85 14,8
TMPE4 14/2 RR compressed air 220/380 400 24000 5,60 20,0/11,5 0.85 14,8
            14/2 RR liquid 220/380 400 24000 6,00 21,00/12,20 0.85 14,8
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85 |DATASHEET

TMPE 5 LA ER25

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE5 10/2 RR compressed air 220/380 50 3000 1,25 5,60/3,20 0,78 13
            10/2 RR liquid 220/380 50 3000 1,35 5,80/3,40 0,78 13
TMPE5 10/2 RR compressed air 220/380 100 6000 1,90 7,55/4,35 0,83 13
            10/2 RR liquid 220/380 100 6000 2,10 8,30/4,80 0,83 13
TMPE5 10/2 RR compressed air 220/380 200 12000 3,00 12,1/7,00 0,80 13
            10/2 RR liquid 220/380 200 12000 3,20 12,60/7,30 0,80 13
TMPE5 10/2 RR compressed air 220/380 300 18000 4,50 18,0/10,0 0,81 13
            10/2 RR liquid 220/380 300 18000 4,70 18,50/10,70 0,81 13
TMPE5 10/2 RR compressed air 220/380 400 24000 4,50 18,0/10,0 0,91 13
            10/2 RR liquid 220/380 400 24000 4,70 18,50/10,70 0,91 13
TMPE5 14/2 RR compressed air 220/380 50 3000 3,00 11,5/6,60 0,82 20,5
            14/2 RR liquid 220/380 50 3000 3,20 11,90/6,90 0,82 20,5
TMPE5 14/2 RR compressed air 220/380 100 6000 4,00 15,2/8,80 0,84 20,5
            14/2 RR liquid 220/380 100 6000 4,20 15,70/9,10 0,84 20,5
TMPE5 14/2 RR compressed air 220/380 200 12000 4,50 18,2/10,6 0,85 20,5
            14/2 RR liquid 220/380 200 12000 4,70 19,10/11,00 0,85 20,5
TMPE5 14/2 RR compressed air 220/380 300 18000 7,00 24,7/1,30 0,86 20,5
            14/2 RR liquid 220/380 300 18000 7,20 30,60/14,70 0,86 20,5
TMPE5 14/2 RR compressed air 220/380 400 24000 7,00 25,0/14,50 0,86 20,5
            14/2 RR liquid 220/380 400 24000 7,20 30,60/14,70 0,86 20,5
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DATASHEET

TMPE 5 LA ER32

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE5 10/2 RR compressed air 220/380 50 3000 1,25 5,60/3,20 0,78 13
            10/2 RR liquid 220/380 50 3000 1,35 5,80/3,40 0,78 13
TMPE5 10/2 RR compressed air 220/380 100 6000 1,90 7,55/4,35 0,83 13
            10/2 RR liquid 220/380 100 6000 2,10 8,30/4,80 0,83 13
TMPE5 10/2 RR compressed air 220/380 200 12000 3,00 12,1/7,00 0,80 13
            10/2 RR liquid 220/380 200 12000 3,20 12,60/7,30 0,80 13
TMPE5 10/2 RR compressed air 220/380 300 18000 4,50 18,0/10,0 0,81 13
            10/2 RR liquid 220/380 300 18000 4,70 18,50/10,70 0,81 13
TMPE5 10/2 RR compressed air 220/380 400 24000 4,50 18,0/10,0 0,91 13
            10/2 RR liquid 220/380 400 24000 4,70 18,50/10,70 0,91 13
TMPE5 14/2 RR compressed air 220/380 50 3000 3,00 11,5/6,60 0,82 20,5
            14/2 RR liquid 220/380 50 3000 3,20 11,90/6,90 0,82 20,5
TMPE5 14/2 RR compressed air 220/380 100 6000 4,00 15,2/8,80 0,84 20,5
            14/2 RR liquid 220/380 100 6000 4,20 15,70/9,10 0,84 20,5
TMPE5 14/2 RR compressed air 220/380 200 12000 4,50 18,2/10,6 0,85 20,5
            14/2 RR liquid 220/380 200 12000 4,70 19,10/11,00 0,85 20,5
TMPE5 14/2 RR compressed air 220/380 300 18000 7,00 24,7/1,30 0,86 20,5
            14/2 RR liquid 220/380 300 18000 7,20 30,60/14,70 0,86 20,5
TMPE5 14/2 RR compressed air 220/380 400 24000 7,00 25,0/14,50 0,86 20,5
            14/2 RR liquid 220/380 400 24000 7,20 30,60/14,70 0,86 20,5
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j PESO
[Kg]

TMPE6 15/2 RR aria compressa 220/380 50 3000 3,40 13,60/7,80 0,83 29
TMPE6 15/2 RR liquido 220/380 50 3000 3,60 14,20/8,20 0,83 29
TMPE6 15/2 RR aria compressa 220/380 100 6000 5,60 19,90/11,5 0,84 29
TMPE6 15/2 RR liquido 220/380 100 6000 5,80 20,60/11,90 0,84 29
TMPE6 15/2 RR aria compressa 220/380 200 12000 8,50 32,70/18,9 0,84 29
TMPE6 15/2 RR liquido 220/380 200 12000 9,00 33,40/19,30 0,84 29
TMPE6 15/2 RR aria compressa 220/380 300 18000 9,50 36,40/21,0 0,84 29
TMPE6 15/2 RR liquido 220/380 300 18000 10,50 39,50/22,80 0,84 29

SCHEDA TECNICA

TMPE 6  L/A  ER40
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87 |DATASHEET

TMPE 6 LA ER40

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE6 15/2 RR compressed air 220/380 50 3000 3,40 13,60/7,80 0,83 29
TMPE6 15/2 RR liquid 220/380 50 3000 3,60 14,20/8,20 0,83 29
TMPE6 15/2 RR compressed air 220/380 100 6000 5,60 19,90/11,5 0,84 29
TMPE6 15/2 RR liquid 220/380 100 6000 5,80 20,60/11,90 0,84 29
TMPE6 15/2 RR compressed air 220/380 200 12000 8,50 32,70/18,9 0,84 29
TMPE6 15/2 RR liquid 220/380 200 12000 9,00 33,40/19,30 0,84 29
TMPE6 15/2 RR compressed air 220/380 300 18000 9,50 36,40/21,0 0,84 29
TMPE6 15/2 RR liquid 220/380 300 18000 10,50 39,50/22,80 0,84 29
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TM PE EV Series

TMPE 2 EV ER20
TMPE 3 EV ER25
TMPE 4 EV ER25
TMPE 4 EV ER32
TMPE 5 EV ER25
TMPE 5 EV ER32
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V elettroventola A elettroventola W elettroventola 

24 Vdc 320 mA 7,7 W 

 

DATASHEET

TMPE 2 EV ER20

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

dB

TMPE2 9/2 220 300 18000 0,55 2,4 0,72 4,5 65
TMPE2 9/2 380 300 18000 0,55 1,4 0,72 4,5 65
TMPE2 9/2 220/380 300 18000 0,55 2,4/1,4 0,72 4,5 65
TMPE2 9/2 220 400 24000 0,55 2,4 0,72 4,5 68
TMPE2 9/2 380 400 24000 0,55 1,4 0,72 4,5 68
TMPE2 9/2 220/380 400 24000 0,55 2,4/1,4 0,72 4,5 68

V electric fan A electric fan W electric fan

24 Vdc 320 mA 7,7 W



 





  















































   

  
  
  

V elettroventola A elettroventola W elettroventola 

24 Vdc 320 mA 7,7 W 
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DATASHEET

TMPE 3 EV ER25

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

dB

TMPE3 9/2 EV 220 300 18000 1,0 5,2 0,75 6,5 65
TMPE3 9/2 EV 380 300 18000 1,0 3,0 0,75 6,5 65
TMPE3 9/2 EV 220/380 300 18000 1,0 5,2/3,0 0,75 6,5 65
TMPE3 9/2 EV 220 400 24000 1,0 5,2 0,75 6,5 68
TMPE3 9/2 EV 380 400 24000 1,0 3,0 0,75 6,5 68
TMPE3 9/2 EV 220/380 400 24000 1,0 5,2/3,0 0,75 6,5 68
TMPE3 12/2 EV 220 300 18000 2,0 8,5 0,80 6,5 68
TMPE3 12/2 EV 380 300 18000 2,0 4,9 0,80 6,5 68
TMPE3 12/2 EV 220/380 300 18000 2,0 8,5/4,9 0,80 6,5 68
TMPE3 12/2 EV 220 400 24000 2,0 8,5 0,80 6,5 68
TMPE3 12/2 EV 380 400 24000 2,0 4,9 0,80 9 68
TMPE3 12/2 EV 220/380 400 24000 2,0 8,5/4,9 0,80 9 68

V electric fan A electric fan W electric fan

24 Vdc 320 mA 7,7 W





 

 

 

















 




































  
  
  





V elettroventola A elettroventola W elettroventola 

24 Vdc 1,1 A 26 W 
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TMPE 4 EV ER25

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

dB

TMPE4 10/2 220 300 18000 3,3 13,3 0,80 12,8 70
TMPE4 10/2 380 300 18000 3,3 7,7 0,80 12,8 70
TMPE4 10/2 220/380 300 18000 3,3 13,3/,7,7 0,80 12,8 70
TMPE4 10/2 220 400 24000 3,3 13,3 0,80 12,8 70
TMPE4 10/2 380 400 24000 3,3 7,7 0,80 12,8 70
TMPE4 10/2 220/380 400 24000 3,3 13,3/7,7 0,80 12,8 70
TMPE4 14/2 220 300 18000 5,6 19,3 0,85 12,8 72
TMPE4 14/2 380 300 18000 5,6 11,2 0,85 12,8 72
TMPE4 14/2 220/380 300 18000 5,6 19,3/11,2 0,85 12,8 72
TMPE4 14/2 220 400 24000 5,6 19,3 0,85 12,8 72
TMPE4 14/2 380 400 24000 5,6 11,2 0,85 14,8 72
TMPE4 14/2 220/380 400 24000 5,6 19,3/11,2 0,85 14,8 72

V electric fan A electric fan W electric fan

24 Vdc 1,1 A 26 W




















  

  
  
  





 










































V elettroventola A elettroventola W elettroventola 

24 Vdc 1,1 A 26 W 
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DATASHEET

TMPE 4 EV ER32

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

dB

TMPE4 10/2 220 300 18000 3,3 13,3 0,80 12,8 70
TMPE4 10/2 380 300 18000 3,3 7,7 0,80 12,8 70
TMPE4 10/2 220/380 300 18000 3,3 13,3/,7,7 0,80 12,8 70
TMPE4 10/2 220 400 24000 3,3 13,3 0,80 12,8 70
TMPE4 10/2 380 400 24000 3,3 7,7 0,80 12,8 70
TMPE4 10/2 220/380 400 24000 3,3 13,3/7,7 0,80 12,8 70
TMPE4 14/2 220 300 18000 5,6 19,3 0,85 12,8 72
TMPE4 14/2 380 300 18000 5,6 11,2 0,85 12,8 72
TMPE4 14/2 220/380 300 18000 5,6 19,3/11,2 0,85 12,8 72
TMPE4 14/2 220 400 24000 5,6 19,3 0,85 12,8 72
TMPE4 14/2 380 400 24000 5,6 11,2 0,85 14,8 72
TMPE4 14/2 220/380 400 24000 5,6 19,3/11,2 0,85 14,8 72

V electric fan A electric fan W electric fan

24 Vdc 1,1 A 26 W





 

  

 



































 



















   
   
   





V elettroventola A elettroventola W elettroventola 

24 Vdc 2,1 A 50 W 

 

V elettroventola A elettroventola W elettroventola 

24 Vdc 2,8 A 65 W 
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TMPE 5 EV ER25

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

dB

TMPE5 10/2 220 300 18000 4,5 16,9 0,81 12,8 76
TMPE5 10/2 380 300 18000 4,5 9,8 0,81 12,8 76
TMPE5 10/2 220/380 300 18000 4,5 16,9/9,8 0,81 12,8 76
TMPE5 10/2 220 400 24000 4,5 16,9 0,81 12,8 76
TMPE5 10/2 380 400 24000 4,5 9,8 0,81 12,8 76
TMPE5 10/2 220/380 400 24000 4,5 16,9/9,8 0,81 12,8 76
TMPE5 14/2 220 300 18000 7,0 24,4 0,86 12,8 76
TMPE5 14/2 380 300 18000 7,0 14,1 0,86 12,8 76
TMPE5 14/2 220/380 300 18000 7,0 14,4/14,1 0,86 12,8 76
TMPE5 14/2 220 400 24000 7,0 24,4 0,86 12,8 76
TMPE5 14/2 380 400 24000 7,0 14,1 0,86 14,8 76
TMPE5 14/2 220/380 400 24000 7,0 24,4/14,1 0,86 14,8 76

V electric fan A electric fan W electric fan

24 Vdc 2,1 A 50 W

V electric fan A electric fan W electric fan

24 Vdc 2,8 A 65 W
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V elettroventola A elettroventola W elettroventola 

24 Vdc 2,1 A 50 W 

 

V elettroventola A elettroventola W elettroventola 

24 Vdc 2,8 A 65 W 

 





DATASHEET

TMPE 5 EV ER32

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

dB

TMPE5 10/2 220 300 18000 4,5 16,9 0,81 12,8 76
TMPE5 10/2 380 300 18000 4,5 9,8 0,81 12,8 76
TMPE5 10/2 220/380 300 18000 4,5 16,9/9,8 0,81 12,8 76
TMPE5 10/2 220 400 24000 4,5 16,9 0,81 12,8 76
TMPE5 10/2 380 400 24000 4,5 9,8 0,81 12,8 76
TMPE5 10/2 220/380 400 24000 4,5 16,9/9,8 0,81 12,8 76
TMPE5 14/2 220 300 18000 7,0 24,4 0,86 12,8 76
TMPE5 14/2 380 300 18000 7,0 14,1 0,86 12,8 76
TMPE5 14/2 220/380 300 18000 7,0 14,4/14,1 0,86 12,8 76
TMPE5 14/2 220 400 24000 7,0 24,4 0,86 12,8 76
TMPE5 14/2 380 400 24000 7,0 14,1 0,86 14,8 76
TMPE5 14/2 220/380 400 24000 7,0 24,4/14,1 0,86 14,8 76

V electric fan A electric fan W electric fan

24 Vdc 2,1 A 50 W

V electric fan A electric fan W electric fan

24 Vdc 2,8 A 65 W



TM PE HSK Series

TMPE 3 HSK A32 L
TMPE 3 HSK A32 S
TMPE 4 HSK A40 L
TMPE 4 HSK A40 S
TMPE 5 HSK A50 L
TMPE 5 HSK A50 S
TMPE 6 HSK A63
TMPE 7 HSK A63
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DATASHEET

TMPE 3 HSK A32 L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE3 9/2 220/380 50 3000 0,20 0,90/1,50 0,70 6
TMPE3 9/2 220/380 100 6000 0,45 2,40/1,40 0,75 6
TMPE3 9/2 220/380 200 12000 0,75 4,00/2,30 0,75 6
TMPE3 9/2 220/380 300 18000 1,00 5,50/3,20 0,75 6
TMPE3 9/2 220/380 400 24000 1,00 5,50/3,20 0,75 6
TMPE3 12/2 220/380 50 3000 0,30 1,70/1,00 0,70 8,5
TMPE3 12/2 220/380 100 6000 0,75 3,30/1,90 0,75 8,5
TMPE3 12/2 220/380 200 12000 1,5 6,30/3,60 0,79 8,5
TMPE3 12/2 220/380 300 18000 2,00 9,00/5,20 0,80 8,5
TMPE3 12/2 220/380 400 24000 2,20 9,50/5,5 0,80 8,5
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TMPE 3 HSK A32 S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE3 9/2 220/380 50 3000 0,20 0,90/1,50 0,70 6
TMPE3 9/2 220/380 100 6000 0,45 2,40/1,40 0,75 6
TMPE3 9/2 220/380 200 12000 0,75 4,00/2,30 0,75 6
TMPE3 9/2 220/380 300 18000 1,00 5,50/3,20 0,75 6
TMPE3 9/2 220/380 400 24000 1,00 5,50/3,20 0,75 6
TMPE3 12/2 220/380 50 3000 0,30 1,70/1,00 0,70 8,5
TMPE3 12/2 220/380 100 6000 0,75 3,30/1,90 0,75 8,5
TMPE3 12/2 220/380 200 12000 1,5 6,30/3,60 0,79 8,5
TMPE3 12/2 220/380 300 18000 2,00 9,00/5,20 0,80 8,5
TMPE3 12/2 220/380 400 24000 2,20 9,50/5,5 0,80 8,5
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DATASHEET

TMPE 4 HSK A40 L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE4 10/2 220/380 50 3000 0,65 3,30/1,90 0,72 13
TMPE4 10/2 220/380 100 6000 1,10 4,90/2,80 0,77 13
TMPE4 10/2 220/380 200 12000 2,20 9,70/5,60 0,77 13
TMPE4 10/2 220/380 300 18000 3,30 13,7/,90 0,80 13
TMPE4 14/2 220/380 50 3000 1,10 5,50/3,15 0,72 15
TMPE4 14/2 220/380 100 6000 2,20 9,50/5,50 0,77 15
TMPE4 14/2 220/380 200 12000 3,70 15,00/8,70 0,78 15
TMPE4 14/2 220/380 300 18000 5,60 20,00/11,50 0,85 15
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TMPE 4 HSK A40 S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE4 10/2 220/380 50 3000 0,65 3,30/1,90 0,72 13
TMPE4 10/2 220/380 100 6000 1,10 4,90/2,80 0,77 13
TMPE4 10/2 220/380 200 12000 2,20 9,70/5,60 0,77 13
TMPE4 10/2 220/380 300 18000 3,30 13,7/,90 0,80 13
TMPE4 14/2 220/380 50 3000 1,10 5,50/3,15 0,72 15
TMPE4 14/2 220/380 100 6000 2,20 9,50/5,50 0,77 15
TMPE4 14/2 220/380 200 12000 3,70 15,00/8,70 0,78 15
TMPE4 14/2 220/380 300 18000 5,60 20,00/11,50 0,85 15



 





 



 





 
















 



  
  
  



 





 



 





 
















 



  
  
  



 





 



 





 
















 



  
  
  



ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu

100 |

ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu

DATASHEET

TMPE 5 HSK A50 L

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE5 10/2 220/380 50 3000 1,25 5,60/3,20 0,78 17,5
TMPE5 10/2 220/380 100 6000 1,90 7,55/4,35 0,83 17,5
TMPE5 10/2 220/380 200 12000 3,0 12,30/7,10 0,80 17,5
TMPE5 10/2 220/380 250 15000 3,60 14,30/8,20 0,81 17,5
TMPE5 14/2 220/380 50 3000 3,0 11,50/6,60 0,82 19,5
TMPE5 14/2 220/380 100 6000 4,0 15,20/8,80 0,82 19,5
TMPE5 14/2 220/380 200 12000 4,50 18,20/10,60 0,85 19,5
TMPE5 14/2 220/380 250 15000 6,0 21,70/12,50 0,86 19,5
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TMPE 5 HSK A50 S

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE5 10/2 220/380 50 3000 1,25 5,60/3,20 0,78 17,5
TMPE5 10/2 220/380 100 6000 1,90 7,55/4,35 0,83 17,5
TMPE5 10/2 220/380 200 12000 3,0 12,30/7,10 0,80 17,5
TMPE5 10/2 220/380 250 15000 3,60 14,30/8,20 0,81 17,5
TMPE5 14/2 220/380 50 3000 3,0 11,50/6,60 0,82 19,5
TMPE5 14/2 220/380 100 6000 4,0 15,20/8,80 0,82 19,5
TMPE5 14/2 220/380 200 12000 4,50 18,20/10,60 0,85 19,5
TMPE5 14/2 220/380 250 15000 6,0 21,70/12,50 0,86 19,5
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DATASHEET

TMPE 6 HSK A63

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE6 15/2 220/380 500 3000 3,40 13,6/7,80 0,83 28
TMPE6 15/2 220/380 100 6000 5,6 19,9/11,5 0,84 28
TMPE6 15/2 220/380 200 12000 8,50 32,7/18,9 0,84 28
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TMPE 7 HSK A63

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE7 15/2 220/380 50 3000 5,6 20,2/11,7 0,70 47,5
TMPE7 15/2 220/380 100 6000 8,2 30,7/11,7 0,75 47,5
TMPE7 15/2 220/380 200 12000 12,0 44,1/25,5 0,75 47,5
TMPE7 17/2 220/380 50 3000 7,5 27,5/15,9 0,75 54
TMPE7 17/2 220/380 100 6000 10,5 44,3/25,6 0,75 54
TMPE7 17/2 220/380 200 12000 15,0 53,9/31,1 0,70 54
TMPE7 19/2 220/380 50 3000 8,2 29,8/17,2 0,75 60
TMPE7 19/2 220/380 100 6000 12,0 44,3/25,6 0,79 60
TMPE7 19/2 220/380 200 12000 18,0 63,4/36,6 0,87 60
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DOUBLE ENDED SHAFT TM PE Series

DOUBLE ENDED SHAFT TMPE 0 ER11
DOUBLE ENDED SHAFT TMPE 2 ER20
DOUBLE ENDED SHAFT TMPE 3 ER25
DOUBLE ENDED SHAFT TMPE 4 ER32
DOUBLE ENDED SHAFT TMPE 5 ER32
DOUBLE ENDED SHAFT TMPE 6 ER40
DOUBLE ENDED SHAFT TMPE 7 ER40
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DOUBLE ENDED SHAFT TMPE 0 ER11

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE0 6/2 220/380 200 12000 0,15 0,80/0,45 0,70 2,5
TMPE0 6/2 220/380 300 18000 0,16 1,20/0,70 0,70 2,5
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DATASHEET

DOUBLE ENDED SHAFT TMPE 2 ER20

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE2 9/2 compressed air 220/380 200 12000 0,55 2,60/1,50 0,73 4,5
TMPE2 9/2 liquid 220/380 200 12000 0,60 2,80/1,60 0,73 4,5
TMPE2 9/2 compressed air 220/380 300 18000 0,75 3,70/2,10 0,71 4,5
TMPE2 9/2 liquid 220/380 300 18000 0,80 3,80/2,20 0,71 4,5
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DOUBLE ENDED SHAFT TMPE 3 ER25

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE3 9/2 compressed air 220/380 50 3000 0,20 1,50/0,90 0,70 7,5
TMPE3 9/2 liquid 220/380 50 3000 0,26 1,90/1,10 0,70 7,5
TMPE3 9/2 compressed air 220/380 100 6000 0,45 2,40/1,40 0,75 7,5
TMPE3 9/2 liquid 220/380 100 6000 0,50 2,60/1,50 0,75 7,5
TMPE3 9/2 compressed air 220/380 200 12000 0,75 4,00/2,30 0,75 7,5
TMPE3 9/2 liquid 220/380 200 12000 0,85 4,50/2,60 0,75 7,5
TMPE3 9/2 compressed air 220/380 300 18000 1,00 5,50/3,20 0,75 7,5
TMPE3 9/2 liquid 220/380 300 18000 1,30 6,70/3,90 0,75 7,5
TMPE3 12/2 compressed air 220/380 50 3000 0,30 1,70/1,00 0,70 9,5
TMPE3 12/2 liquid 220/380 50 3000 0,36 2,00/1,20 0,70 9,5
TMPE3 12/2 compressed air 220/380 100 6000 0,75 3,30/1,90 0,75 9,5
TMPE3 12/2 liquid 220/380 100 6000 0,82 3,60/2,10 0,75 9,5
TMPE3 12/2 compressed air 220/380 200 12000 1,50 6,30/3,60 0,80 9,5
TMPE3 12/2 liquid 220/380 200 12000 1,80 7,40/4,30 0,80 9,5
TMPE3 12/2 compressed air 220/380 300 18000 2,00 9,00/5,20 0,80 9,5
TMPE3 12/2 liquid 220/380 300 18000 2,20 9,50/5,50 0,80 9,5
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DATASHEET

DOUBLE ENDED SHAFT TMPE 4 ER32

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE4 10/2 compressed air 220/380 50 3000 0,65 3,30/1,90 0,72 15,5
TMPE4 10/2 liquid 220/380 50 3000 0,70 3,40/2,00 0,72 15,5
TMPE4 10/2 compressed air 220/380 100 6000 1,10 4,90/2,80 0,77 15,5
TMPE4 10/2 liquid 220/380 100 6000 1,30 5,70/3,30 0,77 15,5
TMPE4 10/2 compressed air 220/380 200 12000 2,20 9,70/5,60 0,77 15,5
TMPE4 10/2 liquid 220/380 200 12000 2,50 11,00/6,40 0,77 15,5
TMPE4 10/2 compressed air 220/380 300 18000 3,30 13,70/7,90 0,80 15,5
TMPE4 10/2 liquid 220/380 300 18000 3,60 14,7/8,50 0,80 15,5
TMPE4 14/2 compressed air 220/380 50 3000 1,10 5,50/3,15 0,72 17
TMPE4 14/2 liquid 220/380 50 3000 1,30 6,4/3,70 0,72 17
TMPE4 14/2 compressed air 220/380 100 6000 2,20 9,50/5,50 0,77 17
TMPE4 14/2 liquid 220/380 100 6000 2,50 10,50/6,10 0,77 17
TMPE4 14/2 compressed air 220/380 200 12000 3,70 15,00/8,70 0,78 17
TMPE4 14/2 liquid 220/380 200 12000 4,00 15,70/9,10 0,78 17
TMPE4 14/2 compressed air 220/380 300 18000 5,60 20,00/11,50 0,85 17
TMPE4 14/2 liquid 220/380 300 18000 6,00 21,10/12/20 0,85 17
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109 |DATASHEET

DOUBLE ENDED SHAFT TMPE 5 ER32

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE5 10/2 compressed air 220/380 50 3000 1,25 5,60/3,20 0,78 18,5
TMPE5 10/2 liquid 220/380 50 3000 1,35 5,80/3,40 0,78 18,5
TMPE5 10/2 compressed air 220/380 100 6000 1,90 7,55/4,40 0,83 18,5
TMPE5 10/2 liquid 220/380 100 6000 2,10 8,30/4,80 0,83 18,5
TMPE5 10/2 compressed air 220/380 200 12000 3,00 12,1/7,00 0,80 18,5
TMPE5 10/2 liquid 220/380 200 12000 3,20 12,60/7,30 0,80 18,5
TMPE5 10/2 compressed air 220/380 300 18000 4,50 18,00/10,50 0,81 18,5
TMPE5 10/2 liquid 220/380 300 18000 4,70 18,50/10,70 0,81 18,5
TMPE5 14/2 compressed air 220/380 50 3000 3,00 11,50/6,60 0,82 21,5
TMPE5 14/2 liquid 220/380 50 3000 3,20 11,90/6,90 0,82 21,5
TMPE5 14/2 compressed air 220/380 100 6000 4,00 15,20/8,80 0,84 21,5
TMPE5 14/2 liquid 220/380 100 6000 4,20 15,70/9,10 0,84 21,5
TMPE5 14/2 compressed air 220/380 200 12000 4,50 18,20/10,60 0,85 21,5
TMPE5 14/2 liquid 220/380 200 12000 4,70 19,10/11,00 0,85 21,5
TMPE5 14/2 compressed air 220/380 300 18000 7,00 25,00/14,50 0,86 21,5
TMPE5 14/2 liquid 220/380 300 18000 7,20 30,60/14,70 0,86 21,5



SCHEDA TECNICA

TMPE6  BIALBERO  ER40
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MODELLOTENSIONE
[Volt]

FREQUENZA
[Hz]

GIRIPOT. RESA
[Kw]

ASSORB.
[Amp]

Cos jPESO
[Kg]

TMPE6 15/2 aria compressa220/3805030003,4013,60/7,800,8338
TMPE6 15/2 liquido220/3805030003,6014,20/8,200,8338
TMPE6 15/2 aria compressa220/38010060005,6019,90/11,500,8438
TMPE6 15/2 liquido220/38010060005,8020,60/11,900,8438
TMPE6 15/2 aria compressa220/380200120008,5032,7/18,900,8438
TMPE6 15/2 liquido220/380200120009,0033,4/19,300,8438
TMPE6 15/2 aria compressa220/380300180009,5036,4/21,000,8438
TMPE6 15/2 liquido220/3803001800010,5039,50/22,800,8438



  







  



































































 

SCHEDA TECNICA

TMPE6  BIALBERO  ER40
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j PESO
[Kg]

TMPE6 15/2 aria compressa 220/380 50 3000 3,40 13,60/7,80 0,83 38
TMPE6 15/2 liquido 220/380 50 3000 3,60 14,20/8,20 0,83 38
TMPE6 15/2 aria compressa 220/380 100 6000 5,60 19,90/11,50 0,84 38
TMPE6 15/2 liquido 220/380 100 6000 5,80 20,60/11,90 0,84 38
TMPE6 15/2 aria compressa 220/380 200 12000 8,50 32,7/18,90 0,84 38
TMPE6 15/2 liquido 220/380 200 12000 9,00 33,4/19,30 0,84 38
TMPE6 15/2 aria compressa 220/380 300 18000 9,50 36,4/21,00 0,84 38
TMPE6 15/2 liquido 220/380 300 18000 10,50 39,50/22,80 0,84 38
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DATASHEET

DOUBLE ENDED SHAFT TMPE 6 ER40

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE6 15/2 compressed air 220/380 50 3000 3,40 13,60/7,80 0,83 38
TMPE6 15/2 liquid 220/380 50 3000 3,60 14,20/8,20 0,83 38
TMPE6 15/2 compressed air 220/380 100 6000 5,60 19,90/11,50 0,84 38
TMPE6 15/2 liquid 220/380 100 6000 5,80 20,60/11,90 0,84 38
TMPE6 15/2 compressed air 220/380 200 12000 8,50 32,7/18,90 0,84 38
TMPE6 15/2 liquid 220/380 200 12000 9,00 33,4/19,30 0,84 38
TMPE6 15/2 compressed air 220/380 300 18000 9,50 36,4/21,00 0,84 38
TMPE6 15/2 liquid 220/380 300 18000 10,50 39,50/22,80 0,84 38



SCHEDA TECNICA

TMPE7  BIALBERO  ER40
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j

TMPE7 11/2 220/380 50 3000 4,0 15,7/9,1 0,82
TMPE7 11/2 220/380 100 6000 5,8 22,3/12,9 0,82
TMPE7 11/2 220/380 200 12000 8,0 30,8/17,8 0,82
TMPE7 15/2 220/380 50 3000 5,6 11,7/20,2 0,80
TMPE7 15/2 220/380 100 6000 8,2 17,7/30,7 0,80
TMPE7 15/2 220/380 200 12000 12,0 25,5/44,1 0,84
TMPE7 17/2 220/380 50 3000 7,5 15,9/27,5 0,80
TMPE7 17/2 220/380 100 6000 10,5 21,5/37,2 0,85
TMPE7 17/2 220/380 200 12000 15,0 31,1/53,9 0,86

   



















 

   
















 






 



































 





   
   
   
   

SCHEDA TECNICA

TMPE7  BIALBERO  ER40
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j

TMPE7 11/2 220/380 50 3000 4,0 15,7/9,1 0,82
TMPE7 11/2 220/380 100 6000 5,8 22,3/12,9 0,82
TMPE7 11/2 220/380 200 12000 8,0 30,8/17,8 0,82
TMPE7 15/2 220/380 50 3000 5,6 11,7/20,2 0,80
TMPE7 15/2 220/380 100 6000 8,2 17,7/30,7 0,80
TMPE7 15/2 220/380 200 12000 12,0 25,5/44,1 0,84
TMPE7 17/2 220/380 50 3000 7,5 15,9/27,5 0,80
TMPE7 17/2 220/380 100 6000 10,5 21,5/37,2 0,85
TMPE7 17/2 220/380 200 12000 15,0 31,1/53,9 0,86

   



















 

   
















 






 



































 





   
   
   
   

SCHEDA TECNICA

TMPE7  BIALBERO  ER40
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j

TMPE7 11/2 220/380 50 3000 4,0 15,7/9,1 0,82
TMPE7 11/2 220/380 100 6000 5,8 22,3/12,9 0,82
TMPE7 11/2 220/380 200 12000 8,0 30,8/17,8 0,82
TMPE7 15/2 220/380 50 3000 5,6 11,7/20,2 0,80
TMPE7 15/2 220/380 100 6000 8,2 17,7/30,7 0,80
TMPE7 15/2 220/380 200 12000 12,0 25,5/44,1 0,84
TMPE7 17/2 220/380 50 3000 7,5 15,9/27,5 0,80
TMPE7 17/2 220/380 100 6000 10,5 21,5/37,2 0,85
TMPE7 17/2 220/380 200 12000 15,0 31,1/53,9 0,86
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111 |DATASHEET

DOUBLE ENDED SHAFT TMPE 7 ER40

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j

TMPE7 11/2 220/380 50 3000 4,0 15,7/9,1 0,82
TMPE7 11/2 220/380 100 6000 5,8 22,3/12,9 0,82
TMPE7 11/2 220/380 200 12000 8,0 30,8/17,8 0,82
TMPE7 15/2 220/380 50 3000 5,6 11,7/20,2 0,80
TMPE7 15/2 220/380 100 6000 8,2 17,7/30,7 0,80
TMPE7 15/2 220/380 200 12000 12,0 25,5/44,1 0,84
TMPE7 17/2 220/380 50 3000 7,5 15,9/27,5 0,80
TMPE7 17/2 220/380 100 6000 10,5 21,5/37,2 0,85
TMPE7 17/2 220/380 200 12000 15,0 31,1/53,9 0,86



DATASHEET

PANEL SAW Series



Index

PE

PE 5 115
PE 6 116
PE 7 117

TM PE

TMPE 4 ø 35 119
TMPE 4 ø 40 120
TMPE 6 121
TMPE 8 122
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PE PANEL SAW Series

PE 5
PE 6
PE 7
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115 |

 









 
















 

 











































































  
  
  

 









 
















 

 











































































  
  
  

 









 
















 

 











































































  
  
  

DATASHEET

PE 5

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE5 10/2
220/380

380∆
50
100

3000
6000

1,25
1,90

5,6/3,2
4,35∆

0,78
0,78

10

PE5 14/2
220/380

380∆
50 
100

3000
6000

3,00
4,00

11,5/6,6
8,8∆

0,82
0,82

17
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116 |DATASHEET

PE 6

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE6 11/2
220/380

380∆
50
100

3000
6000

2,3
4,0

9,5/5,5
9,1∆

0,82 22

PE6 15/2
220/380

380∆
50
100

3000
6000

3,4
5,6

13,6/7,8
11,5∆

0,83 30
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117 |DATASHEET

PE 7

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE7 11/2
220/380

380∆
50
100

3000
6000

4,0
5,8

15,7/9,1
12,9∆

0,82 38

PE7 15/2
220/380

380∆
50
100

3000
6000

5,6
8,2

20,2/11,7
17,7∆

0,80 45

PE7 17/2
220/380

380∆
50
100

3000
6000

6,2
8,8

24,0/13,8
19,6∆

0,80 50



ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu

TM PE PANEL SAW Series

TMPE 4 ø 35
TMPE 4 ø 40
TMPE 6 
TMPE 8
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119 |DATASHEET

TMPE 4 ø 35 

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE4 10/2
220/380

380∆
50
100

3000
6000

0,65
1,10

3,30/1,90
2,85∆

0,72 9,5

TMPE4 11/2
220/380

380∆
50
100

3000
6000

0,75
1,50

3,50/2,00
3,80∆

0,74 10

TMPE4 13/2
220/380

380∆
50
100

3000
6000

1,00
2,00

4,90/2,85
4,45∆

0,77 10,5

TMPE4 14/2
220/380

380∆
50
100

3000
6000

1.10
2,20

5,50/3,15
5,50∆

0,77 11
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DATASHEET

TMPE 4 ø 40

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE4 10/2
220/380

380∆
50
100

3000
6000

0,65
1,10

3,30/1,90
2,85∆

0,72 9,5

TMPE4 11/2
220/380

380∆
50
100

3000
6000

0,75
1,50

3,50/2,00
3,80∆

0,74 10

TMPE4 13/2
220/380

380∆
50
100

3000
6000

1,00
2,00

4,90/2,85
4,45∆

0,77 10,5

TMPE4 14/2
220/380

380∆
50
100

3000
6000

1.10
2,20

5,50/3,15
5,50∆

0,77 11



 


















 












 






































     
     
     
     
     
     
     

 


















 












 






































     
     
     
     
     
     
     

 


















 












 






































     
     
     
     
     
     
     

ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu

121 |DATASHEET

TMPE 6

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE6 13/2
220/380

380∆
50
100

3000
6000

2,90
4,80

11,45/6,60
10,90v

0,82 9,5

TMPE6 15/2
220/380

380∆
50
100

3000
6000

3,40
5,60

13,60/7,80
11,50∆

0,83 10

TMPE6 17/2
220/380

380∆
50
100

3000
6000

1,00/2,00
14,90/8,60

14,90∆
0,83 36
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122 |DATASHEET

TMPE 8

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE8 10/2
220/380

380∆
50
100

3000
6000

8,2
11,2

29,3/16,9
25,5∆

0,87 60

TMPE8 13/2
220/380

380∆
50 
100

3000
6000

11,2
16,4

37,3/21,5
32,6∆

0,90 63



NOTES



DATASHEET

CIRCULAR SAW Series



Index

PE

PE 5 SF 127
PE 5 SCF 128
PE 6 SF 129
PE 6 SCF 130
PE 7 SF 131
PE 7 SCF 132

S

S 1 SC 134
S 1 SCF 135
S 2 SC 136
S 2 SCF 137
S 3 SC 138
S 3 SCF 139
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PE Series

PE 5 SF
PE 5 SCF
PE 6 SF
PE 6 SCF
PE 7 SF 
PE 7 SCF
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127 |DATASHEET

PE 5 SF

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE5 10/2 220/380 50 3000 1,00 4,7/2,7 0,78 14,8
PE5 12/2 220/380 50 3000 1,50 6,9/4,0 0,83 15
PE5 14/2 220/380 50 3000 2,20 7,9/4,6 0,80 18
PE5 10/4 220/380 50 1500 0,75 3,5/2,0 0,83 14,8
PE5 12/4 220/380 50 1500 1,10 5,0/2,9 0,83 15
PE5 14/4 220/380 50 1500 1,50 4,8/2,8 0,83 18
PE5 10/2 220/380 100 6000 2,00 7,9/4,6 0,82 14,8
PE5 12/2 220/380 100 6000 3,00 12,0/6,9 0,85 15
PE5 14/2 220/380 100 6000 4,00 15,2/8,8 0,85 18
PE5 10/4 220/380 100 3000 1,50 6,4/3,7 0,84 14,8
PE5 12/4 220/380 100 3000 2,20 9,4/5,4 0,84 15
PE5 14/4 220/380 100 3000 3,00 12,8/7,4 0,84 18
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128 |DATASHEET

PE 5 SCF

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE5 10/2 220/380 50 3000 1,00 4,7/2,7 0,78 14,8
PE5 12/2 220/380 50 3000 1,50 6,9/4,0 0,83 17,7
PE5 14/2 220/380 50 3000 2,20 7,9/4,6 0,80 20,6
PE5 10/4 220/380 50 1500 0,75 3,5/2,0 0,83 14,8
PE5 12/4 220/380 50 1500 1,10 5,0/2,9 0,83 17,7
PE5 14/4 220/380 50 1500 1,50 4,8/2,8 0,83 20,6
PE5 10/2 220/380 100 6000 2,00 7,9/4,6 0,82 14,8
PE5 12/2 220/380 100 6000 3,00 12,0/6,9 0,85 17,7
PE5 14/2 220/380 100 6000 4,00 15,2/8,8 0,85 20,6
PE5 10/4 220/380 100 3000 1,50 6,4/3,7 0,84 14,8
PE5 12/4 220/380 100 3000 2,20 9,4/5,4 0,84 17,7
PE5 14/4 220/380 100 3000 3,00 12,8/7,4 0,84 20,6
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129 |DATASHEET

PE 6 SF

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE6 11/2 220/380 50 3000 2,30 9,5/5,5 0,82 24,0
PE6 13/2 220/380 50 3000 3,0 11,7/6,7 0,82 29,0
PE6 17/2 220/380 50 3000 4,0 15,1/8,7 0,83 37,5
PE6 11/4 220/380 50 1500 1,5 8,8/5,1 0,70 24,0
PE6 13/4 220/380 50 1500 2,20 9,4/5,4 0,73 29,0
PE6 17/4 220/380 50 1500 3,0 11,8/6,8 0,81 37,5
PE6 11/2 220/380 100 6000 2,30 10,0/5,8 0,82 24,0
PE6 11/2 220/380 100 6000 3,00 11,7/6,7 0,84 24,0
PE6 13/2 220/380 100 6000 4,00 14,7/8,5 0,84 24,0
PE6 13/2 220/380 100 6000 5,50 21,6/12,5 0,82 29,0



 




 










 







   
   
   
   



 



























 




 










 







   
   
   
   



 



























 




 










 







   
   
   
   



 


























ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu

130 |

ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu

DATASHEET

PE 6 SCF

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE6 11/2 220/380 50 3000 2,30 9,5/5,5 0,82 24,0
PE6 13/2 220/380 50 3000 3,0 11,7/6,7 0,82 29,0
PE6 17/2 220/380 50 3000 4,0 15,1/8,7 0,83 37,5
PE6 11/4 220/380 50 1500 1,5 8,8/5,1 0,70 24,0
PE6 13/4 220/380 50 1500 2,20 9,4/5,4 0,73 29,0
PE6 17/4 220/380 50 1500 3,0 11,8/6,8 0,81 37,5
PE6 11/2 220/380 100 6000 2,30 10,0/5,8 0,82 24,0
PE6 11/2 220/380 100 6000 3,00 11,7/6,7 0,84 24,0
PE6 13/2 220/380 100 6000 4,00 14,7/8,5 0,84 24,0
PE6 13/2 220/380 100 6000 5,50 21,6/12,5 0,82 29,0
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131 |DATASHEET

PE 7 SF

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE7 15/2 220/380 50 3000 6,50 21,8/12,6 0,81 45,3
PE7 17/2 220/380 50 3000 7,50 27,9/16,1 0,81 51,0
PE7 19/2 220/380 50 3000 8,50 31,7/18,3 0,80 57,0
PE7 19/2 RR 220/380 50 3000 10,0 36,5/21,1 0,83 57,0
PE7 15/2 220/380 100 6000 8,50 31,4/18,4 0,80 45,3
PE7 17/2 220/380 100 6000 10,50 40,0/23,1 0,81 51,0
PE7 19/2 220/380 100 6000 12,0 44,3/25,6 0,80 57,0
PE7 19/2 RR 220/380 100 6000 14,5 51,6/29.8 0,84 57,0
PE7 15/4 220/380 50 1500 4,0 16.1/9,3 0,80 45,3
PE7 17/4 220/380 50 1500 4,5 18,1/10,5 0,81 51,0
PE7 19/4 220/380 50 1500 5,0 20,2/11,7 0,81 57,0
PE7 15/4 220/380 100 3000 6,4 27,0/15,6 0,80 45,3
PE7 17/4 220/380 100 3000 7,5 30,2/7,8 0,82 51,0
PE7 19/4 220/380 100 3000 8,5 34,2/19,9 0,81 57,0
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132 |DATASHEET

PE 7 SCF

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE7 15/2 220/380 50 3000 6,50 21,8/12,6 0,81 45,3
PE7 17/2 220/380 50 3000 7,50 27,9/16,1 0,81 51,0
PE7 19/2 220/380 50 3000 8,50 31,7/18,3 0,80 57,0
PE7 19/2 RR 220/380 50 3000 10,0 36,5/21,1 0,83 57,0
PE7 15/2 220/380 100 6000 8,50 31,4/18,4 0,80 45,3
PE7 17/2 220/380 100 6000 10,50 40,0/23,1 0,81 51,0
PE7 19/2 220/380 100 6000 12,0 44,3/25,6 0,80 57,0
PE7 19/2 RR 220/380 100 6000 14,5 51,6/29.8 0,84 57,0
PE7 15/4 220/380 50 1500 4,0 16.1/9,3 0,80 45,3
PE7 17/4 220/380 50 1500 4,5 18,1/10,5 0,81 51,0
PE7 19/4 220/380 50 1500 5,0 20,2/11,7 0,81 57,0
PE7 15/4 220/380 100 3000 6,4 27,0/15,6 0,80 45,3
PE7 17/4 220/380 100 3000 7,5 30,2/7,8 0,82 51,0
PE7 19/4 220/380 100 3000 8,5 34,2/19,9 0,81 57,0



S Series

S 1 SC
S 1 SCF
S 2 SC
S 2 SCF
S 3 SC
S 3 SCF
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134 |DATASHEET

S 1 SC

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

S1 12/2
220/380

380∆
50
100

3000
6000

2,90
4,80

11,5/6,6
10,90

0,83
0,83

25

S1 14/2
220/380

380∆
50
100

3000
6000

4,00
6,65

15,5/8,90
14,9

0,83
0,84

27

S1 13/4
220/380

380∆
50
100

1500
3000

2,20
3,60

9,3/5,3
8,2

0,80
0,82

25

S1 17/4
220/380

380∆
50
100

1500
3000

3,00
4,50

11,8/6,80
10,2

0,80
0,82

27
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135 |DATASHEET

S 1 SCF

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

S1 12/2
220/380

380∆
50
100

3000
6000

2,90
4,80

11,5/6,6
10,90

0,83
0,83

25

S1 14/2
220/380

380∆
50
100

3000
6000

4,00
6,65

15,5/8,90
14,9

0,83
0,84

27

S1 13/4
220/380

380∆
50
100

1500
3000

2,20
3,60

9,3/5,3
8,2

0,80
0,82

25

S1 17/4
220/380

380∆
50
100

1500
3000

3,00
4,50

11,8/6,80
10,2

0,80
0,82

27
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DATASHEET

S 2 SC

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

S2 12/2
220/380

380∆
50
100

3000
6000

5,20
7,30

20,0/11,4
16,2

0,82
0,83

45

S2 15/2 
220/380

380∆
50
100

3000
6000

7,00
9,20

27,0/15,6
20,0

0,82
0,83

60

S2 12/4 
220/380

380∆
50
100

1500
3000

3,70
5,40

14,9/8,6
12,0

0,80
0,82

45

S2 14/4 
220/380

380∆
50
100

1500
3000

4,50
6,35

17,7/10,2
14,0

0,80
0,82

60
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137 |DATASHEET

S 2 SCF

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

S2 12/2
220/380

380∆
50
100

3000
6000

5,20
7,30

20,0/11,4
16,2

0,82
0,83

45

S2 15/2 
220/380

380∆
50
100

3000
6000

7,00
9,20

27,0/15,6
20,0

0,82
0,83

60

S2 12/4 
220/380

380∆
50
100

1500
3000

3,70
5,40

14,9/8,6
12,0

0,80
0,82

45

S2 14/4 
220/380

380∆
50
100

1500
3000

4,50
6,35

17,7/10,2
14,0

0,80
0,82

60
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DATASHEET

S 3 SC

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

S3 9/2
220/380

380∆
50
100

3000
6000

5,50
8,50

20,1/11,6
17,8

0,86
0,86

55

S3 12/2 
220/380

380∆
50
100

3000
6000

7,10
11,3

26,0/15,0
23,5

0,87
0,87

57

S3 14/2 
220/380

380∆
50
100

3000
6000

8,80
12,6

32,5/18,8
26,5

0,87
0,87

60

S3 16/2 
220/380

380∆
50
100

3000
6000

10,5
14,3

39,0/22,5
30,0

0,87
0,87

62

S3 20/2 
220/380

380∆
50
100

3000
6000

14,2
19,0

53,7/31,0
40,0

0,87
0,87

65

S3 12/4 
220/380

380∆
50
100

1500
3000

5,20
6,30

20,8/12,0
14,0

0,83
0,83

57

S3 16/4 
220/380

380∆
50
100

1500
3000

7,10
8,40

27,7/16,0
18,5

0,83
0,84

60

S3 18/4 
220/380

380∆
50
100

1500
3000

8,50
10,2

34,6/20,0
23,0

0,83
0,84

62

S3 20/4 
220/380

380∆
50
100

1500
3000

10,5
12,2

41,6/24,0
26,9

0,83
0,84

65
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139 |DATASHEET

S 3 SCF

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

S3 9/2
220/380

380∆
50
100

3000
6000

5,50
8,50

20,1/11,6
17,8

0,86
0,86

55

S3 12/2 
220/380

380∆
50
100

3000
6000

7,10
11,3

26,0/15,0
23,5

0,87
0,87

57

S3 14/2 
220/380

380∆
50
100

3000
6000

8,80
12,6

32,5/18,8
26,5

0,87
0,87

60

S3 16/2 
220/380

380∆
50
100

3000
6000

10,5
14,3

39,0/22,5
30,0

0,87
0,87

62

S3 20/2 
220/380

380∆
50
100

3000
6000

14,2
19,0

53,7/31,0
40,0

0,87
0,87

65

S3 12/4 
220/380

380∆
50
100

1500
3000

5,20
6,30

20,8/12,0
14,0

0,83
0,83

57

S3 16/4 
220/380

380∆
50
100

1500
3000

7,10
8,40

27,7/16,0
18,5

0,83
0,84

60

S3 18/4 
220/380

380∆
50
100

1500
3000

8,50
10,2

34,6/20,0
23,0

0,83
0,84

62

S3 20/4 
220/380

380∆
50
100

1500
3000

10,5
12,2

41,6/24,0
26,9

0,83
0,84

65



DATASHEET

AF Series



Index

AF

AF 38 LONGER FRAME 143
AF 38 ø 3 144
AF 38 ø 3 THROUGH 145
AF 42 ø 3 - ø 3.175 - ø 4 146
AF 46 ER11 147
AF 60 2.5-2 ER11 148
AF 60 6-2 ER11 149
AF 80 ER20 150
AF 90 ER25 151
AF 100 ER20 152
AF 110 ER32 153
AF 110 ER40 154
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AF Series

AF 38 LONGER FRAME
AF 38 ø 3
AF 38 ø 3 THROUGH
AF 42 ø 3 - ø 3.175 - ø 4
AF 46 ER11
AF 60 2.5-2 ER11
AF 60 6-2 ER11
AF 80 ER20
AF 90 ER25
AF 100 ER20
AF 110 ER32
AF 110 ER40
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143 |DATASHEET

AF 38 LONGER FRAME

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF38 4,5/2 220 500 / 580 30000 / 35000 0,08 0,3 0,78 1

Collet spindle without cooling
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144 |DATASHEET

AF 38 ø 3

Collet spindle without cooling

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF38 4,5/2 220 500 / 580 30000 / 35000 0,08 0,3 0,78 1








 




 

 





















 












































  












 



 









































 

 

















ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu

145 |DATASHEET

AF 38 ø 3 THROUGH

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF38 4,5/2 220 500 / 580 30000 / 35000 0,08 0,3 0,78 1

Collet spindle without cooling



16

10

262 ±0,1

50 126

69
±0

,1
O

62
±0

,1
O

42
±0

,1
O

34
O

14
O

10
4

34
,5

31

69
,5

43
25

12
°11

Ø

3,3

7,2
5

Ø

9CH

Ingresso aria compressa 
per il raffreddamento del motore

Ingresso aria
pistone avanti
3/4 BAR

1 - Fase motore / Motor' s phase - U
2 - Fase motor / Motor' s phasee - V
3 - Fase motore / Motor' s phase - W
4 - Filo di massa / Earth wire PE
5 - Libero / free
6 - Libero / free
7 - Alimentazione / Card feed +24 Vdc- M+
8 - Alimentazione / Card feed 0 Vdc - B-
9 - Contagiri / Two inpulses for revolution - RPM
10 - Libero / free
11 - Libero / free
12 - Libero / free

Campo di serraggio : Ø3 mm
                         Ø3.175 mm
                         Ø4 mm

16

10

262 ±0,1

50 126

69
±0
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O

62
±0

,1
O

42
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34
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14
O

10
4

34
,5

31

69
,5

43
25

12
°11

Ø

3,3

7,2
5

Ø

9CH

Ingresso aria compressa 
per il raffreddamento del motore

Ingresso aria
pistone avanti
3/4 BAR

1 - Fase motore / Motor' s phase - U
2 - Fase motor / Motor' s phasee - V
3 - Fase motore / Motor' s phase - W
4 - Filo di massa / Earth wire PE
5 - Libero / free
6 - Libero / free
7 - Alimentazione / Card feed +24 Vdc- M+
8 - Alimentazione / Card feed 0 Vdc - B-
9 - Contagiri / Two inpulses for revolution - RPM
10 - Libero / free
11 - Libero / free
12 - Libero / free

Campo di serraggio : Ø3 mm
                         Ø3.175 mm
                         Ø4 mm

16

10

262 ±0,1

50 126

69
±0

,1
O

62
±0

,1
O

42
±0

,1
O

34
O

14
O

10
4

34
,5

31

69
,5

43
25

12
°11

Ø

3,3

7,2
5

Ø

9CH

Ingresso aria compressa 
per il raffreddamento del motore

Ingresso aria
pistone avanti
3/4 BAR

1 - Fase motore / Motor' s phase - U
2 - Fase motor / Motor' s phasee - V
3 - Fase motore / Motor' s phase - W
4 - Filo di massa / Earth wire PE
5 - Libero / free
6 - Libero / free
7 - Alimentazione / Card feed +24 Vdc- M+
8 - Alimentazione / Card feed 0 Vdc - B-
9 - Contagiri / Two inpulses for revolution - RPM
10 - Libero / free
11 - Libero / free
12 - Libero / free

Campo di serraggio : Ø3 mm
                         Ø3.175 mm
                         Ø4 mm

16

10

262 ±0,1

50 126

69
±0

,1
O

62
±0

,1
O

42
±0

,1
O

34
O

14
O

10
4

34
,5

31

69
,5

43
25

12
°11

Ø

3,3

7,2
5

Ø

9CH

Ingresso aria compressa 
per il raffreddamento del motore

Ingresso aria
pistone avanti
3/4 BAR

1 - Fase motore / Motor' s phase - U
2 - Fase motor / Motor' s phasee - V
3 - Fase motore / Motor' s phase - W
4 - Filo di massa / Earth wire PE
5 - Libero / free
6 - Libero / free
7 - Alimentazione / Card feed +24 Vdc- M+
8 - Alimentazione / Card feed 0 Vdc - B-
9 - Contagiri / Two inpulses for revolution - RPM
10 - Libero / free
11 - Libero / free
12 - Libero / free

Campo di serraggio : Ø3 mm
                         Ø3.175 mm
                         Ø4 mm
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j PESO
[Kg]

AF46 4.5/2 220 300 / 400 18000 / 24000 0,14 0,85 0,75 2

SCHEDA TECNICA

AF 46  PINZA  ER11
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DATASHEET

AF 42 ø 3 - ø 3.175 - ø 4

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF42 4,5/2 220 700 / 1000 42000 / 60000 0,3 0,5 / 1
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j PESO
[Kg]

AF46 4.5/2 220 300 / 400 18000 / 24000 0,14 0,85 0,75 2

SCHEDA TECNICA

AF 46  PINZA  ER11
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j PESO
[Kg]

AF46 4.5/2 220 300 / 400 18000 / 24000 0,14 0,85 0,75 2

SCHEDA TECNICA

AF 46  PINZA  ER11
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147 |DATASHEET

AF 46 ER11

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF46 4.5/2 220 300 / 400 18000 / 24000 0,14 0,85 0,75 2

Collet spindle without cooling
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DATASHEET

AF 60 2.5-2 ER11

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF60 2.5/2 compressed air 220 400 24000  0,20 1,4 0,70 2
         2.5/2 liquid 220 400 24000 0,25 1,8 0,70 2
AF60 2.5/2 compressed air 380 400 24000  0,20  0,8 0,70 2
         2.5/2 liquid 380 400 24000 0,25 1,0 0,70 2
AF60 2.5/2 compressed air 220 400/670 24000/40000  0,20  1,4 0,70 2
         2.5/2 liquid 220 400/670 24000/40000 0,25 1,0 0,70 2
AF60 2.5/2 compressed air 380 400/670 24000/40000  0,20 0,8 0,70 2
         2.5/2 liquid 380 400/670 24000/40000 0,25 1,0 0,70 2
AF60 6/2 compressed air 220 400 24000 0,35 1,9 0,70 2,5
         6/2 liquid 220 400 24000 0,55 2,6 0,75 2,5
AF60 6/2 compressed air 380 400 24000 0,35 1,1 0,75 2,5
         6/2 liquid 380 400 24000 0,55 1,5 0,75 2,5
AF60 6/2 compressed air 220 400/670 24000/40000 0,35 1,9 0,75 2,5
         6/2 liquid 220 400/670 24000/40000 0,55 2,6 0,75 2,5
AF60 6/2 compressed air 380 400/670 24000/40000 0,35 1,1 0,75 2,5
         6/2 liquid 380 400/670 24000/40000 0,50 1,5 0,75 2,5
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149 |DATASHEET

AF 60 6-2 ER11 

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF60 2.5/2 compressed air 220 400 24000  0,20 1,4 0,70 2
         2.5/2 liquid 220 400 24000 0,25 1,8 0,70 2
AF60 2.5/2 compressed air 380 400 24000  0,20  0,8 0,70 2
         2.5/2 liquid 380 400 24000 0,25 1,0 0,70 2
AF60 2.5/2 compressed air 220 400/670 24000/40000  0,20  1,4 0,70 2
         2.5/2 liquid 220 400/670 24000/40000 0,25 1,0 0,70 2
AF60 2.5/2 compressed air 380 400/670 24000/40000  0,20 0,8 0,70 2
         2.5/2 liquid 380 400/670 24000/40000 0,25 1,0 0,70 2
AF60 6/2 compressed air 220 400 24000 0,35 1,9 0,70 2,5
         6/2 liquid 220 400 24000 0,55 2,6 0,75 2,5
AF60 6/2 compressed air 380 400 24000 0,35 1,1 0,75 2,5
         6/2 liquid 380 400 24000 0,55 1,5 0,75 2,5
AF60 6/2 compressed air 220 400/670 24000/40000 0,35 1,9 0,75 2,5
         6/2 liquid 220 400/670 24000/40000 0,55 2,6 0,75 2,5
AF60 6/2 compressed air 380 400/670 24000/40000 0,35 1,1 0,75 2,5
         6/2 liquid 380 400/670 24000/40000 0,50 1,5 0,75 2,5
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DATASHEET

AF 80 ER20

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF80 9/2 compressed air 220 400 24000 0,75 4,1 0,75 6,5
         9/2 liquid 220 400 24000 1,1 5,2 0,75 6,5
AF80 9/2 compressed air 380 400 24000 0,75 2,4 0,75 6,5
         9/2 liquid 380 400 24000 1,1 3,0 0,75 6,5
AF80 9/2 compressed air 220 400/670 24000/40000 1,0 4,8 0,75 6,5
         9/2 liquid 220 400/670 24000/40000 1,4 5,8 0,75 6,5
AF80 9/2 compressed air 380 400/670 24000/40000 1,0 2,7 0,75 6,5
         9/2 liquid 380 400/670 24000/40000 1,4 3,3 0,75 6,5
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151 |DATASHEET

AF 90 ER25

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF90 10/2 compressed air 380 200/300 12000/18000 3,6 8,6 0,81 14
         10/2 liquid 380 200/300 12000/18000 4,0 8,7 0,81 14
AF90 10/2 compressed air 380 300/400 18000/24000 3,6 8,6 0,82 14
         10/2 liquid 380 300/400 18000/24000 4,6 11,4 0,82 14
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DATASHEET

AF 100 ER20

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF100 7/2 compressed air 220 400 24000 1,0 5,5 0,80 8
           7/2 liquid 220 400 24000 1,8 7,8 0,80 8
AF100 7/2 compressed air 380 400 24000 1,0 3,2 0,80 8
            7/2 liquid 380 400 24000 1,8 4,5 0,80 8
AF100 7/2 compressed air 220 400/670 24000/40000 1,8 7,8 0,80 8
            7/2 liquid 220 400/670 24000/40000 2,2 8,5 0,80 8
AF100 7/2 compressed air 380 400/670 24000/40000 1,8 4,5 0,80 8
            7/2 liquid 380 400/670 24000/40000 2,2 4,9 0,80 8
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DATASHEET

AF 110 ER32

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF110 14/2 ER32 compressed air 380 200/300 12000/18000 7,0 14,5 0,85 28
            14/2 ER32 liquid 380 200/300 12000/18000 7,5 16,8 0,85 28
AF110 14/2 ER32 compressed air 380 300/400 18000/24000 7,0 14,5 0,82 28
            14/2 ER32 liquid 380 300/400 18000/24000 8,5 19,4 0,82 28
AF110 14/2 ER40 compressed air 380 100/200 6000/12000 4,0 8,8 0,82 28
            14/2 ER40 liquid 380 100/200 6000/12000 5,0 10,0 0,82 28
AF110 14/2 ER40 compressed air 380 200/300 12000/18000 7,0 14,5 0,85 28
            14/2 ER40 liquid 380 200/300 12000/18000 7,5 16,8 0,85 28
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154 |DATASHEET

AF 110 ER40

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF110 14/2 ER32 compressed air 380 200/300 12000/18000 7,0 14,5 0,85 28
            14/2 ER32 liquid 380 200/300 12000/18000 7,5 16,8 0,85 28
AF110 14/2 ER32 compressed air 380 300/400 18000/24000 7,0 14,5 0,82 28
            14/2 ER32 liquid 380 300/400 18000/24000 8,5 19,4 0,82 28
AF110 14/2 ER40 compressed air 380 100/200 6000/12000 4,0 8,8 0,82 28
            14/2 ER40 liquid 380 100/200 6000/12000 5,0 10,0 0,82 28
AF110 14/2 ER40 compressed air 380 200/300 12000/18000 7,0 14,5 0,85 28
            14/2 ER40 liquid 380 200/300 12000/18000 7,5 16,8 0,85 28



NOTES



DATASHEET

AF AUTOMATIC TOOL CHANGER Series



Index

AF CU

AF 60 CU ISO 10 159
AF 80 CU HSK E25 160
AF 80 CU ISO 20 161
AF 90 CU 7-2 HSK E25 162
AF 90 CU 7-2 ISO 20 163
AF 90 CU 10-2 HSK E32 164
AF 90 CU 10-2 ISO 20 165
AF 90 CU 10-2 ISO 30 166
AF 95 CU HSK F63 167
AF 110 CU 10-2 HSK E40 168
AF 110 CU 10-2 ISO 30 169
AF 110 CU 14-2 HSK E50 170
AF 110 CU 14-2 ISO 30 171
AF 116 CU HSK F63 172
AF 152 CU HSK E63 173
AF 152 CU ISO 40 174
AF 165 CU HSK B80 175
AF 165 CU HSK B100 176
AF 165 CU ISO 50 177

AF CU CYLINDRICAL

AF 80 CU HSK E25 179
AF 80 CU ISO 20 180
AF 100 CU ISO 20 181
AF 144 CU HSK E40 182

AF CU ELECTRIC FAN

AF 110 CU EV ISO 30 184
AF 110 CU EV HSK F63 185
AF 110 CU EV HSK F80 186
AF 240 CU EV B100 187
AF 270 CU EV B100 188

AF CU LIQUID THROW 
THE SHAFT

AF 110 CU PL ISO 30 190
AF 110 CU PL ISO 40 191
AF 152 CU PL ISO 40  192
AF 165 CU PL HSK B80 193
AF 165 CU PL ISO 50 194
AF 240 CU PL HSK B100 195
AF 270 CU PL HSK B100 196
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AF CU Series

AF 60 CU ISO 10
AF 80 CU HSK E25
AF 80 CU ISO 20
AF 90 CU 7-2 HSK E25
AF 90 CU 7-2 ISO 20
AF 90 CU 10-2 HSK E32
AF 90 Cu10-2 ISO 20
AF 90 CU 10-2 ISO 30
AF 95 CU HSK F63
AF 110 CU 10-2 HSK E40
AF 110 CU 10-2 ISO 30
AF 110 Cu 14-2 HSK E50
AF 110 CU 14-2 ISO 30
AF 116 CU HSK F63
AF 152 CU HSK E63
AF 152 CU ISO 40
AF 165 CU HSK B80
AF 165 CU HSK B100
AF 165 CU ISO 50
AF 240 CU B100
AF 270 CU B100
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159 |DATASHEET

AF 60 CU ISO 10

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF60 6/2 CU ISO10 compressed air 220 600/833 50000 0,55 2,1 0,75 3,0
                     ISO10 liquid 220 600/833 50000 1,0 4,7 0,75 3,0
AF60 6/2 CU ISO10 compressed air 380 600/833 50000 0,55 1,2 0,75 3,0
                     ISO10 liquid 380 600/833 50000 1,0 2,7 0,75 3,0



 



















  




























 








 














































 

  



 
 
 
 





 


 

 
 





 








  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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160 |DATASHEET

AF 80 CU HSK E25

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF80 7/2 CU HSK E-25 compressed air 350 400 - 670 24000 - 40000 1,8 4,5 0,80 8,5
                     HSK E-25 liquid 350 400 - 670 24000 - 40000 2,2 4,9 0,80 8,5

















 







































 





















































 

  



 
 


 

 
 










 



  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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161 |DATASHEET

AF 80 CU ISO 20

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF80 7/2 CU ISO 20 compressed air 350 400 - 670 24000 - 40000 1,8 4,5 0,80 8,5
                     ISO 20 liquid 350 400 - 670 24000 - 40000 2,2 4,9 0,80 8,5
















 























  

  







 

























































 

  



 
 
 
 





 


 

 
 





 









  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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DATASHEET

AF 90 CU 7-2 HSK E25

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF90 7/2 CU HSK E-25 compressed air 350 400 - 670 24000 - 40000 2,4 5,4 0,85 13
                    HSK E-25 liquid 350 400 - 670 24000 - 40000 3 6.9 0,85 13
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Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 





DATASHEET

AF 90 CU 7-2 ISO 20

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF90 7/2 CU ISO 20 compressed air 350 400 - 670 24000 - 40000 2,4 5,4 0,85 13
                    ISO 20 liquid 350 400 - 670 24000 - 40000 3 6,9 0,85 13


















 

 























  

  







 

























































 

  



 
 
 
 





 


 

 
 





 











  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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DATASHEET

AF 90 CU 10-2 HSK E32

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF90 10/2 CU HSK E-32 compressed air 350 300 - 400 18000 - 24000 3,6 8,6 0,84 14,5
                      HSK E-32 liquid 350 300 - 400 18000 - 24000 4,5 10,4 0,84 14,5
AF90 10/2 CU HSK E-32 compressed air 350 300 - 500 18000 - 30000 3,6 8,6 0,84 14,5
                      HSK E-32 liquid 350 300 - 500 18000 - 30000 4,5 10,4 0,84 14,5























 




 

























































 

  



 
 
 
 





 


 

 
 























 



 














  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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165 |DATASHEET

AF 90 CU 10-2 ISO 20 

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF90 10/2 CU ISO 20 compressed air 350 300 - 400 18000 - 24000 3,6 8,6 0,84 16
                      ISO 20 liquid 350 300 - 400 18000 - 24000 4.5 10.4 0,84 16
















 









 

























































 

  



 
 
 
 





 


 

 
 








 






 





















  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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DATASHEET

AF 90 CU 10-2 ISO 30

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF90 10/2 CU ISO 30 compressed air 350 300 - 400 18000 - 24000 3,6 8,6 0,84 16
                      ISO 30 liquid 350 300 - 400 18000 - 24000 4,5 10,4 0,84 16
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167 |DATASHEET

AF 95 CU HSK F63

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF95 6/4 CU HSK F63 350 400 - 600 12000 - 18000 4,5 11,5 0,78 24






























 

 








  






































































 




 






 


 


 

 
 














 
 
 
 

















  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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DATASHEET

AF 110 CU 10-2 HSK E40

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF110 10/2 CU HSK E-40 compressed air 350 300 18000 4,5 10,0 0,85 24
                        HSK E-40 liquid 350 300 18000 5,5 12,0 0,85 24
AF110 10/2 CU HSK E-40 compressed air 350 300 - 400 18000 - 24000 4,5 10,0 0,82 24
                        HSK E-40 liquid 350 300 - 400 18000 - 24000 5,5 12,0 0,82 24






























 



 





































































 






 


 


 

 
 











  
 
 
 






























  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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169 |DATASHEET

AF 110 CU 10-2 ISO 30

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF110 10/2 CU ISO 30 compressed air 350 300 18000 4,5 10,0 0,85 24
                         ISO 30 liquid 350 300 18000 5.5 12,0 0,85 24
AF110 10/2 CU ISO 30 compressed air 350 300 - 400 24000 4,5 10,0 0,82 24
                         ISO 30 liquid 350 300 - 400 24000 5,5 12,0 0,82 24






























 







  











































































 






 


 


 

 
 













  
 
 
 






  


















  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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DATASHEET

AF 110 CU 14-2 HSK E50

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF110 14/2 CU HSK E-50 compressed air 350 200 - 300 12000 - 18000 7,0 16,0 0,85 28
                        HSK E-50 liquid 350 200 - 300 12000 - 18000 7,5 18,0 0,85 28
AF110 14/2 CU HSK E-50 compressed air 350 300 - 400 18000 - 24000 7,0 16,0 0,82 28
                        HSK E-50 liquid 350 300 - 400 18000 - 24000 8,5 19,4 0,82 28
































 





































































 






 


 


 

 
 














 
 
 
 

















  












  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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171 |DATASHEET

AF 110 CU 14-2 ISO 30

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF110 14/2 CU ISO 30 compressed air 350 200 - 300 12000 - 18000 7,0 16,0 0,85 28
                        ISO 30 liquid 350 200 - 300 12000 - 18000 7,5 18,0 0,85 28
AF110 14/2 CU ISO 30 compressed air 350 300 - 400 18000 - 24000 7,0 16,0 0,85 28
                        ISO 30 liquid 350 300 - 400 18000 - 24000 8,5 19,4 0,82 28
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DATASHEET

AF 116 CU HSK F63

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF116 7/4 CU HSK F63 350 400 - 800 12000 - 24000 7,5 17,0 0,81 33
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150
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f. 
4.5

10 H7 prof. 4.5

15

50

15

10,5

Pressuriz.
2/3 BAR

Pistone avanti
6/7 BAR

Entrata / uscita
Liquido / Aria

Entrata / uscita
Liquido / Aria

Pistone indietro
6/7 BAR

Pulizia cono
6/7 BAR

3 1

2
4

AA 1 - fase motore - U
2 - fase motore - V
3 - fase motore - W
4 - filo di massa - PE

BB 1 - contagiri
2 - -pistone avanti  pinza aperta
3 - pistone indietro
4 - pistone indietro con utensile agganciato
5 - alimentazione sensori + 24 Vdc
6 - alimentazione sensori 0 Vdc
7 - albero fermo
8 - contatto nc protezione termica
9 - contatto nc protezione termica

  N.B.    Attacchi aria/liquido e movimentazione
  pistone da 1/4 gas, pressurizzazione da 1/8 gas

Regolazione
sensori

CONNETTORE PER CONTROLLO SENSORI

CONNETTORE PER ALIMENTAZIONE MOTORE

21,5

59

D D

88

80
O

38

92
,5

-*
0.0

2
+0

.02

13018,5

A

C

185

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON

TIPO A B C D
AF 152 CU 12/4 481.4 252 126 70
AF 152 CU 16/4 521.4 292 166 80

1

ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu

173 |DATASHEET

AF 152 CU HSK E63

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF152 12/4 CU HSK E-63 compressed air 350 100 - 333 3000 - 10000 6,0 14,2 0,85 59
                         HSK E-63 liquid 350 100 - 333 3000 - 10000 7,5 17,8 0,85 59
AF152 12/4 CU HSK E-63 compressed air 350 150 - 333 4500 - 10000 8,0 19,6 0,82 59
                         HSK E-63 liquid 350 150 - 333 4500 - 10000 9,0 22,1 0,82 59
AF152 12/4 CU HSK E-63 compressed air 350 200 - 400 6000 - 12000 10,0 23,4 0,82 59
                         HSK E-63 liquid 350 200 - 400 6000 - 12000 12,0 28,1 0,82 59
AF152 16/4 CU HSK E-63 compressed air 350 100 - 333 3000 - 10000 7,5 17,8 0,84 75
                         HSK E-63 liquid 350 100 - 333 3000 - 10000 10,0 23,9 0,84 75
AF152 16/4 CU HSK E-63 compressed air 350 150 - 333 4500 - 10000 9,0 22,1 0,82 75
                         HSK E-63 liquid 350 150 - 333 4500 - 10000 12,0 29,4 0,82 75
AF152 16/4 CU HSK E-63 compressed air 350 200 - 400 6000 - 12000 12,0 28,1 0,80 75
                         HSK E-63 liquid 350 200 - 400 6000 - 12000 16,0 38,3 0,80 75
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10 H7 prof. 4.5
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50
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10,5

Entrata liquido / aria 
tubo Ø 6

Liquid / air cooling inlet
hole Ø 6

Uscita liquido / aria
tubo Ø 6

Liquid / air cooling output
hole Ø 6

CORSA PISTONE INDIETRO
6/7 BAR

AIR INLET TOOL CLAMP
6/7 BAR

3 1

2
4

AA

1 - fase motore - U
2 - fase motore - V
3 - fase motore - W
4 - filo di massa - PEBB

1 - contagiri                                           6 - alimentazione sensori 0 Vdc
2 - -pistone avanti  pinza aperta                 7 - albero fermo
3 - pistone indietro                                   8 - contatto nc protezione termica
4 - pistone indietro con utensile agganciato     9 - contatto nc protezione termica
5 - alimentazione sensori + 24 Vdc

   N.B.    Attacchi aria/liquido e movimentazione
  pistone da 1/4 gas, pressurizzazione da 1/8 gas

Regolazione
sensori

CONNETTORE PER CONTROLLO SENSORI

CONNETTORE PER ALIMENTAZIONE MOTORE

21,5

59

D D

38

92
,5

-*
0.0

2
+0

.02

10,5

65
O

10
0

O

8

A

TIPO A B C D E
AF 152 CU 12/4 507.9 227 258.4 70 175.5
AF 152 CU 16/4 547.9 267 298.4 80 184.5

B 131,5

E

185

  
  

  

 

Sensore S1 – pinza aperta 
S1 sensor ‐ Collet open 

Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 ‐ Pistone 
indietro 

S4 Sensor ‐ Backward 

Sensore S2 ‐ Mandrino in posizione 
lavoro 

S2 sensor ‐ Spindle in work position

LE NOSTRE PROTEZIONI 
OUR PROTECTIONS 

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON

PULIZIA CONO
6/7 BAR

TAPER CLEANING
6/7 BAR

PRESSURIZZAZIONE
ANTERIORE
3/4 BAR

AIR PURGE INLET
3/4 BAR

CORSA PISTONE AVANTI
6/7 BAR

AIR INLET TOOL RELASE 
6/7 BAR

130 C

1
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SCHEDA TECNICA

AF 165  CU  HSK B80
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j PESO
[Kg]

AF 165 CU 12/4 HSK B80  
Liquido
Aria compressa

350 400 12000 25,0 49,0 0,91

60

AF 165 CU 15/4 HSK B80 75

AF 165 CU 17/4 HSK B80 84

  
  

  

 

 

 

 

 

 



















 

Sensore S1 – pinza aperta 
S1 sensor - Collet open 



Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 








 


















   




 

 



 























































 
 
 
 





 


 

 
 





























   
   
   
   
















DATASHEET

AF 152 CU ISO 40

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF152 12/4 CU ISO 40 compressed air 350 100 - 333 3000 - 10000 6,0 14,2 0,85 59
                         ISO 40 liquid 350 100 - 333 3000 - 10000 7,5 17,8 0,85 59
AF152 12/4 CU ISO compressed air 350 150 - 333 4500 - 10000 8,0 19,6 0,82 59
                         ISO 40 liquid 350 150 - 333 4500 - 10000 9,0 22,1 0,82 59
AF152 12/4 CU ISO 40 compressed air 350 200 - 400 6000 - 12000 10,0 23,4 0,82 59
                         ISO 40 liquid 350 200 - 400 6000 - 12000 12,0 28,1 0,82 59
AF152 16/4 CU ISO 40 compressed air 350 100 - 333 3000 - 10000 7,5 17,8 0,84 75
                         ISO 40 liquid 350 100 - 333 3000 - 10000 10,0 23,9 0,84 75
AF152 16/4 CU ISO 40 compressed air 350 150 - 333 4500 - 10000 9,0 22,1 0,82 75
                         ISO 40 liquid 350 150 - 333 4500 - 10000 12,0 29,4 0,82 75
AF152 16/4 CU ISO 40 compressed air 350 200 - 400 6000 - 12000 12,0 28,1 0,80 75
                         ISO 40liquid 350 200 - 400 6000 - 12000 16,0 38,3 0,80 75
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SCHEDA TECNICA

AF 165  CU  HSK B80
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j PESO
[Kg]

AF 165 CU 12/4 HSK B80  
Liquido
Aria compressa

350 400 12000 25,0 49,0 0,91

60

AF 165 CU 15/4 HSK B80 75

AF 165 CU 17/4 HSK B80 84

  
  

  

 

 

 

 

 

 



















 

Sensore S1 – pinza aperta 
S1 sensor - Collet open 



Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 








 


















   




 

 



 























































 
 
 
 





 


 

 
 





























   
   
   
   
















DATASHEET

AF 165 CU HSK B80

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF 165 CU 12/4 HSK B80
Liquid

350 400 12000 16,0 49 0,91 60
AF 165 CU 15/4 HSK B80 350 400 12000 20,0 49 0,91 75
AF 165 CU 17/4 HSK B80 350 400 12000 25,0 49 0,91 84
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j PESO
[Kg]

AF 165 CU  HSK B100  
Liquido

350 400 12000 25,0 49,0 0,91 -
Aria compressa

SCHEDA TECNICA

AF 165  CU  HSK B100

  
  

  

 

 

 

 

 

 



















 

Sensore S1 – pinza aperta 
S1 sensor - Collet open 



Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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DATASHEET

AF 165 CU HSK B100

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF 165 CU 12/4 HSK B100
Liquid

350 400 12000 16,0 49 0,91 65
AF 165 CU 15/4 HSK B100 350 400 12000 20,0 49 0,91 80
AF 165 CU 17/4 HSK B100 350 400 12000 25,0 49 0,91 89
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j PESO
[Kg]

AF 165 CU  ISO 50
Liquido

350 400 12000 25,0 49,0 0,91 -
Aria compressa

SCHEDA TECNICA

AF 165  CU  ISO 50

  
  

  

 

 

 

 

 

 



















 

Sensore S1 – pinza aperta 
S1 sensor - Collet open 



Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 



 


















   




 





 





















































 
 
 
 





 


 

 
 

























   
   
   
   
























DATASHEET

AF 165 CU ISO 50

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF 165 CU 12/4 ISO 50
Liquid

350 400 12000 16,0 49 0,91 60
AF 165 CU 12/4 ISO 50 350 400 12000 20,0 49 0,91 75
AF 165 CU 12/4 ISO 50 350 400 12000 25,0 49 0,91 84
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AF CU CYLINDRICAL Series

AF 80 CU HSK E25
AF 80 CU ISO 20
AF 100 CU ISO 20
AF 144 CU HSK E40
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AF 80 CU HSK E25

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF80 9/2 CU HSK E25 compressed air 220 400 24000 0,75 4,1 0,75 8,5
                     HSK E25 liquid 220 400 24000 1,1 5,2 0,75 8,5
AF80 9/2 CU HSK E25 compressed air 380 400 24000 0,75 2,4 0,75 8,5
                     HSK E25 liquid 380 400 24000 1,1 3,0 0,75 8,5
AF80 9/2 CU HSK E25 compressed air 220 400/670 24000/40000 1,0 4,8 0,75 8,5
                     HSK E25 liquid 220 400/670 24000/40000 1,4 5,8 0,75 8,5
AF80 9/2 CU HSK E25 compressed air 380 400/670 24000/40000 1,0 2,7 0,75 8,5
                     HSK E25 liquid 380 400/670 24000/40000 1,4 3,3 0,75 8,5
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DATASHEET

AF 80 CU ISO 20

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF80 9/2 CU ISO 20 compressed air 220 400 24000 0,75 4,1 0,75 8,5
                    ISO 20 liquid 220 400 24000 1,1 5,2 0,75 8,5
AF80 9/2 CU ISO 20 compressed air 380 400 24000 0,75 2,4 0,75 8,5
                    ISO 20 liquid 380 400 24000 1,1 3,0 0,75 8,5
AF80 9/2 CU ISO 20 compressed air 220 400/670 24000/40000 1,0 4,8 0,75 8,5
                    ISO 20 liquid 220 400/670 24000/40000 1,4 5,8 0,75 8,5
AF80 9/2 CU ISO 20 compressed air 380 400/670 24000/40000 1,0 2,7 0,75 8,5
                    ISO 20 liquid 380 400/670 24000/40000 1,4 3,3 0,75 8,5
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AF 100 CU ISO 20

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF100 7/2 CU ISO 20 compressed air 220 400 24000 1,0 5,5 0,80 12
                       ISO 20 liquid 220 400 24000 1,8 7,8 0,80 12
AF100 7/2 CU ISO 20 compressed air 380 400 24000 1,0 3,2 0,80 12
                       ISO 20 liquid 380 400 24000 1,8 4,5 0,80 12
AF100 7/2 CU ISO 20 compressed air 220 400/670 24000/40000 1,8 7,8 0,80 12
                       ISO 20 liquid 220 400/670 24000/40000 2,2 8,5 0,80 12
AF100 7/2 CU ISO 20 compressed air 380 400/670 24000/40000 1,8 4,5 0,80 12
                       ISO 20 liquid 380 400/670 24000/40000 2,2 4,9 0,80 12



SCHEDA TECNICA

AF 144  CU  9/4 HSK  E40 
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j PESO
[Kg]

AF144 CU 9/4 HSK E40 - liquido 380 500 15.000 6,5 13,8 0,82 23 




















 


 








 












































  
 




  
  
  
  
 




 




 




  

 



 

























 














SCHEDA TECNICA

AF 144  CU  9/4 HSK  E40 
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j PESO
[Kg]

AF144 CU 9/4 HSK E40 - liquido 380 500 15.000 6,5 13,8 0,82 23 




















 


 








 












































  
 




  
  
  
  
 




 




 




  

 



 

























 














SCHEDA TECNICA

AF 144  CU  9/4 HSK  E40 
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j PESO
[Kg]

AF144 CU 9/4 HSK E40 - liquido 380 500 15.000 6,5 13,8 0,82 23 
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182 |DATASHEET

AF 144 CU HSK E40

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF144 CU 9/4 HSK E40 380 500 15.000 6,5 13,8 0,82 23 



AF CU ELECTRIC FAN Series

AF 110 CU EV ISO 30
AF 110 CU EV HSK F63
AF 110 CU EV HSK F80
AF 240 CU EV B100
AF 270 CU EV B100



  






















 














 




 

  



































  
  
  
























  




























    
    
    

  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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DATASHEET

AF 110 CU EV ISO 30

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF110 12/2 CU ISO 30  EV 350 200/300 12000/18000 4,5 12,2 0,85 29
AF110 12/2 CU ISO 30  EV 350 300/400 18000/24000 7,5 17,8 0,84 29
AF110 16/2 CU ISO 30  EV 350 200/300 12000/18000 7,5 17,5 0,86 34
AF110 16/2 CU ISO 30  EV 350 300 /400 18000/24000 8,5 19,3 0,87 34





   

 





























 














 




 

  



































  
  
  






  











 











  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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185 |DATASHEET

AF 110 CU EV HSK F63

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF110 12/2 CU HSK F63 EV 350 200 - 300 12000 - 18000 4,5 12,2 0,85 28,5
AF110 16/2 CU HSK F63 EV 350 200 - 300 12000 - 18000 7,5 17,8 0,84 33



  











 














 



 

  



































  
  
  





















































  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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DATASHEET

AF 110 CU EV HSK F80

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF110 16/2 CU HSK F80 EV 350 50 - 100 3000 - 6000 4,5 10,5 0,82 36
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187 |DATASHEET

AF 240 CU EV HSK B100

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF 240 23/2 HSk B100 Electric Fan 400/690 50 3000 (2 poli) 26,0 46,4/26,8 0,88 220
AF 240 23/4 HSk B100 Electric Fan 400/690 50 1500 (4 poli) 18,5 34,1/20,3 0,85 240
AF 240 20/6 HSk B100 Electric Fan 400/690 50 1000 (6 poli) 10,0 22,0/12,7 0,80 205
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188 |DATASHEET

AF 270 CU EV HSK B100

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF 270 25/2 CU HSK B100 Electric Fan 400/690 50 3000 (2 poli) 42,0 72,7/42,0 0,92 250



AF CU LIQUID THROUGH 
THE SHAFT Series

AF 110 CU PL ISO 30
AF 110 CU PL ISO 40
AF 152 CU PL ISO 40
AF 165 CU PL HSK B80
AF 165 CU PL ISO 50
AF 240 CU PL B100
AF 270 CU PL B100






























 




 




















  





 







 














































  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
































 




 




















  





 







 














































  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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DATASHEET

AF 110 CU PL ISO 30

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF 110 10/2 CU ISO 30 compressed air 350 100/200 6000/12000 3,5 7,7 0,85 27
                          ISO 30 liquid 350 100/200 6000/12000 4,0 8,8 0,85 27
AF 110 10/2 CU ISO 30 compressed air 350 100/300 6000/18000  3,5 7,7 0,85 27
                          ISO 30 liquid 350 100/300 6000/18000  4,0 8,8 0,85 27
AF 110 10/2 CU ISO 30 compressed air 350 300 18000  4,5 10,0 0,85 27
                          ISO 30 liquid 350 300 18000  5,5 12,0 0,85 27
AF 110 10/4 CU ISO 30 compressed air 350 200/400 6000/12000 3,5 8,9 0,84 27
                          ISO 30 liquid 350 200/400 6000/12000 4,0 10,1 0,84 27
AF 110 14/4 CU ISO 30 compressed air 350 200/400 6000/12000 4,2 9,5 0,86 34
                          ISO 30 liquid 350 200/400 6000/12000 5,0 11,4 0,86 34






























 













  



 

 




 



 






















































  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
































 













  



 

 




 



 






















































  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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191 |DATASHEET

AF 110 CU PL ISO 40

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF110 14/4 CU ISO 40 compressed air 380 200/400 6000/12000 4,2 9,5 0,86 34
                         ISO 40 liquid 380 200/400 6000/12000 5,0 11,4 0,86 34
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Giunto rotante
Rotating joint

F A

E G B

CD

A - Fase motore / Motor' s phase - U
B - Fase motor / Motor' s phasee - V
C - Fase motore / Motor' s phase - W
D - Fase elettroventilatore / Electric fan phase - L1
E - Neutro elettroventilatore / Electric fan neutral - N
F - Filo di massa / Earth wire PE
G - Filo di massa / Earth wire PE

1 - Contagiri / Two inpulses for revolution - RPM
2 - Pistone avanti / Air inlet tool relase - AP
3 - Pistone indietro / Air ilet tool clamp - PI
4 - Pistone indietro utens. agganciato /

Air ilet tool clam in work position - LAV
5 - Alimentazione / Card feed +24 - M+
6 - Alimentazione / Card feed 0 - B-
7 - Albero fermo - Locked spindle - STP

Uscita cavi
alimentazione motore

Output motor power
cables

Uscita cavi
sensori

Output sensor cablesCORSA PISTONE AVANTI
7 BAR

AIR INLET TOOL RELASE 
7 BAR

CORSA PISTONE INDIETRO
7 BAR

AIR INLET TOOL CLAMP
7 BAR

Uscita liquido / aria
tubo Ø 8

Liquid / air cooling output
hole Ø 8

Entrata liquido / aria 
tubo Ø 8

Liquid / air cooling inlet
hole Ø 8

Attacco pistone pneumatico
tubo Ø 4

Attack pneumatic piston
hole Ø 4

TIPO A B C D E F
AF 152 CU PL 12/4 589.5 227 253 70 581.5 174.5
AF 152 CU PL 16/4 629.5 267 293 80 621.5 184.5

A

F

131,5

PRESSURIZZAZIONE ANTERIORE
3/4 BAR

AIR PURGE INLET
3/4 BAR

22
,8

25

16,1
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Giunto rotante
Rotating joint

F A

E G B

CD

A - Fase motore / Motor' s phase - U
B - Fase motor / Motor' s phasee - V
C - Fase motore / Motor' s phase - W
D - Fase elettroventilatore / Electric fan phase - L1
E - Neutro elettroventilatore / Electric fan neutral - N
F - Filo di massa / Earth wire PE
G - Filo di massa / Earth wire PE

1 - Contagiri / Two inpulses for revolution - RPM
2 - Pistone avanti / Air inlet tool relase - AP
3 - Pistone indietro / Air ilet tool clamp - PI
4 - Pistone indietro utens. agganciato /

Air ilet tool clam in work position - LAV
5 - Alimentazione / Card feed +24 - M+
6 - Alimentazione / Card feed 0 - B-
7 - Albero fermo - Locked spindle - STP

Uscita cavi
alimentazione motore

Output motor power
cables

Uscita cavi
sensori

Output sensor cablesCORSA PISTONE AVANTI
7 BAR

AIR INLET TOOL RELASE 
7 BAR

CORSA PISTONE INDIETRO
7 BAR

AIR INLET TOOL CLAMP
7 BAR

Uscita liquido / aria
tubo Ø 8

Liquid / air cooling output
hole Ø 8

Entrata liquido / aria 
tubo Ø 8

Liquid / air cooling inlet
hole Ø 8

Attacco pistone pneumatico
tubo Ø 4

Attack pneumatic piston
hole Ø 4

TIPO A B C D E F
AF 152 CU PL 12/4 589.5 227 253 70 581.5 174.5
AF 152 CU PL 16/4 629.5 267 293 80 621.5 184.5

A

F

131,5

PRESSURIZZAZIONE ANTERIORE
3/4 BAR

AIR PURGE INLET
3/4 BAR

22
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25

16,1
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Giunto rotante
Rotating joint

FA

EGB

C D

A - Fase motore / Motor' s phase - U
B - Fase motor / Motor' s phasee - V
C - Fase motore / Motor' s phase - W
D - Fase elettroventilatore /Electric fan phase - L1
E - Neutro elettroventilatore /Electric fan neutral - N
F - Filo di massa /Earth wire PE
G - Filo di massa /Earth wire PE

1 - Contagiri /Two inpulses for revolution - RPM
2 - Pistone avanti /Air inlet tool relase - AP
3 - Pistone indietro /Air ilet tool clamp - PI
4 - Pistone indietro utens. agganciato /

Air ilet tool clam in work position - LAV
5 - Alimentazione /Card feed +24 - M+
6 - Alimentazione /Card feed 0 - B-
7 - Albero fermo -Locked spindle - STP

Uscita cavi
alimentazione motore

Output motor power
cables

Uscita cavi
sensori

Output sensor cables CORSA PISTONE AVANTI
7 BAR

AIR INLET TOOL RELASE 
7 BAR

CORSA PISTONE INDIETRO
7 BAR

AIR INLET TOOL CLAMP
7 BAR

Uscita liquido / aria
tubo Ø 8

Liquid / air cooling output
hole Ø 8

Entrata liquido / aria 
tubo Ø 8

Liquid / air cooling inlet
hole Ø 8

Attacco pistone pneumatico
tubo Ø 4

Attack pneumatic piston
hole Ø 4

TIPOABCDEF
AF 152 CU PL 12/4589.522725370581.5174.5
AF 152 CU PL 16/4629.526729380621.5184.5

A

F

131,5

PRESSURIZZAZIONE ANTERIORE
3/4 BAR

AIR PURGE INLET
3/4 BAR

22
,8

25

16,1
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j PESO
[Kg]

AF 165 CU PL HSK B80  
Liquido

350 400 12000 25,0 49,0 0,91 -
Aria compressa

SCHEDA TECNICA

AF 165  CU  PL  HSK B80

  
  

  

 

 

 

 

 

 

 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 

Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 

NN°°  
ppiinn  

CCoolloorrii  //  ccoolloouurr  FFuunnzziioonnii  //  FFuunnccttiioonn  
  

11--22--33  LLiibbeerroo  //  eemmppttyy    
44  BBiiaannccoo  //  wwhhiittee  UUaa++  SSeeggnnaallee  11  //  ttrraacckk  11  
55  MMaarrrroonnee  //  bbrroowwnn      UUaa--  SSeeggnnaallee  11  //  ttrraacckk  11  
66  LLiibbeerroo  //  eemmppttyy      
77  BBlluu  //  bblluuee  00VV  GGNNDD  00VV  GGNNDD  
88  RRoossssoo  //  rreedd  UUbb  ==  55VV  UUbb  ==  55VV  
99  RRoossaa  //  ppiinnkk  UUbb++  SSeeggnnaallee  22  //  ttrraacckk  22  

1100  NNeerroo  //  bbllaacckk  UUbb--  SSeeggnnaallee  22  //  ttrraacckk  22  
1111  LLiibbeerroo  //  eemmppttyy      
1122  VVeerrddee  //  ggrreeeenn  55VV  SSeennssee  55VV  SSeennssee  

 

DATASHEET

AF 152 CU PL ISO 40

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF 152 CU PL 12/4 ISO 40 Liquid 350 100/333 3000/10000 7,5 17,8 0,85 59
AF 152 CU PL 12/4 ISO 40 Liquid 350 150/333 4500/10000 9,0 22,1 0,82 59
AF 152 CU PL 12/4 ISO 40 Liquid 350 200/400 6000/12000 12,0 28,1 0,82 59
AF 152 CU PL 16/4 ISO 40 Liquid 350 100/333 3000/10000 10,0 23,9 0,84 75
AF 152 CU PL 16/4 ISO 40 Liquid 350 150/333 4500/10000 12,0 29,4 0,82 75
AF 152 CU PL 16/4 ISO 40 Liquid 350 200/400 6000/12000 16,0 38,3 0,80 75
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MODELLO TENSIONE
[Volt]

FREQUENZA
[Hz]

GIRI POT. RESA
[Kw]

ASSORB.
[Amp]

Cos j PESO
[Kg]

AF 165 CU PL HSK B80  
Liquido

350 400 12000 25,0 49,0 0,91 -
Aria compressa

SCHEDA TECNICA

AF 165  CU  PL  HSK B80

  
  

  

 

 

 

 

 

 

 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 

Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 

NN°°  
ppiinn  

CCoolloorrii  //  ccoolloouurr  FFuunnzziioonnii  //  FFuunnccttiioonn  
  

11--22--33  LLiibbeerroo  //  eemmppttyy    
44  BBiiaannccoo  //  wwhhiittee  UUaa++  SSeeggnnaallee  11  //  ttrraacckk  11  
55  MMaarrrroonnee  //  bbrroowwnn      UUaa--  SSeeggnnaallee  11  //  ttrraacckk  11  
66  LLiibbeerroo  //  eemmppttyy      
77  BBlluu  //  bblluuee  00VV  GGNNDD  00VV  GGNNDD  
88  RRoossssoo  //  rreedd  UUbb  ==  55VV  UUbb  ==  55VV  
99  RRoossaa  //  ppiinnkk  UUbb++  SSeeggnnaallee  22  //  ttrraacckk  22  

1100  NNeerroo  //  bbllaacckk  UUbb--  SSeeggnnaallee  22  //  ttrraacckk  22  
1111  LLiibbeerroo  //  eemmppttyy      
1122  VVeerrddee  //  ggrreeeenn  55VV  SSeennssee  55VV  SSeennssee  

 

DATASHEET

AF 165 CU PL HSK B80

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF 165 CU PL 12/4 B80 Liquid 350 400 12000 16,0 49 0,91 70
AF 165 CU PL 15/4 B80 Liquid 350 400 12000 20,0 49 0,91 80
AF 165 CU PL 17/4 B80 Liquid 350 400 12000 25,0 49 0,91 85
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PRESSURIZZAZIONE
ANTERIORE 3/4 BAR

AIR PURGE INLET
3/4 BAR

CORSA PISTONE
AVANTI 6/7 BAR

AIR INLET TOOL RELEASE
6/7 BAR

CORSA PISTONE INDIETRO
6/7 BAR

AIR INLET TOOL CLAMP
6/7 BAR

VENTILATORE

ELECTRIC FAN

1 - Contagiri / Two inpulses for revolution - RPM
2 - Pistone avanti / Air inlet tool relase - AP
3 - Pistone indietro / Air ilet tool clamp - PI
4 - Pistone indietro utens. agganciato /

Air ilet tool clam in work position - LAV
5 - Alimentazione / Card feed +24 - M+
6 - Alimentazione / Card feed 0 - B-
7 - Albero fermo - Locked spindle - STP

Uscita cavi
alimentazione motore

Output motor power
cables

Uscita cavi
sensori

Output sensor cables

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON

Ispezione sensori

Inspection sensors

23
4

12,5

24

  

 

Lato ingresso aria per
raffreddamento motore

Ingresso fili
ventilatori

228 ±0,2

268 ±0,2

10
0

O

164,5

10

34,5

265,5 ±0,2

PULIZIA CONO
6/7 BAR

TAPER CLEANING
6/7 BAR

A

TIPO A B
230/2 - 2 poli 885 368,5
235/2 - 4 poli 890 373,5
200/6 - 6 poli 855 338,5

DATASHEET

AF 165 CU PL ISO 50

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF 165 CU PL 12/4 ISO 50 Liquid 350 400 12000 16,0 49,0 0,91 70
AF 165 CU PL 15/4 ISO 50 Liquid 350 400 12000 20,0 49,0 0,91 80
AF 165 CU PL 17/4 ISO 50 Liquid 350 400 12000 25,0 49,0 0,91 85
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M12 x 18

> 2 > 2
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28
0
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280

241

PRESSURIZZAZIONE
ANTERIORE 3/4 BAR

AIR PURGE INLET
3/4 BAR

CORSA PISTONE
AVANTI 6/7 BAR

AIR INLET TOOL RELEASE
6/7 BAR

CORSA PISTONE INDIETRO
6/7 BAR

AIR INLET TOOL CLAMP
6/7 BAR

VENTILATORE

ELECTRIC FAN

1 - Contagiri / Two inpulses for revolution - RPM
2 - Pistone avanti / Air inlet tool relase - AP
3 - Pistone indietro / Air ilet tool clamp - PI
4 - Pistone indietro utens. agganciato /

Air ilet tool clam in work position - LAV
5 - Alimentazione / Card feed +24 - M+
6 - Alimentazione / Card feed 0 - B-
7 - Albero fermo - Locked spindle - STP

Uscita cavi
alimentazione motore

Output motor power
cables

Uscita cavi
sensori

Output sensor cables

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON

Ispezione sensori

Inspection sensors

23
4

12,5

24

  

 

Lato ingresso aria per
raffreddamento motore

Ingresso fili
ventilatori

228 ±0,2

268 ±0,2

10
0

O

164,5

10

34,5

265,5 ±0,2

PULIZIA CONO
6/7 BAR

TAPER CLEANING
6/7 BAR

A

TIPO A B
230/2 - 2 poli 885 368,5
235/2 - 4 poli 890 373,5
200/6 - 6 poli 855 338,5
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80
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4.5
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> 2 > 2
13
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,02

28
0

60
,5

34
0,5

280

241

PRESSURIZZAZIONE
ANTERIORE 3/4 BAR

AIR PURGE INLET
3/4 BAR

CORSA PISTONE
AVANTI 6/7 BAR

AIR INLET TOOL RELEASE
6/7 BAR

CORSA PISTONE INDIETRO
6/7 BAR

AIR INLET TOOL CLAMP
6/7 BAR

VENTILATORE

ELECTRIC FAN

1 - Contagiri / Two inpulses for revolution - RPM
2 - Pistone avanti / Air inlet tool relase - AP
3 - Pistone indietro / Air ilet tool clamp - PI
4 - Pistone indietro utens. agganciato /

Air ilet tool clam in work position - LAV
5 - Alimentazione / Card feed +24 - M+
6 - Alimentazione / Card feed 0 - B-
7 - Albero fermo - Locked spindle - STP

Uscita cavi
alimentazione motore

Output motor power
cables

Uscita cavi
sensori

Output sensor cables

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON

Ispezione sensori

Inspection sensors

23
4

12,5

24

  

 

Lato ingresso aria per
raffreddamento motore

Ingresso fili
ventilatori

228 ±0,2

268 ±0,2

10
0

O

164,5

10

34,5

265,5 ±0,2

PULIZIA CONO
6/7 BAR

TAPER CLEANING
6/7 BAR

A

TIPO A B
230/2 - 2 poli 885 368,5
235/2 - 4 poli 890 373,5
200/6 - 6 poli 855 338,5

DATASHEET

AF 240 CU PL HSK B100

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF 240 23/2 PL HSk B100 Electric Fan 400/690 50 3000 (2 poli) 26,0 46,4/26,8 0,88 220
AF 240 23/4 PL HSk B100 Electric Fan 400/690 50 1500 (4 poli) 18,5 34,1/20,3 0,85 240
AF 240 22/6 PL HSk B100 Electric Fan 400/690 50 1000 (6 poli) 10,0 22,0/12,7 0,80 205



408,5 130
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12
0

O

16
0

O21
0

O
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16
0
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4.5

M12 x 18

> 2 > 2

15
0

±0
,02

31
0

62
,5

37
2,5

280

241

PRESSURIZZAZIONE
ANTERIORE 3/4 BAR

AIR PURGE INLET
3/4 BAR

CORSA PISTONE
AVANTI 6/7 BAR

AIR INLET TOOL RELEASE
6/7 BAR

CORSA PISTONE INDIETRO
6/7 BAR

AIR INLET TOOL CLAMP
6/7 BAR

VENTILATORE

ELECTRIC FAN

1 - Contagiri / Two inpulses for revolution - RPM
2 - Pistone avanti / Air inlet tool relase - AP
3 - Pistone indietro / Air ilet tool clamp - PI
4 - Pistone indietro utens. agganciato /

Air ilet tool clam in work position - LAV
5 - Alimentazione / Card feed +24 - M+
6 - Alimentazione / Card feed 0 - B-
7 - Albero fermo - Locked spindle - STP

Uscita cavi
alimentazione motore

Output motor power
cables

Uscita cavi
sensori

Output sensor cables

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON

Ispezione sensori

Inspection sensors

23
4

12,5

24

  

 

Lato ingresso aria per
raffreddamento motore

Ingresso fili
ventilatori

310

228 ±0,02

268 ±0,2

164,5

10

34,5

10
0

O

265,5 ±0,2

PULIZIA CONO
6/7 BAR

TAPER CLEANING
6/7 BAR

925
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±0
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28
0
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34
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280

241

PRESSURIZZAZIONE
ANTERIORE 3/4 BAR

AIR PURGE INLET
3/4 BAR

CORSA PISTONE
AVANTI 6/7 BAR

AIR INLET TOOL RELEASE
6/7 BAR

CORSA PISTONE INDIETRO
6/7 BAR

AIR INLET TOOL CLAMP
6/7 BAR

VENTILATORE

ELECTRIC FAN

1 - Contagiri / Two inpulses for revolution - RPM
2 - Pistone avanti / Air inlet tool relase - AP
3 - Pistone indietro / Air ilet tool clamp - PI
4 - Pistone indietro utens. agganciato /

Air ilet tool clam in work position - LAV
5 - Alimentazione / Card feed +24 - M+
6 - Alimentazione / Card feed 0 - B-
7 - Albero fermo - Locked spindle - STP

Uscita cavi
alimentazione motore

Output motor power
cables

Uscita cavi
sensori

Output sensor cables

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON

Ispezione sensori

Inspection sensors

23
4

12,5

24

  

 

Lato ingresso aria per
raffreddamento motore

Ingresso fili
ventilatori

228 ±0,2

268 ±0,2

10
0

O

164,5

10

34,5

265,5 ±0,2

PULIZIA CONO
6/7 BAR

TAPER CLEANING
6/7 BAR

A

TIPO A B
230/2 - 2 poli 885 368,5
235/2 - 4 poli 890 373,5
200/6 - 6 poli 855 338,5

DATASHEET

AF 270 CU PL HSK B100

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVER POWER
[Kw]

ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

AF 270 25/2 CU PL HSK B100 Electric Fan 400/690 50
3000 (2 

poli)
42,0 72,7/42,0 0,92 250



NOTES



DATASHEET

TMA AUT. TOOL CHANGER Series



Index

TMA LA

TMA 3 LA ISO 20 201
TMA 3 LA HSK E25 202
TMA 4 LA ISO 30 203
TMA 5 LA HSK F63 204
TMA 5 LA ISO 30 205
TMA 6 LA HSK F63 206
TMA 6 LA ISO 40 207

TMA ELECTRIC FAN

TMA 3 EV HSK E25 209
TMA 3 EV ISO 20 210
TMA 4 EV ISO 25 211
TMA 4 EV ISO 30 212
TMA 5 EV HSK F63 213
TMA 5 EV ISO 30 214
TMA 6 EV HSK F63 215
TMA 6 EV ISO 40 216
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TMA LA Series

TMA 3 LA ISO 20
TMA 3 LA HSK E25
TMA 4 LA ISO 30
TMA 5 LA HSK F63
TMA 5 LA ISO 30
TMA 6 LA HSK F63
TMA 6 LA ISO 40
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201 |DATASHEET

TMA 3 LA ISO 20

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMA3 12/2 ISO20 compressed air 350 200/300 12000/18000 1,8 4,9 0,83 12
          12/2 ISO20 liquid 350 200/300 12000/18000 2,4 6,1 0,83 12
TMA3 12/2 ISO20 compressed air 350 300/400 18000/24000 1,8 4,7 0.83 12
          12/2 ISO20 liquid 350 300/400 18000/24000 2,4 6,1 0.83 12
TMA3 12/2 ISO20 compressed air 350 400 24000 2,2 5,8 0.83 12
          12/2 ISO20 liquid 350 400 24000 2,6 7,5 0.83 12



62,5 51 51 51

63
O

h6

61
+0

,1
-0

,1

120

93

10
2

3

5 H7

107

8,5O

95 100,5 81

10
1

14
6

77

PULIZIA CONO
6/7 BAR

TAPER CLEANING
6/7 BAR

CORSA PISTONE INDIETRO
6/7 BAR

AIR INLET TOOL CLAMP
6/7 BAR

ENTRATA
LIQUIDO / ARIA
TUBO Ø 6

LIQUID / AIR
COOLING INLET
HOLE Ø 6

USCITA
LIQUIDO / ARIA
TUBO Ø 6

LIQUID / AIR
COOLING OUTPUT
HOLE Ø 6

20 140

10
40

5 H7 prof. 3

CORSA PISTONE AVANTI
6/7 BAR

AIR INLET TOOL RELASE 
6/7 BAR

PRESSURIZZAZIONE
ANTERIORE
3/4 BAR

AIR PURGE INLET
3/4 BAR

371 ±0,2

36,5

25
O

3
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202 |DATASHEET

TMA 3 LA HSK E25

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMA3 12/2 HSK E25 compressed air 350 200/300 12000/18000 1,8 4,9 0,83 12
 HSK E25 liquid 350 200/300 12000/18000 2,4 6,1 0,83 12

TMA3 12/2 HSK E25 compressed air 350 300/400 18000/24000 1,8 4,7 0,83 12
 HSK E25 liquid 350 300/400 18000/24000 2,4 6,1 0,83 12

TMA3 12/2 HSK E25 compressed air 350 400 24000 2,2 5,8 0,83 12
 HSK E25 liquid 350 400 24000 2,6 6,5 0,83 12



  















 



 
































































  
  

  

  
  
  



















 
Sensore S1 – pinza aperta 

S1 sensor - Collet open 


Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 - Pistone 
indietro 

S4 Sensor - Backward 

Sensore S2 - Mandrino in posizione 
lavoro 

S2 sensor - Spindle in work position 

LE NOSTRE PROTEZIONI 

OUR PROTECTIONS 
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203 |DATASHEET

TMA 4 LA ISO 30 

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMA4 10/2 ISO30 compressed air 350 200/300 12000/18000 3,6 8,6 0,82 17
                 ISO30 liquid 350 200/300 12000/18000 4,5 10,4 0,84 17
TMA4 10/2 ISO30 compressed air 350 300/400 18000/24000 3,6 8,6 0,82 17
                 ISO30 liquid 350 300/400 18000/24000 4,5 10,4 0,84 17



67
±0

,1

18
2

90

80

12 H7

2,5

8M  N° 10 fori prof. 10

Corsa pistone
avanti 6/7 BAR

Inlet air for cylinder
6/7 BAR

Corsa pistone
indietro 6/7 BAR

Inlet air for cylinder 
delivery 6/7 BAR

140 150 79,5

80 80 132,5

90 90 112,5

210 97,5

468

1

Sensori

Sensor

99
,9

O

85
O

10
0

-0
,02

-0
,05

O 5,8
10

Pulizia cono
6/7 BAR

Cleaning the taper
6/7 BAR

Pressurizzazione
3/4 BAR

Front pressurization
3/4 BAR

Entrata / uscita
liquido tubo Ø6

Liquid / air cooling inlet
hole Ø6

Uscita / entrata
liquido tubo Ø6

Liquid / air cooling
output hole Ø6

Uscita cavi sensori

Output sensors cables

63
O

13
4

129

78

12
2

8M pass.

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON
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204 |
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DATASHEET

TMA 5 LA HSK F63

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMA5 13/4 HSK F63 compressed air 350 400/600 12000/18000 6,0 16,6 0,72 25
 HSK F63 liquid 350 400/600 12000/18000 7,5 19,7 0,72 25

TMA5 14/2 HSK F63 compressed air 350 200/300 12000/18000 7,0 16,0 0,85 25
 HSK F63 liquid 350 200/300 12000/18000 7,5 18,0 0,85 25



90

67
-0

.1
+0

.1

18
2

12 H7 8M N°10 fori prof. 10

108,59090

80 80 128,5

75,5

16,5

149140

464
210 93,5

1

2,5

Uscita cavi
alimentazione motore

Output motor power
cables

97
M

 p
1

10
0

O

73
O

Entrata liquido / aria 

Liquid / air cooling inlet

Pulizia cono
6/7 BAR

Cleaning the taper
6/7 BAR

Uscita liquido / aria

Liquid / air cooling output

Pressurizzazione
anteriore
3/4 BAR

Front Pressurization
3/4 BAR

Corsa pistone
avanti 6/7 BAR

Inlet air for cylinder
6/7 BAR

Corsa pistone
indietro 6/7 BAR

Inlet air for cylinder
delivery
6/7 BAR

Sensori

Sensor

Uscita cavi
sensori

Output sensor cables

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON

80

48
13

4

ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu

205 |DATASHEET

TMA 5 LA ISO 30

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMA5 13/4 ISO30 compressed air 350 400/600 12000/18000 6,0 16,6 0,72 25
ISO30 liquid 350 400/600 12000/18000 7,5 19,7 0,72 25

TMA5 13/4 ISO30 compressed air 350 600/800 18000/24000 7,5 16,8 0,81 25
ISO30 liquid 350 600/800 18000/24000 9,0 20,0 0,81 25

TMA5 14/2 ISO30 compressed air 350 200/300 12000/18000 7,0 16,8 0,85 25
 ISO30 liquid 350 200/300 12000/18000 7,5 18,0 0,85 25

TMA5 14/2 ISO30 compressed air 350 300/400 18000/24000 7,0 16,0 0,82 25
ISO30 liquid 350 300/400 18000/24000 8,5 19,4 0,82 25



95,2125125

125 125 110,7

63
O

85
O 11

9
M

p1

12
0

-0
,00

2
-0

,00
5

O

61,2

10
6,245

140 236

528,7

10M x 15
70

12 2,5

17
4,5

48

87
±0

,02

22
2,5

150

90

CORSA PISTONE AVANTI
6/7 BAR

AIR INLET TOOL RELASE 
6/7 BAR

PULIZIA CONO
6/7 BAR

TAPER CLEANING
6/7 BAR

CORSA PISTONE INDIETRO
6/7 BAR

AIR INLET TOOL CLAMP
6/7 BAR

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON

PRESSURIZZAZIONE
   3/4 BAR
PRESSURIZATION
   3/4 BAR

Uscita cavi
alimentazione motore

Output motor power
cables

Uscita liquido / aria
tubo Ø 6

Liquid / air cooling output
hole Ø 6

Entrata liquido / aria 
tubo Ø 6

Liquid / air cooling inlet
hole Ø 6

Uscita cavi
sensori

Output sensor cables

Sensori

Sensors
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206 |DATASHEET

TMA 6 LA HSK F63

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMA6 17/2 HSK F63 compressed air 350 200/300 12000/18000 11,0 26,0 0,85 44
 HSK F63 liquid 350 200/300 12000/18000 12,5 28,5 0,85 44



1,6

140

12 2,5

90

150

Uscita cavi
alimentazione motore

Output motor power
cables

CORSA PISTONE AVANTI
6/7 BAR

AIR INLET TOOL RELASE 
6/7 BAR

CORSA PISTONE INDIETRO
6/7 BAR

AIR INLET TOOL CLAMP
6/7 BAR

PULIZIA CONO
6/7 BAR

TAPER CLEANING
6/7 BAR

PRESSURIZZAZIONE
ANTERIORE
3/4 BAR

AIR PURGE INLET
3/4 BAR

Uscita liquido / aria
tubo Ø 6

Liquid / air cooling output
hole Ø 6

Entrata liquido / aria 
tubo Ø 6

Liquid / air cooling inlet
hole Ø 6

86
O 11

9
M

 p
1

236

5,5

15,5

12
0

-0
.00

2
-0

.00
5

O

518

17
4,5

87
-0

.02
+0

.02

48

22
2,5

50,5

84,5125125

125 125 100

10M x 15

70

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON

Sensori

Sensors
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207 |DATASHEET

TMA 6 LA ISO 40

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMA6 17/2 ISO 40 compressed air 350 200/300 12000/18000 11,0 26,0 0,85 42
 ISO 40 liquid 350 200/300 12000/18000 12,5 28,5 0,85 42
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TMA ELECTRIC FAN Series

TMA 3 EV HSK E25
TMA 3 EV ISO 20
TMA 4 EV ISO 25
TMA 4 EV ISO 30
TMA 5 EV HSK F63
TMA 5 EV ISO 30
TMA 6 EV HSK F63
TMA 6 EV ISO 40



F

A

D

G

E

B

C

A-B-C = Alimentazione motore /
Power supply motor
D = Filo massa / Earth
E-F = Alimentazione elettroventola /
Power supply fan

51 51 51

27
O63
O

h6

95 100,5 95

62,1

61
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,1 10
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5,5

92,5

120

5 H7

140

5
H7

 p
ro

f.3

5 H7 prof.3

10
40

8,5O

13O

77

PULIZIA CONO
6/7 BAR

TAPER CLEANING
6/7 BAR

CORSA PISTONE AVANTI
6/7 BAR

AIR INLET TOOL RELASE 
6/7 BAR

PRESSURIZZAZIONE
3/4 BAR

PRESSURIZATION
3/4 BAR

CORSA PISTONE INDIETRO
6/7 BAR

AIR INLET TOOL CLAMP
6/7 BAR

3

25
O

1

36,5

417

63,5

VENTILATORE / ELECTRIC FAN
Tensione nominale Nominal voltage 24 VDC
Range tensione nominale Nominal voltage range 12 .. 27.6 VDC
Potenza Power input 50 W

CONNETTORE ALIMENTAZIONE
MOTORE E ELETTROVENTOLA

POWER SUPPLY CONNECTOR

CONNETTORE BASSA TENSIONE
V. 24 VCC

LOW TENSION CONNECTOR
V. 24 VCC

68,5

107
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209 |DATASHEET

TMA 3 EV HSK E25

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMA3 12/2 HSK E25 EV 350 200/300 12000/18000 1,8 4,9 0,83 14
TMA3 12/2 HSK E25 EV 350 300/400 18000/24000 1,8 4,7 0,83 14
TMA3 12/2 HSK E25 EV 350 400 24000 2,2 5,8 0,83 14
TMA3 12/2 HSK E25 EV 350 400/500 24000/30000 2,2 5,8 0,83 14



VENTILATORE / ELECTRIC FAN
Tensione nominale Nominal voltage 24 VDC
Range tensione nominale Nominal voltage range 12 .. 27.6 VDC
Potenza Power input 50 W

F

A

D

G

E

B

CCONNETTORE BASSA TENSIONE
V. 24 VCC

LOW TENSION CONNECTOR
V. 24 VCC

CONNETTORE ALIMENTAZIONE
MOTORE E ELETTROVENTOLA

POWER SUPPLY CONNECTOR

A-B-C = Alimentazione motore /
Power supply motor
D = Filo massa / Earth
E-F = Alimentazione elettroventola /
Power supply fan

62,5 51 51 51

27
O63
O

h6

2

35,5 95 100,5 95

416

62,1

61
±0

,1 10
1,5

14
5,5

10792,5120
5 H7

14067,5

5
H7

 p
ro

f.3

5 H7 prof.3

10
40

8,5O

13O

77

PULIZIA CONO
6/7 BAR

TAPER CLEANING
6/7 BAR

CORSA PISTONE AVANTI
6/7 BAR

AIR INLET TOOL RELASE 
6/7 BAR

PRESSURIZZAZIONE
3/4 BAR

PRESSURIZATION
3/4 BAR

CORSA PISTONE INDIETRO
6/7 BAR

AIR INLET TOOL CLAMP
6/7 BAR
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DATASHEET

TMA 3 EV ISO 20

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMA3 12/2 ISO 20 EV 350 200/300 12000/18000 1,8 4,9 0,83 14
TMA3 12/2 ISO 20 EV 350 300/400 18000/24000 1,8 4,7 0,83 14
TMA3 12/2 ISO 20 EV 350 400 24000 2,2 5,8 0,83 14
TMA3 12/2 ISO 20 EV 350 400/500 24000/30000 2,2 5,8 0,83 14



755025 79

90
O

h673
O

40

8
H7

 p
ro

f. 
3

VENTILATORE
Tensione nominale Nominal voltage 24 VDC

Range tensione nominale Nominal voltage range 12 .. 27.6 VDC
Potenza Power input 50 W

100

8M x 760
-0

.1
+0

.1

67140

52
,5

+0
.1

-0
.1

15
2

119

90

Uscita cavi
alimentazione motore

Output motor power
cables

Corsa pistone
avanti 6/7 BAR

Air inlet tool
relase 6/7 BAR

Corsa pistone
indietro 6/7 BAR

Air inlet tool
clamp 6/7 BAR

Pulizia cono
6/7 BAR

Taper cleanig
6/7 BAR

Ispezione sensori

Sensors inspector

442

104

96,5

  
  

  

 

Sensore S1 – pinza aperta 
S1 sensor ‐ Collet open 

Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 ‐ Pistone 
indietro 

S4 Sensor ‐ Backward 

Sensore S2 ‐ Mandrino in posizione 
lavoro 

S2 sensor ‐ Spindle in work position

LE NOSTRE PROTEZIONI 
OUR PROTECTIONS 

Uscita cavi
sensori

Output sensor cables

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON

Pressurizzazione
     3/4 BAR

Pressurization
     3/4 BAR

10
4

48

ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu

211 |DATASHEET

TMA 4 EV ISO 25

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMA4 10/2 ISO 25 EV 350 200/300 12000/18000 3,6 8,6 0,82 18
TMA4 10/2 ISO 25 EV 350 300/400 18000/24000 3,6 8,6 0,82 18



755025 79

90
O

h673
O

40

8
H7

 p
ro

f. 
3

VENTILATORE
Tensione nominale Nominal voltage 24 VDC

Range tensione nominale Nominal voltage range 12 .. 27.6 VDC
Potenza Power input 50 W

100

8M x 760
-0

.1
+0

.1

67140

52
,5

+0
.1

-0
.1

15
2

119

90

Uscita cavi
alimentazione motore

Output motor power
cables

Corsa pistone
avanti 6/7 BAR

Air inlet tool
release 6/7 BAR

Corsa pistone
indietro 6/7 BAR

Air inlet tool
clamp 6/7 BAR

Pulizia cono
6/7 BAR

Taper cleanig
6/7 BAR

Ispezione sensori

Sensors inspector

442

104

96,5

  
  

  

 

Sensore S1 – pinza aperta 
S1 sensor ‐ Collet open 

Sensore S3 – Rotazione 
albero  

S3 sensor – shaft rotation 

Sensore S4 ‐ Pistone 
indietro 

S4 Sensor ‐ Backward 

Sensore S2 ‐ Mandrino in posizione 
lavoro 

S2 sensor ‐ Spindle in work position

LE NOSTRE PROTEZIONI 
OUR PROTECTIONS 

Uscita cavi
sensori

Output sensor cables

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON

Pressurizzazione
     3/4 BAR

Pressurization
     3/4 BAR

10
4

48
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DATASHEET

TMA 4 EV ISO 30

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMA4 10/2 ISO 30 EV 350 200/300 12000/18000 3,6 8,6 0,82 16
TMA4 10/2 ISO 30 EV 350 300/400 18000/24000 3,6 8,6 0,82 16



80
O

90 90

8080

210

12
pr

of
. 2

.5

8M x 10

VENTILATORE
Tensione nominale Nominal voltage 24 VDC
Range tensione nominale Nominal voltage range 16 .. 30 VDC
Potenza Power input 65 W

12
9

64
,5

-0
.1

+0
.1

140

PULIZIA CONO
6/7 BAR

TAPER CLEANING
6/7 BAR

CORSA PISTONE AVANTI
6/7 BAR

AIR INLET TOOL RELASE 
6/7 BAR CORSA PISTONE INDIETRO

6/7 BAR

AIR INLET TOOL CLAMP
6/7 BAR

Uscita cavi
alimentazione motore

Output motor power
cables

134

17
7

90

PRESSURIZZAZIONE
ANTERIORE
3/4 BAR

AIR PURGE INLET
3/4 BAR

USCITA CAVI SENSORI

Output sensor cables

Uscita cavi sensori

Output sensor cables

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON

132,5

112,5

170

79,5

10
16

526,5

5

63
O

85
O
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213 |DATASHEET

TMA 5 EV HSK F63

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMA5 13/4 HSK F63 EV 350 400/600 12000/18000 6,0 16,6 0,72 30
TMA5 13/4 HSK F63 EV 350 600/800 18000/24000 7,5 19,7 0,72 30
TMA5 14/2 HSK F63 EV 350 200/300 12000/18000 7,0 16,0 0,85 30



80
O

90 90 108,5

128,58080

73
O 97

M
p1

75,5

3

210

12
pr

of
. 2

.5

8M x 10

VENTILATORE
Tensione nominale Nominal voltage 24 VDC
Range tensione nominale Nominal voltage range 16 .. 30 VDC
Potenza Power input 65 W

12
9

64
,5

-0
.1

+0
.1

140 166

PULIZIA CONO
6/7 BAR

TAPER CLEANING
6/7 BAR

CORSA PISTONE AVANTI
6/7 BAR

AIR INLET TOOL RELASE 
6/7 BAR

CORSA PISTONE INDIETRO
6/7 BAR

AIR INLET TOOL CLAMP
6/7 BAR

Uscita cavi
alimentazione motore

Output motor power
cables

13,5

10
0

-0
.02

-0
.05

O

134

17
7

90

522,5

PRESSURIZZAZIONE
ANTERIORE
3/4 BAR

AIR PURGE INLET
3/4 BAR

USCITA CAVI SENSORI

Output sensor cables

Uscita cavi sensori

Output sensor cables

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON

ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu
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DATASHEET

TMA 5 EV ISO 30

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMA5 13/4 ISO30 EV 350 400/600 12000/18000 6,0 16,6 0,72 30
TMA5 13/4 ISO30 EV 350 600/800 18000/24000 7,5 19,7 0,72 30
TMA5 14/2 ISO30 EV 350 200/300 12000/18000 7,0 16,0 0,85 30
TMA5 14/2 ISO30 EV 350 300/400 18000/24000 7,0 16,0 0,82 30



48

150

90

70

12 H7 2,5 C C 100

65
O 12

0
O

g6

140 B 54,5

7,5

110,5

PRESSURIZZAZIONE
   3/4 BAR
PRESSURIZATION
   3/4 BAR

CORSA PISTONE AVANTI
6/7 BAR

AIR INLET TOOL RELASE 
6/7 BAR

CORSA PISTONE INDIETRO
6/7 BAR

AIR INLET TOOL CLAMP
6/7 BAR

PULIZIA CONO
6/7 BAR

TAPER CLEANING
6/7 BAR

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON Uscita cavi
sensori

Output sensor cables

Uscita cavi
alimentazione motore

Output motor power
cables

VENTILATORE
Tensione nominale Nominal voltage 24 VDC
Range tensione nominale Nominal voltage range 16 .. 30 VDC
Potenza Power input 65 W

A

Sensori

Sensors

TIPO A B C
TMA 6 12/4 508 154.5 100
TMA 6 17/4 558 204.5 125

87
±0

,02

17
4,5

22
2,5

10M  x 15
N° 6 fori
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215 |DATASHEET

TMA 6 EV HSK F63

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMA6 12/4 HSK F63 EV 350 400/600 12000/18000 8,0 8,6 0,80 38
TMA6 17/4 HSK F63 EV 350 400/600 12000/18000 12,0 28,5 0,82 43



48

150

90

70

12 2,5 C C 115

65
O 12

0
-0

,00
2

-0
,00

5
O

140 B 69,5

7,5

110,5

PRESSURIZZAZIONE
   3/4 BAR
PRESSURIZATION
   3/4 BAR

CORSA PISTONE AVANTI
6/7 BAR

AIR INLET TOOL RELASE 
6/7 BAR

CORSA PISTONE INDIETRO
6/7 BAR

AIR INLET TOOL CLAMP
6/7 BARPULIZIA CONO

6/7 BAR

TAPER CLEANING
6/7 BAR

PULSANTE DI SBLOCCAGGIO MANUALE

MANUALE RELEASE BUTTON
Uscita cavi
sensori

Output sensor cables

Uscita cavi
alimentazione motore

Output motor power
cables

VENTILATORE
Tensione nominale Nominal voltage 24 VDC
Range tensione nominale Nominal voltage range 16 .. 30 VDC
Potenza Power input 65 W

A

TIPO A B C
TMA 6 12/4 523 154.5 100
TMA 6 17/4 573 204.5 125

87
±0

,02

17
4,5

22
2,5

10M x 15

Sensori

Sensors
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216 |DATASHEET

TMA 6 EV ISO 40

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMA6 12/4 ISO 40 EV 350 400/600 12000/18000 8,0 21,6 0,80 44
TMA6 17/4 ISO 40 EV 350 400/600 12000/18000 12,0 28,5 0,82 48
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SR/TR Series

SR 150
TR HSK E40
TR HSK F63
TR HSK ER32
TR HSK ER40



148,7 90 90

163,7 150

13
0

O

65
O

6M x 10

O 6 H7 prof. 10

99,7

14 8

432

531,7
+0,2
-0,2

75
±0

,1

15
0

150

75 ±0,1

CORSA PISTONE INDIETRO
6/7 BAR

AIR INLET TOOL CLAMP
6/7 BAR

CORSA PISTONE AVANTI
6/7 BAR

AIR INLET TOOL RELASE 
6/7 BAR

PULIZIA CONO
6/7 BAR

TAPER CLEANING
6/7 BAR

PRESSURIZZAZIONE
ANTERIORE
3/4 BAR

AIR PURGE INLET
3/4 BAR

Uscita cavi
sensori

Output sensor cables

63
O

85
O 10

0
O

js
5

O 120

15 x 45°

20°
26

> 2,5 > 0,5

O
113 6M x 10

N°8 fori

Uscita cavi
alimentazione motore

Output motor power
cables

148,7 90 90

163,7 150

13
0

O

65
O

6M x 10

O 6 H7 prof. 10

99,7

14 8

432

531,7
+0,2
-0,2

75
±0

,1

15
0

150

75 ±0,1

CORSA PISTONE INDIETRO
6/7 BAR

AIR INLET TOOL CLAMP
6/7 BAR

CORSA PISTONE AVANTI
6/7 BAR

AIR INLET TOOL RELASE 
6/7 BAR

PULIZIA CONO
6/7 BAR

TAPER CLEANING
6/7 BAR

PRESSURIZZAZIONE
ANTERIORE
3/4 BAR

AIR PURGE INLET
3/4 BAR

Uscita cavi
sensori

Output sensor cables

63
O

85
O 10

0
O

js
5

O 120

15 x 45°

20°
26

> 2,5 > 0,5

O
113 6M x 10

N°8 fori

Uscita cavi
alimentazione motore

Output motor power
cables
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221 |DATASHEET

SR 150

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

SR 150 12/4 CU HSK F-63
Without Cooling

380 500 15000 13 28,3 0,84 38



25

23

65

O 30 H8 p
rof. 

4

97
M

 p
1

99
,5

O

10
0

O
h7

40
M

 p
1

135
+0.1
-0.1

O
60 H8 prof. 6

1,5

147

5M x 6

O 124

5M x 6   
N° 6 a 60°

33 33

0,5

O
8 H8 prof. 10

47,63

27
,5

8,5 12

12
9

14,24

27,5

47
,63

53
,13

20

26

20

34

63

63

3

1

1
6

5

61

24

4

22

22,5 105 22,5

10
35 8

15
0

+0
.1

-0
.1

75
-0

.02
+0

.02

150
+0.1
-0.1

8 20

7

15
0

175,5 19,5
135 ±0,1

49 135

41

345,5

Ø8 Spina cilindrica
rettificata per centraggio
motore

66,13

O
8 H8 prof. 10

1 Ingresso liquido refrigerante per utensile / Inlet
liquid for tool

Ø 6

2 Uscita liquido refrigerante per utensile / Output
liquid for tool

Ø 6

3 Entrata / uscita liquido  /  Inlet/Output liquid Ø 6
4 Uscita/entrata liquido  /  Inlet/Output liquid Ø 6
5 Press. / Pulizia cono  /  Pressurization / Taper

cleaning
Ø 4 - 5 BAR

6 Corsa pistone avanti (cambio ut.) / Air inlet tool
release

Ø 5 - 12 BAR

7 Uscita cavi alimentazione e segnali motore / Power
suppli cables and spindle signals output

/

Piastra fissaggio fornita da ELTE
Fixing plate supplied by ELTE
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222 |DATASHEET

TR 150 HSK E40

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TR 150 9/4 CU HSK E40 Liquid 380 500 15000 13 28,3 0,84 28



23

65

O 30 H8 p
rof. 

4

O 60 H8 prof. 6

1,5

147

5M x 6

O 124

5M x 6   
N° 6 a 60°

33 33

0,5

O
8 H8 prof. 10

47,63

27
,5

8,5 12

12
9

14,24

27,5

47
,63

53
,13

20

26

20

34

63

63

3

1

1
6

5

61

24

4

22

22,5 105 22,5

10
35 8

15
0

+0
.1

-0
.1

75
-0

.02
+0

.02

150
+0.1
-0.1

8 20

7

135 ±0,2

99
,9

O

10
0

O
h7

135 ±0,2

1 Ingresso liquido refrigerante per utensile / Inlet
liquid for tool

Ø 6

2 Uscita liquido refrigerante per utensile / Output
liquid for tool

Ø 6

3 Entrata / uscita liquido  /  Inlet/Output liquid Ø 6
4 Uscita/entrata liquido  /  Inlet/Output liquid Ø 6
5 Press. / Pulizia cono  /  Pressurization / Taper

cleaning
Ø 4 - 5 BAR

6 Corsa pistone avanti (cambio ut.) / Air inlet tool
release

Ø 5 - 12 BAR

7 Uscita cavi alimentazione e segnali motore / Power
suppli cables and spindle signals output

/

15
0

175,5 19,5

Piastra fissaggio fornita da ELTE
Fixing plate supplied by ELTE

B

49 135 ±0,2
41

63
O

85
O

Ø8 Spina cilindrica
rettificata per centraggio
motore
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223 |DATASHEET

TR 150 HSK F63

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TR 150 9/4 CU HSK F63 Liquid 380 500 15000 13 28,3 0,84 34



23

65

O 30 H8 p
rof. 

4

97
M

 p
1

99
,5

O

10
0

O
h7

O 60 H8 prof. 6

5M x 6

O 124

5M x 8
N° 6 a 60°

33 33

0,5

O
8 H8 prof. 10

47,63

27
,5

8,5 12

12
9

27,5

47
,63

20

26

20

34

63

63

3

1

15

61

24

4

22

22,5 105 22,5

10
35 8

15
0

+0
1

-0
.1

75
-0

.02
+0

.02

150
+0.1
-0.1

8 20

6

40
M

 p
1.5

 D
x/

Sx

17

24
O

32
O

8°

32
CH

15
0

175,5
19,5

172 ±0,1

47

49 172

78

38

308

87

65

M10 pass.

1 Ingresso liquido refrigerante per utensile / Inlet
liquid for tool

Ø 6

2 Uscita liquido refrigerante per utensile / Output
liquid for tool

Ø 6

3 Entrata / uscita liquido  /  Inlet/Output liquid Ø 6
4 Uscita/entrata liquido  /  Inlet/Output liquid Ø 6
5 Pressurizzazione / Pressurization Ø 4 - 5 BAR
6 Uscita cavi alimentazione e segnali motore / Power

suppli cables and spindle signals output
/

Piastra fissaggio fornita da ELTE
Fixing plate supplied by ELTE
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DATASHEET

TR 150 HSK ER32

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TR 150 9/4 E32 Liquid 380 500 15000 13 28,3 0,84 25



23

65

O 30 H8 p
rof. 

4

10
0

O
h7

O 60 H8 prof. 6

5M x 6

O 124

5M x 8
N° 6 a 60°

1 Ingresso liquido refrigerante per utensile Ø 6
2 Uscita liquido refrigerante per utensile Ø 6
3 Entrata / uscita liquido Ø 6
4 Uscita / entrata liquido Ø 6
5 Pressurizzazione Ø 4 BAR
6 Uscita cavi alimentazione /

33 33

0,5

O
8 H8 prof. 10

47,63

27
,5

8,5 12

12
9

27,5

47
,63

20

26

20

34

63

63

3

1

15

61

24

4

22

22,5 105 22,5

10
35 8

15
0

+0
1

-0
.1

75
-0

.02
+0

.02

150
+0.1
-0.1

8 20

6

50
M

 p
1.5

 D
x/

Sx
30

O

40
O

8°

32
CH

15
0

175,5
19,5

Piastra fissaggio fornita da ELTE49

312,5

87

65

M10 pass.

50

177 ±0,2

17

77,7

50,7

177

79
±0

,1
O
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225 |DATASHEET

TR 150 HSK ER40

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TR 150 9/4 E402 Liquid 380 500 15000 13 28,3 0,84 28



DATASHEET

PE Series



Index

PE

PE6 11-2 MANUAL 229
PE6 12-4 PNEUMATIC 230
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PE Series

PE6 11-2 MANUAL
PE6 12-4 PNEUMATIC
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582,2145

114

17
4,5

87
±0

,05

53
,7

22
8,2

300106,7 (156,7)

75 ±0,1 40100 ±0,1100 ±0,160

173 (123) 2,5

8M

60
h7

O

A

A

SEZIONE A-ASEZIONE A-A

O 120 ±0,1
n°4 fori M4

50
+0

,1 0
O

1,6

DATASHEET

PE6 11-2 MANUAL

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE6 11/2 230/400 50 3000 2,30 9,5/5,5 0,70 -
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145

114

17
4,5

53
,7

22
8,2

300

75 ±0,1 40100 ±0,1100 ±0,160

163 (113) 2

8M n°6 fori

80
h6

0 -0
,01

9
O

A

A

SEZIONE A-ASEZIONE A-A

O 120 ±0,1
n°4 fori M4

50
+0

,1 0
O

1,6

87

4

85
O

13
0

O

O 116,5 ±0,1

8M n°3 fori

177 (227)

646

GIUNTO ROTANTE PER
PASSAGGIO LIQUIDO

9
O

PA
SS

AN
TE

N°2 MINICILINDRI CODICE 1120250050XP
CORSA 50 mm

DATASHEET

PE6 12-4 PNEUMATIC

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

PE6 12/4 230/400 50 1500 1,50 8,5/4,9 0,70 -



NOTES



DATASHEET

MULTISPINDLE Series



Index

MULTISPINDLE

MULTISPINDLE 3 HEADS 235
MULTISPINDLE 4 HEADS 236
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MULTISPINDLE Series

MULTISPINDLE TM PE 5 3 HEADS
MULTISPINDLE TM PE 5 4 HEADS
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235 |DATASHEET

MULTISPINDLE TM PE 5 3 HEADS

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE5 14/2 compressed air 220/380 50 3000 3,00 11,5/6,60 0,82 50
TMPE5 14/2 compressed air 220/380 100 6000 4,00 115,20/8,80 0,84 50
TMPE5 14/2 compressed air 220/380 200 12000 4,50 18,20/10,60 0,85 50
TMPE5 14/2 compressed air 220/380 300 18000 7,00 25,00/14,50 0,86 50
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A

DETTAGLIO ADETTAGLIO A

133 js6
+0,012
-0,012O

87O

70 H10
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0O
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40M x 1,5 Dx

B

B

SEZIONE B-BSEZIONE B-B

112 ±0,1
O

M8 n°10 fori

C

C

SEZIONE C-CSEZIONE C-C

112
±0,1

O

10

10 H7

O

ENTRATA ARIA DI RAFFREDDAMENTO
PER ENTRAMBI I MOTORI

40M x 1,5 Sx

O
413
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5

41
1

45°

13
0

135

30°

60
°

13
0
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MULTISPINDLE TM PE 5 4 HEADS

TYPE
VOLTAGE

[Volt]
FREQUENCY

[Hz]
RPM DELIVER POWER

[Kw]
ABSOR.
[Amp]

Cos j WEIGHT
[Kg]

TMPE5 14/2 compressed air 220/380 50 3000 3,00 11,5/6,60 0,82 53
TMPE5 14/2 compressed air 220/380 100 6000 4,00 115,20/8,80 0,84 53
TMPE5 14/2 compressed air 220/380 200 12000 4,50 18,20/10,60 0,85 53
TMPE5 14/2 compressed air 220/380 300 18000 7,00 25,00/14,50 0,86 53



NOTES



DATASHEET

INTEGRATED INVERTER series



Index

SINGLE-PHASE

INTEGRATED SINGLE-PHASE INVERTER PE 241
INTEGRATED SINGLE-PHASE INVERTER STK 242
INTEGRATED SINGLE-PHASE INVERTER TMPE 243

THREE-PHASE

THREE-PHASE INTEGRATED INVERTER PE 245
THREE-PHASE INTEGRATED INVERTER TMPE 246
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Single-phase ELECTRIC SPINDLES
WITH INTEGRATED INVERTER
SERIES PE
SERIES STK
SERIES TMPE
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241 |DATASHEET

SINGLE-PHASE ELECTRIC SPINDLES
WITH INTEGRATED INVERTER

• Single phase input 230 V (+-20%) frequency 45-65 Hz
• Speed regulation by means of a potentiometer
• Voltage and output frequency are already set
• Checkout of the presence of the inverter feeding
• Checkout of the output phases (missing phase, high absorption)

PE0 6/2 220 100 6000 0,05 0,77 0,68 1,5
PE0 6/2 220 200 12000 0,15 2,30 0,68 1,5
PE0 6/2 220 300 18000 0,30 4,60 0,68 1,5
PE0 8/2 220 100 6000 0,07 1,10 0,68 1,8
PE0 8/2 220 200 12000 0,18 2,80 0,68 1,8
PE0 8/2 220 300 18000 0,35 5,40 0,68 1,8
PE1 6/2 220 100 6000 0,07 1,20 0,54 2,5
PE1 6/2 220 200 12000 0,16 2,80 0,54 2,5
PE1 6/2 220 300 18000 0,22 3,80 0,54 2,5
PE1 7/2 220 100 6000 0,10 1,70 0,54 2,8
PE1 7/2 220 200 12000 0,22 3,80 0,54 2,8
PE1 7/2 220 300 18000 0,33 5,70 0,54 2,8
PE1 8.5/2 220 100 6000 0,22 3,80 0,56 3,1
PE1 8.5/2 220 200 12000 0,37 6,40 0,56 3,1
PE1 8.5/2 220 300 18000 0,55 9,50 0,56 3,1
PE2 9/2 220 50 3000 0,10 1,50 0,68 3,5
PE2 9/2 220 100 6000 0,22 3,30 0,68 3,5
PE2 9/2 220 200 12000 0,55 8,20 0,68 3,5
PE2 9/2 220 300 18000 0,75 10,80 0,68 3,5
PE3 7/2 220 50 3000 0,15 2,70 0,58 3,7
PE3 7/2 220 100 6000 0,30 5,40 0,58 3,7
PE3 7/2 220 200 12000 0,60 10,80 0,58 3,7
PE3 7/2 220 300 18000 0,85 15,40 0,58 3,7
PE3 9/2 220 50 3000 0,20 3,40 0,57 4,8
PE3 9/2 220 100 6000 0,45 7,90 0,57 4,8
PE3 9/2 220 200 12000 0,75 14,10 0,57 4,8
PE3 9/2 220 300 18000 1,00 17,70 0,57 4,8
PE3 12/2 220 50 3000 0,30 5,40 0,56 6,5
PE3 12/2 220 100 6000 0,75 13,30 0,56 6,5
PE3 12/2 220 200 12000 1,50 26,80 0,56 6,5
PE3 12/2 220 300 18000 1,50 26,90 0,56 6,5
PE3 14/2 220 50 3000 0,45 8,10 0,54 7,5
PE3 14/2 220 100 6000 0,95 16,80 0,54 7,5
PE3 14/2 220 200 12000 1,50 24,90 0,54 7,5
PE3 14/2 220 300 18000 1,50 25,10 0,54 7,5
PE4 10/2 220 50 3000 0,65 10,10 0,58 9,0
PE4 10/2 220 100 6000 1,10 17,10 0,58 9,0
PE4 10/2 220 200 12000 1,50 19,90 0,58 9,0
PE4 11/2 220 50 3000 0,75 11,30 0,60 9,8
PE4 11/2 220 100 6000 1,50 22,60 0,60 9,8
PE4 13/2 220 50 3000 1,00 14,80 0,61 11,2
PE4 13/2 220 100 6000 1,50 22,20 0,61 11,2
PE4 14/2 220 50 3000 1,10 16,00 0,62 12,0
PE4 14/2 220 100 6000 1,50 21,80 0,62 12,0

We are at your disposal to value further requests and possible modifications based on customer's specifications.

N.B. It is possible to crry out this new brand of electric spindles with incorporated inverter on all our series with max powe 1.5 Kw and frequency 
variable from 50 to 400 Hz.  

• Over temperature protection
• Reversal of the direction of rotation by means of a jumper
• Output frequency from 40 to 400 Hz
•  Max power available 1.5 Kw
 

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVERED POWER

[Kw]
ABSORPTION

[Amp]
Cos j WEIGHT

[Kg]
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DATASHEET

INTEGRATED SINGLE-PHASE INVERTER STK

• Single phase input 230 V (+-20%) frequency 45-65 Hz
• Speed regulation by means of a potentiometer
• Voltage and output frequency are already set
• Checkout of the presence of the inverter feeding
• Checkout of the output phases (missing phase, high absorption)

STK21 6.5/2 220 100 6000 0,10 2,40 0,45 1,8
STK21 6.5/2 220 200 12000 0,22 5,20 0,45 1,8
STK21 6.5/2 220 300 18000 0,33 8,00 0,45 1,8
STK21 9/2 220 50 3000 0,10 1,50 0,68 2,0
STK21 9/2 220 100 6000 0,22 3,30 0,68 2,0
STK21 9/2 220 200 12000 0,55 8,20 0,68 2,0
STK21 9/2 220 300 18000 0,75 10,80 0,68 2,0

We are at your disposal to value further requests and possible modifications based on customer's specifications.

N.B. It is possible to crry out this new brand of electric spindles with incorporated inverter on all our series with max powe 1.5 Kw and 
frequency variable from 50 to 400 Hz.

• Over temperature protection•
• Reversal of the direction of rotation by means of a jumper
• Output frequency from 40 to 400 Hz
• Max power available 1.5 Kw

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVERED POWER

[Kw]
ABSORPTION

[Amp]
Cos j WEIGHT

[Kg]

 














 






 









  
  
  











 

















• Single phase input 230 V (+-20%) frequency 45-65 Hz
• Speed regulation by means of a potentiometer
• Voltage and output frequency are already set
• Checkout of the presence of the inverter feeding
• Checkout of the output phases (missing phase, high absorption)

STK21 6.5/2 220 100 6000 0,10 2,40 0,45 1,8
STK21 6.5/2 220 200 12000 0,22 5,20 0,45 1,8
STK21 6.5/2 220 300 18000 0,33 8,00 0,45 1,8
STK21 9/2 220 50 3000 0,10 1,50 0,68 2,0
STK21 9/2 220 100 6000 0,22 3,30 0,68 2,0
STK21 9/2 220 200 12000 0,55 8,20 0,68 2,0
STK21 9/2 220 300 18000 0,75 10,80 0,68 2,0

We are at your disposal to value further requests and possible modifications based on customer's specifications.

N.B. It is possible to crry out this new brand of electric spindles with incorporated inverter on all our series with max powe 1.5 Kw and 
frequency variable from 50 to 400 Hz.

• Over temperature protection•
• Reversal of the direction of rotation by means of a jumper
• Output frequency from 40 to 400 Hz
• Max power available 1.5 Kw

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVERED POWER

[Kw]
ABSORPTION

[Amp]
Cos j WEIGHT

[Kg]
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INTEGRATED SINGLE-PHASE INVERTER TMPE

220 100 6000 0,05
220 200 12000 0,15 2,30
220 300 4,60
220 400 24000 0,35 5,40
220 100 1,10
220 200
220 300 5,40
220 400 24000 0,40 6,30
220 100 6000 0,10 2,40 0,45 3,1
220 200 12000 0,22 5,20 0,45 3,1
220 300 0,45 3,1
220 400 24000 0,40 0,45 3,1
220 50 3000 0,10 1,50
220 100 6000 0,22 3,30
220 200 12000 0,55
220 300
220 400
220 50 3000 0,20 3,40
220 100 6000 0,45
220 200
220 300
220 50 3000 0,30 5,40 0,56 6,5
220 100 0,56 6,5
220 200 0,56 6,5
220 300 0,56 6,5
220 50 3000 0,65 10,10
220 100
220 50 3000 1,10 16,00 0,62 12,0
220 100 0,62 12,0

We are at your disposal to value further requests and possible modifications based on customer's specifications.

N.B. It is possible to crry out this new brand of electric spindles with incorporated inverter on all our series with max powe 1.5 Kw and 
frequency variable from 50 to 400 Hz.  

RPM ABSORPTION Cos j WEIGHT

• Single phase input 230 V (+-20%) frequency 45-65 Hz
• Speed regulation by means of a potentiometer
• Voltage and output frequency are already set
• Checkout of the presence of the inverter feeding
• Checkout of the output phases (missing phase, high absorption)

• Over temperature protection
• Reversal of the direction of rotation by means of a jumper
• Output frequency from 40 to 400 Hz
• Max power available 1.5 Kw

220 100 6000 0,05
220 200 12000 0,15 2,30
220 300 4,60
220 400 24000 0,35 5,40
220 100 1,10
220 200
220 300 5,40
220 400 24000 0,40 6,30
220 100 6000 0,10 2,40 0,45 3,1
220 200 12000 0,22 5,20 0,45 3,1
220 300 0,45 3,1
220 400 24000 0,40 0,45 3,1
220 50 3000 0,10 1,50
220 100 6000 0,22 3,30
220 200 12000 0,55
220 300
220 400
220 50 3000 0,20 3,40
220 100 6000 0,45
220 200
220 300
220 50 3000 0,30 5,40 0,56 6,5
220 100 0,56 6,5
220 200 0,56 6,5
220 300 0,56 6,5
220 50 3000 0,65 10,10
220 100
220 50 3000 1,10 16,00 0,62 12,0
220 100 0,62 12,0

We are at your disposal to value further requests and possible modifications based on customer's specifications.

N.B. It is possible to crry out this new brand of electric spindles with incorporated inverter on all our series with max powe 1.5 Kw and 
frequency variable from 50 to 400 Hz.  

RPM ABSORPTION Cos j WEIGHT

• Single phase input 230 V (+-20%) frequency 45-65 Hz
• Speed regulation by means of a potentiometer
• Voltage and output frequency are already set
• Checkout of the presence of the inverter feeding
• Checkout of the output phases (missing phase, high absorption)

• Over temperature protection
• Reversal of the direction of rotation by means of a jumper
• Output frequency from 40 to 400 Hz
• Max power available 1.5 Kw
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Three-Phase ELECTRIC SPINDLES

SERIES PE
SERIES TMPE
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Inverter PC board must be fed at 230 V ± 15% - 50/60 Hz o 400 V ± 15% - 50/60Hz directly on fastons labelled with letters "L1" "L2" "L3" and 
connected to the earth. Just to avoid current over absorption speed drive varation comes from voltage/frequency of the motor itself. Speed control 
is made by an acceleration/decelleration check-up to avoid sudden varations may cause problems. Possible and sudden breaks of 
voltage/frequency are registred by the monitoring circuit to guarantee motor stability. Stop function ramping is guided during feeding interruption 
but speed is reset when feeding is on .Is possible to insert a resistance for brake the motor, for used this option insert resistance between BRAKE 
pin.

INPUT SEGNAL
the inverter's controles are in the J7 connecting terminal .Following you have all description:

• +10V reference output
• Analogue input, voltage range 0-10Vdc
• 0 Vdc ground l/0
• Digital input (voltage max 5V current 1mA ≤ l ≤ 3,5 mA) 

OUTPUT SIGNAL
The inverter's controles are in the J2 connecting terminal .Following you have all description:

• Relay output fault allarm 
• Relay output overtemperature 

PE3 9/2 IV 220 o 380 50 3000 0,20 1,60 / 1,00 0,70 5,70
PE3 9/2 IV 220 o 380 100 6000 0,45 2,60 / 1,50 0,74 5,70
PE3 9/2 IV 220 o 380 200 12000 0,75 4,30 / 2,50 0,74 5,70
PE3 9/2 IV 220 o 380 300 18000 1,00 5,90 / 3,50 0,74 5,70
PE3 12/2 IV 220 o 380 50 3000 0,30 1,80 / 1,10 0,69 7,40
PE3 12/2 IV 220 o 380 100 6000 0,75 3,60 / 2,10 0,74 7,40
PE3 12/2 IV 220 o 380 200 12000 1,50 6,80 / 3,90 0,78 7,40
PE3 12/2 IV 220 o 380 300 18000 2,00 9,70 / 5,60 0,79 7,40
PE3 14/2 IV 220 o 380 50 3000 0,45 3,00 / 1,70 0,68 8,40
PE3 14/2 IV 220 o 380 100 6000 0,95 4,70 / 2,70 0,72 8,40
PE3 14/2 IV 220 o 380 200 12000 1,80 8,90 / 5,10 0,69 8,40
PE3 14/2 IV 220 o 380 300 18000 2,20 10,80 / 6,30 0,72 8,40
PE4 10/2 IV 220 o 380 50 3000 0,65 3,60 / 2,10 0,70 9,90 
PE4 10/2 IV 220 o 380 100 6000 1,10 5,30 / 3,00 0,75 9,90
PE4 10/2 IV 220 o 380 200 12000 2,20 10,50 / 6,00 0,75 9,90
PE4 10/2 IV 220 o 380 300 18000 3,30 14,70 / 8,50 0,79 9,90
PE4 11/2 IV 220 o 380 50 3000 0,75 4,80 / 2,80 0,73 10,70
PE4 11/2 IV 220 o 380 100 6000 1,50 7,10 / 4,10 0,73 10,70
PE4 11/2 IV 220 o 380 200 12000 2,60 11,20 / 6,40 0,81 10,70
PE4 11/2 IV 220 o 380 300 18000 3,30 14,40 / 8,40 0,81 10,70
PE4 13/2 IV 220 o 380 50 3000 1,00 5,20 / 3,00 0,76 12,10
PE4 13/2 IV 220 o 380 100 6000 2,00 8,30 / 4,80 0,80 12,10
PE4 13/2 IV 220 o 380 200 12000 3,00 13,50 / 7,70 0,79 12,10
PE4 13/2 IV 220 o 380 300 18000 3,30 17,70 / 10,20 0,79 12,10
PE4 14/2 IV 220 o 380 50 3000 1,10 5,90 / 3,40 0,71 12,90
PE4 14/2 IV 220 o 380 100 6000 2,20 10,20 / 5,90 0,75 12,90
PE4 14/2 IV 220 o 380 200 12000 3,30 14,30 / 8,30 0,77 12,90
PE5 10/2 IV 220 o 380 50 3000 1,25 6,00 / 3,50 0,75 13,40
PE5 10/2 IV 220 o 380 1000 6000 1,90 8,10 / 4,60 0,81 13,40
PE5 10/2 IV 220 o 380 200 12000 3,00 13,10 / 7,50 0,79 13,40
PE5 14/2 IV 220 o 380 50 3000 3,00 12,40 / 7,10 0,80 20,90

• Motor's direction 89forwand/reverse)
• Start to run motor
• Fault reset
• Digital input (voltage max 5V current 1mA ≤ l ≤ 3,5 mA)

• Relay output at speed
• Relay output motor i stop position 

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVERED POWER

[Kw]
ABSORPTION

[Amp]
Cos j WEIGHT

[Kg]

DATASHEET

THREE-PHASE E.S. INTEGRATED INVERTER PE
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TMPE3 9/2 IV 220 o 380 50 3000 0,20 1,60 / 1,00 0,70 6,40
TMPE3 9/2 IV 220 o 380 100 6000 0,45 2,60 / 1,50 0,74 6,40
TMPE3 9/2 IV 220 o 380 200 12000 0,75 4,30 / 2,50 0,74 6,40
TMPE3 9/2 IV 220 o 380 300 18000 1,00 5,90 / 3,50 0,74 6,40
TMPE3 9/2 IV 220 o 380 400 24000 1,00 5,90 / 3,50 0,74 6,40
TMPE3 12/2 IV 220 o 380 50 3000 0,30 1,80 / 1,10 0,69 8,90
TMPE3 12/2 IV 220 o 380 100 6000 0,69 3,60 / 2,10 0,74 8,90
TMPE3 12/2 IV 220 o 380 200 12000 1,50 6,80 / 3,90 0,78 8,90
TMPE3 12/2 IV 220 o 380 300 18000 2,00 9,70 / 5,60 0,79 8,90
TMPE3 12/2 IV 220 o 380 400 24000 2,20 10,20 / 5,90 0,79 8,90
TMPE4 10/2 IV 220 o 380 50 3000 0,65 3,60 / 2,10 0,70 12,70
TMPE4 10/2 IV 220 o 380 100 6000 1,10 5,30 / 3,00 0,75 12,70
TMPE4 10/2 IV 220 o 380 200 12000 2,20 10,5 / 6,00 0,75 12,70
TMPE4 10/2 IV 220 o 380 300 18000 3,30 14,7 / 8,50 0,79 12,70
TMPE4 10/2 IV 220 o 380 400 24000 3,30 14,7 / 8,50 0,79 12,70
TMPE4 14/2 IV 220 o 380 50 3000 1,10 5,90 / 3,40 0,71 14,70
TMPE4 14/2 IV 220 o 380 100 6000 2,20 10,20 / 5,90 0,75 14,70
TMPE4 14/2 IV 220 o 380 200 12000 3,30 14,30 / 8,30 0,77 14,70
TMPE5 10/2 IV 220 o 380 50 3000 1,25 6,00 / 3,50 0,75 12,90
TMPE5 10/2 IV 220 o 380 100 6000 1,90 8,10 / 4,60 0,81 12,90
TMPE5 10/2 IV 220 o 380 200 12000 3,00 13,10 / 7,50 0,79 12,90
TMPE5 14/2 IV 220 o 380 50 3000 3,00 12,40 / 7,10 0,80 20,40

Inverter PC board must be fed at 230 V ± 15% - 50/60 Hz o 400 V ± 15% - 50/60Hz directly on fastons labelled with letters "L1" "L2" "L3" 
and connected to the earth. Just to avoid current over absorption speed drive varation comes from voltage/frequency of the motor itself. Speed
control is made by an acceleration/decelleration check-up to avoid sudden varations may cause problems. Possible and sudden breaks of 
voltage/frequency are registred by the monitoring circuit to guarantee motor stability. Stop function ramping is guided during feeding 
interruption but speed is reset when feeding is on. Is possible to insert a resistance for brake the motor, for used this option insert resistance
between BRAKE pin.

INPUT SEGNAL
the inverter's controles are in the J7 connecting terminal .Following you have all description :

• +10V reference output
• Analogue input, voltage range 0-10Vdc
• 0 Vdc ground l/0
• Digital input (voltage max 5V current 1mA ≤ l ≤ 3,5 mA) 

OUTPUT SIGNAL
The inverter's controles are in the J2 connecting terminal .Following you have all description :

• Relay output fault allarm 
• Relay output overtemperature 

• Motor's direction 89forwand/reverse)
• Start to run motor
• Fault reset
• Digital input (voltage max 5V current 1mA ≤ l ≤ 3,5 mA)

• Relay output at speed
• Relay output motor i stop position 

TYPE VOLTAGE
[Volt]

FREQUENCY
[Hz]

RPM DELIVERED POWER

[Kw]
ABSORPTION

[Amp]
Cos j WEIGHT

[Kg]
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THREE-PHASE E.S. INTEGRATED INVERTER TMPE
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Engine designed and manufactured
for special applications
on specific requests
of the customer

SPECIAL ENGINES series  
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ENGINES FOR

GLASS PROCESSING

ENGINES FOR

MACHINE TOLL MACHINES
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ACCESSORIES AND SPARE PARTS Series



Index

BALANCED RINGNUTS

RING NUTS ER11 255
RING NUTS ER16 255
RING NUTS ER20 255
RING NUTS ER25 255
RING NUTS ER32 255
RING NUTS ER40 255

COLLETS

ER11 255
ER16 255
ER20 255
ER25 255
ER32 255
ER40 255

PIN WRENCH

ER11 255
ER16 255
ER20 255
ER25 255
ER32 255
ER40 255

TOOL HOLDER

HSK E25 TAPER 257
HSK E32 TAPER 258

HSK E40 TAPER 259
HSK E50 TAPER 260
HSK E63 TAPER 261
HSK F63 TAPER 262
HSK B80 TAPER 263
ISO 10 TAPER 264
ISO 15 TAPER 265
ISO 20 TAPER 266
ISO 25 TAPER 267
ISO 30 TAPER 268
ISO 40 SLITS TAPER 269
ISO 40 TAPER 270
ISO 50 SLITS TAPER 271
ISO 50 TAPER 272

C AXIS

EXCHANGE AWEX 6 274

COOLING UNIT

EXCHANGER AWEX 6 276
EXCHANGER AWEX 7.5 277
WATER CHILLER  
WITH TANK AND PUMP ELT 12 278

INVERTER

INVERTER V1000 YASKAWA 280
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Accessories

ELTE S.r.l. offers a wide range of high 
quality accessories for its electric 
spindles such as: ring nuts balanced for 
high speeds, elastic clamps, keys and 
tool holders.

ELTE S.r.l. recommends the use of 
balanced tools to ensure longer bearing 
life.

For the choice of other accessories, 
please request the drawings with the 
relative measurements.
Executions other than the standard for 
fixing systems are possible.
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ACCESSORIES

COLLETS MODEL

ER11

ER16

ER20

ER25

ER32

ER40

TOOL HOLDER MODEL

ISO10

ISO15

ISO20

ISO25

ISO30

ISO40

ISO50

TOOL HOLDER MODEL

HSK E25

HSK E32

HSK E40

HSK E50

HSK E63

HSK F63

HSK F80

PIN WRENCH MODEL

ER11

ER16

ER20

ER25

ER32

ER40

BALANCED RING NUTS MODEL DIAMETER  mm EXPANSION mm

ER11 DA 1,0 A 7 0,5

ER16 DA 0,5 A 2,0 - DA 2,0 A 10 0,5 - 1

ER20 DA 1,0 A 3 0,5

ER20 DA 4,0 A 13 1

ER25 DA 1,0 A 3 0,5

ER25 DA 3,0 A 16 1

ER32 DA 1,0 A 20 1

ER40 DA 3,0 A 30 1
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Tapers

HSK E25 TAPER
HSK E32 TAPER
HSK E40 TAPER
HSK E50 TAPER
HSK E63 TAPER
HSK F63 TAPER
HSK B80 TAPER
ISO 10 TAPER
ISO 15 TAPER
ISO 20 TAPER
ISO 25APER
ISO 30 TAPER
ISO 40 SLITS TAPER
ISO 40 TAPER
ISO 50 SLITS TAPER
ISO 50 TAPER
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HSK E25 TAPER
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HSK E32 TAPER
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HSK E40 TAPER
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HSK E50 TAPER
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HSK E63 TAPER
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HSK F63 TAPER



ELTE srl - Via Mario Carraro, 1 - 36075 Alte di Montecchio Maggiore - Vicenza - Italy  - Phone +39 0444 746999 - FAX +39 0444 746990 - info@elte.eu- www.elte.eu

263 |DATASHEET

HSK B80 TAPER
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ISO 10 TAPER
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ISO 15 TAPER
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ISO 25 TAPER
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ISO 30 TAPER
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ISO 40 SLITS TAPER
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ISO 40 TAPER
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ISO 50 SLITS TAPER
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ISO 50 TAPER



C Axis
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C AXIS



Cooling Units

AIR-WATER HEAT EXCHANGER AWEX 6
AIR-WATER HEAT EXCHANGER AWEX 7.5
WATER CHILLER WITH TANK AND PUMP ELT 12



AF60 - AF80 - AF80 CU (9/2)
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Air-Water HEAT EXCHANGER 
- AWEX 6.5



AF100 - AF80 CU (7/2) - AF 100 CU
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Air-Water HEAT EXCHANGER  
- AWEX 7.5
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WATER CHILLER with
TANK and PUMP - ELT 12



Inverter
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DATASHEET

INVERTER V1000 YASKAWA
ONE FOR ALL - MANY APPLICATIONS

Easy and cost- saving

This extremely compact and powerful drive sets standards in terms of user friendliness and process orientation. It was developed for efficient 
production and better maintainability with major focus on performance and reliability.

Functional safety integrated

The V1000 has a built in two-channel Safe Torque Off (STO) function (SIL2, PL-d, IEC 61800-5-2). Safe Torque Off minimizes downtime for 
applications requiring occasional intervention and it helps to reduce the number of installed components in your system.

Cold Plate type

YASKAWA has as one of the first manufacturers promoted the development of Cold Plate type inverters for the European and international 
markets. Consequently the V1000 is available as Cold Plate version for applications with an external cooling system. Cold Plate means also no 
fans inside the drive, which makes the V1000 the preferred solution for hazardous environments.

Features

• Functional Safety built in, STO according to ISO 13849-1 Cat 3, PL-d and IEC 61800-5-2, SIL2
• Worldwide specification: CE, UL, cUL, RoHS
• 150% inverter overload performance for excellent starting torque
• Induction Motor (IM) and Permanent Magnet (PM) motor control for highly efficient applications
•  Dynamic braking: The unique High Flux Braking method reduces the stopping time by up to 50% compared to conventional methods without 

braking resistor
• Protection class: IP20/Open-Chassis, NEMA Type 1, or IP66. The IP66 units are available with or without LED keypad
• Optional high output frequency version for spindles and other high speed applications
• V/f and open-loop current vector control
• Predictive maintenance function
• Compact space saving design ready for side-by-side mounting
• Cooling fan replacement without tools
• Icon-based programming
• Designed for 10 years of maintenance-free operation
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INVERTER V1000 YASKAWA
ONE FOR ALL - MANY APPLICATIONS

Easy installation

The YASKAWA V1000 reduces installation time and costs.

• One of the smallest AC drives in the world. Saves mounting space and cost by side-by-side mounting
• Application parameter presets to shorten commissioning time
• Same handling and parameter structure for all YASKAWA AC drives
•  DriveWorksEZ icon-based programming tool. Simply drag and drop icons to customize your drive. Create customized sequences without an 

external PLC

Reliable operation

The V1000 continues the tradition of YASKAWA by being the reliable link in your production chain.

• Designed for long performance life (10 years 24 h per day at 80% nominal load,+40 °C ambient temperature)
• Quick response on load and speed changes improves your machine performance
• Online Auto-Tuning for improved motor performance at low speed
• Optional external 24 VDC supply assures communication and data flow in any power-loss situation
• High speed performance: The V1000 controls the application with a super-fast 2 ms scan rate

Quick maintenance

The YASKAWA V1000 is an AC drive which adapts to user demands and provides maintenance functions that ensure quick replacement and 
minimize down time.

• Removable terminal board with parameter memory for quick and easy maintenance
• Screw-less control terminal saves setup time
• Predictive maintenance function showing the lifetime of IGBT, Capacitor, Cooling Fan and Soft Charge Bypass Relay on the displa 
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INVERTER V1000 YASKAWA
TECHNICAL SPECIFICATION

Power ratings Single-phase 200 V

Inverter model CIMR-VCBA*1 0001 0002 0003 0006 0010 0012 00018*6

Ou
tp

ut
 In

ve
rte

r

Motor output (normal duty) [kW]*2 0,18 0,37 0,75 1,1 2,2 3,0 –

Motor output (heavy duty) [kW]*5 0,1 0,18 0,55 0,75 1,5 2,2 4,0

Rated output current (normal duty) [A]*3 1,2 1,9 3,3 6 9,6 12 –

Rated output current (heavy duty) [A]*5 0,8*4 1,6*4 3,0*4 5,0*4 8,0*5 11,0*5 17,5*5

Overload 125 % for 60 sec normal duty, 150 % for 60 sec heavy duty from inverter rated output current

Rated output power (normal duty) [kVA] 0,5 0,7 1,3 2,3 3,7 4,6 -

Rated output power (heavy duty) [kVA] 0,3 0,6 1,1 1,9 3,0 4,2 6,7

Max. output voltage Three-phase 200 to 240 V (proportional to input voltage)

Max. output frequency 400 Hz

Inverter 
input

Rated input voltage Single-phase 200 to 240 V +10%/-15%

Rated input frequency 50/60 Hz, ±5 %

* based on 220 V input voltage

Power ratings Three-phase 200 V

Inverter model CIMR-VC2A 0001 0002 0004 0006 0010 0012 0020 0030 0040 0056 0069

Ou
tp

ut
 In

ve
rte

r

Motor output (normal duty) [kW]*2 0,18 0,37 0,75 1,1 2,2 3,0 5,5 7,5 11,0 15,0 18,5

Motor output (heavy duty) [kW]*5 0,1 0,2 0,4 0,75 1,5 2,2 4,0 5,5 7,5 11,0 15,0

Rated output current (normal duty) [A]*3 1,2 1,9 3,5 6,0 9,6 12,0 19,6 30,0 40,0 56,0 69,0

Rated output current (heavy duty) [A]*5 0,8*4 1,6*4 3,0*4 5,0*4 8,0*5 11,0*5 17,5*5 25,0*5 33,0*5 47,0*5 60,0*5

Overload 120 % for 60 sec normal duty, 150 % for 60 sec heavy duty from inverter rated output current

Rated output power (normal duty) [kVA] 0,5 0,7 1,3 2,3 3,7 4,6 7,5 11,4 15,2 21,3 26,3

Rated output power (heavy duty) [kVA] 0,3 0,6 1,1 1,9 3,0 4,2 6,7 9,5 12,6 17,9 22,9

Max. output voltage Three-phase 200 to 240 V (proportional to input voltage)

Max. output frequency 400 Hz

Inverter 
input

Rated input voltage Single-phase 200 to 240 V +10%/-15%

Rated input frequency 50/60 Hz, ±5 %

* based on 220 V input voltage

Power ratings Three-phase 400 V

Inverter model CIMR-VC4A 0001 0002 0004 0005 0007 0009 0011 0018 0023 0031 0038

Ou
tp

ut
 In

ve
rte

r

Motor output (normal duty) [kW]*2 0,37 0,75 1,5 2,2 3,0 4,0 5,5 7,5 11 15,0 18,5

Motor output (heavy duty) [kW]*5 0,18 0,37 0,75 1,5 2,2 3,0 4,0 5,5 7,5 11,0 15,0

Rated output current (normal duty) [A]*3 1,2 2,1 4,1 5,4 6,9 8,8 11,1 17,5 23,0 31,0 38,0

Rated output current (heavy duty) [A]*5 1,2 1,8 3,4 4,8 5,5 7,2 9,2 14,8 18,0 24,0 31,0

Overload 120 % for 60 sec normal duty, 150 % for 60 sec heavy duty from inverter rated output current

Rated output power (normal duty) [kVA] 0,9 1,6 3,1 4,1 5,3 6,7 8,5 13,3 17,5 23,6 29,0

Rated output power (heavy duty) [kVA] 0,9 1,4 2,6 3,7 4,2 5,5 7,0 11,3 13,7 18,3 23,6

Max. output voltage Three-phase 380 to 480 V (proportional to input voltage)

Max. output frequency 400 Hz

Inverter 
input

Rated input voltage Three-phase 380 to 480 V +10%/-15%

Rated input frequency 50/60 Hz, ±5 %

*1 Drives with a single-phase power supply input have three-phase output. Single-phase motors cannot be used.
*2 The motor capacity (kW) refers to a YASKAWA 4-pole, 60 Hz, 200 V motor. The rated output current of the drive output amps should be equal to or greater than the motor rated current.
*3 At 2 kHz carrier frequency without derating
*4 At 10 kHz carrier frequency without derating
*5 At 8 kHz carrier frequency without derating
*6 Only heavy duty rating available

Rotational Auto-Tuning must be performed to obtain the performance described with the open loop vector control.
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INVERTER V1000 YASKAWA
SPECIFICATIONS

Specifications

Co
nt

ro
l f

un
ct

io
ns

Control methods Open loop vector control (Current vector), V/f control, PM open loop vector control (for SPM and IPM motors)

Frequency control range 0.01 to 400 Hz

Frequency accuracy
(Temperature fluctuation)

Digital input: within ±0.01 % of the max. output frequency (-10 °C to +50 °C)

Analog input: within ±0.1% of the max. output frequency (25 °C ±10 °C)

Frequency setting resolution
Digital input: 0.01 Hz

Analog input: 1/1000 of max. frequency

Starting torque 200 % / 0.5 Hz (assumes heavy duty rating AC motor of 3.7 kW or less using open loop vector control), 50 % / 6 Hz (assumes PM open loop vector control)

Speed control range 1:100 (Open loop vector control), 1:40 (V/f control), 1:10 (PM open loop vector control)

Speed control accuracy ±0.2 % in open loop vector control (25 °C ±10 °C)*1

Speed response 5 Hz in open loop vector (25 °C ±10 °C) (requires rotational auto-tuning)

Torque limit Open loop vector control allows seperate settings in four quadrants

Accel/Decel time 0.0 to 6,000.0 s (4 selectable combinations of independent acceleration and deceleration settings)

Braking torque
•  Short-time decel torque*2: over 150 % for 0.1/0.2 kW motors, over 100 for 0.4/0.75 kW motors, over 50 % for 1.5 kW motors, over 20 % for 2.2 kW and 

above motors (overexcitation braking/high-slip braking: approx. 40 %)
• Continuous regen. torque: approx. 20 % (approx. 125 % with dynamic braking resistor option*3: 10 % ED, 10 s, internal braking transistor)

V/f characteristics User-selected programs, V/f preset patterns possible

Main control functions

Main control functions Momentary power loss ride-thru, Speed search, Overtorque detection, Torque limit, 17-step speed (max), Accel/decel time switch, S-curve 
accel/decel, 3-wire sequence, Auto-tuning (rotational, stationary tuning for resistance between lines), Dwell, Cooling fan on/off switch, Slip compensation, Torque 
compensation, Frequency jump, Upper/lower limits for frequency reference, DC injection braking at start and stop, Overexcitation braking, High slip braking, PID 
control (with sleep function), Energy saving control, MEMOBUS comm. (RS-485/422 max, 115.2 kbps), Fault restart, Applica- tion presets, DriveWorksEZ (customized 
function), Removable terminal block with parameter backup function... 
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Motor protection Motor overheat protection based on output current

Momentary overcurrent protection Drive stops when output current exceeds 200 % of heavy duty rating

Overload protection Drive stops after 60 s at 150 % of rated output current (heavy duty rating)*4

Overvoltage protection 200 V class: Stops when DC bus exceeds approx. 410 V 
400 V class: Stops when DC bus exceeds approx. 820 V

Undervoltage protection
Stops when DC bus voltage falls below the following levels:
190 V (3-phase 200 V), 160 V (single-phase 200 V), 380 V (3-phase 400 V), 350 V (3-phase 380 V)

Momentary power loss ride-thru Stops after approx. 15 ms (default). Parameter settings allow the drive to continue running if power loss lasts for up to approx. 2 s*5

Heatsink overheat protection Protection by thermistor

Braking resistance over heat protection Overheat sensor for braking resistor (optional ERF-type, 3 % ED)

Stall prevention Seperate settings allowed during acceleration, and during run. Enable/disable only during deceleration.

Ground fault protection Protection by electronic circuit*6

Charge LED Charge LED remains lit until DC bus has fallen below approx. 50 V
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t Area of use Indoors

Ambient temperature -10 °C to +50 °C (open chassis), -10 °C to +40 °C (NEMA Type 1)

Humidity 95 RH% or less (non-condensing)

Storage temperature -20 °C to +60 °C

Altitude 1,000 m without derating (output derating of 1 % per 100 m above 1,000 m, max. 3,000 m)

Vibration 10 to 20 Hz (9.8 m/s²), 20 to 55 Hz (5.9 m/s²)

Standards CE, UL, cUL, RoHS

Protective Design IP20 open-chassis, NEMA Type 1 enclosure, IP66

*1 Speed control accuracy may vary slightly depending on installation conditions or motor used.
*2 Momentary average deceleration torque refers to the deceleration torque from 60 Hz down to 0 Hz. This may vary depending on the motor.
*3 If L3-04 is enabled when using a braking resistor or braking resistor unit, the motor may not stop within the specified deceleration time.
*4 Overload protection may be triggered at lower levels if output frequency is below 6 Hz.
*5 Varies by drive capacity. Drives smaller than 7.5 kW require a separate Momentary Power Loss Recovery Unit to continue operating during a momentary power loss of 2 s.
*6 Protection may not be provided under the following conditions as the motor windings are grounded internally during run:

• Low resistance to ground from the motor cable or terminal block.
• Drive already has a short-circuit when the power is turned on.
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INVERTER V1000 YASKAWA
DIMENSIONS INVERTER V1000

Open frame / IP20 (without EMC filter)

IP20 / NEMA 1 type (without EMC filter)

Voltage class
Drive model 

CIMR-VC
Dimensions  in mm

Width 1 A1 Width A Length t1 A2 Length 1 Weight (kg)

Single phase 
200 V class

BA0001B
56 118 68 128

76 3
5

6,5 0,6
BA0002B
BA0003B 118 5 38,5 1,0

Three Phase
200 V class

2A0001B

56 118 68 128
76 3

5
6,5 0,6

2A0002B

2A0004B 108
5

38,5 0,9
2A0006B 128 58,5 1,1

Voltage class
Drive model 

CIMR-VC
Dimensions  in mm

Width 1 A1 Width A Length t1 A2 Length 1 Weight (kg)

Single phase 
200 V class

BA0006B
96

118
108

128

137,5

5 5
58

1,7

BA0010B 154 1,8

BA0012B 128 140 163
65

2,4
BA0018B 158 170 180 3,0

Three Phase
200 V class

2A0010B
96

118
108

128
129

5 5
58 1,7

2A0012B 137,5
2A0020B 128 140 143 65 2,4

Trifase Classe 
400 V

4A0001B

96
118

108
128

81

5 5

10 1,0
4A0002B 99 28 1,2
4A0004B 137,5

58 1,7
4A0005B

1544A0007B
4A0009B
4A0011B 128 140 143 65 2,4

Voltage class
Drive model 

CIMR-VC
Dimensions  in mm

Width 1 A2 Width 1 A1 Length t1 A5 Length 1 A A4 A3 A6 Weight (kg)

Single phase 
200 V class

BA0001F
56 118 68 128

76 3
5

6,5
149,5 20 4 1,5

0,8
BA0002F
BA0003F 118 5 39 1,2

Three Phase
200 V class

2A0001F

56 118 68 128
76 3

5
6,5

149,5 20 4 1,5
0,8

2A0002F
2A0004F 108

5
39 1,1

2A0006F 128 59 1,3

Voltage class
Drive model 

CIMR-VC
Dimensions  in mm

Width 1 A2 Width 1 A1 Length t1 A5 Length 1 A A4 A3 A6 Weight (kg)

Single phase 
200 V class

BA0006F
96

118
108

128

137,5

5 5
58 149,5

20
4 1,5

1,9

BA0010F 154 2,0
BA0012F 128 140 163

65
153

4,8 5
2,6

BA0018F 158 170 180 171 38 3,3

Three Phase
200 V class

2A0010F
96

118
108

128
129

5 5
58 149,5

20
4 1,5 1,9

2A0012F 137,5
2A0020F 128 140 143 65 153 4,8 5 2,6

Three Phase
400 V class

4A0001F

96
118

108
128

81

5 5

10

149,5
20

4 1,5

1,2
4A0002F 99 28 1,4
4A0004F 137,5

58 1,9
4A0005F

1544A0007F
4A0009F
4A0011F 128 140 143 65 153 4,8 5 2,6

Voltage class
Drive model 

CIMR-VC

Dimensions  in mm

Width 1 A2 Width 1 A1 Length t1 A5 Length 1 A A4 A3 A6 d
Weight 

(kg)

Three Phase
200 V class

2A0030F
122 248 140 234 140

5
13

55 254 13
6

1,5
M5

3,8
2A0040F
2A0056F 160 284 180 270 163 75 290 15 5,5
2A0069F 192 336 220 320 187 22 78 350 15 7 M6 9,2

Three Phase
400 V class

4A0018F
122 248 140 234 140

5 13
55

254 13
6 1,5 M5

3,8
4A0023F
4A0031F

160 284 180 270
143

290
15 5,2

4A0038F 163 75 5,5

*Internal diameter for M4 screws

*Internal diameter for M4 screws

*Internal diameter for M4 screws

*Internal diameter for M4 screws

*Internal diameter for M5/M6 screws
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