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GN 1580 Stainless Steel-Screws
Hygienic Design

1 d1

2 l1

3 Finish

How to order
1 2 3

GN 1580-M10-50- PL

GN 1580 Stainless Steel-Screws are certified according to EHEDG guide-
lines and are therefore ideal for use in hygienic areas. The sealed moun-
ting surface enables components to be mounted without dead spaces. 
The high quality finish as well as the large corner radii and closed sur-
faces prevent adherence of dirt and facilitate cleaning.

see also...
•	Stainless Steel-Levelling feet Hygienic Design GN 20  

(with mounting holes) → Page 19

•	Sealing rings Hygienic Design GN 7600 → Page 20

InformationSpecification		  3

•	Stainless Steel
-- AISI 316 L (A4)
-- matte (Ra < 0.8 µm)		  MT
-- polished (Ra < 0.8 µm)		  PL

•	Sealing ring 
Hydrogenated acrylonitrile butadiene 
rubber (H-NBR)
-- blue
-- temperature resistant -25 °C to +150 °C
-- Hardness 85±5 Shore A
-- FDA compliant

•	EHEDG legal basis → Page 3

•	Elastomer characteristics  
� → Main Catalogue Page 1483

•	Stainless Steel characteristics  
� → Main Catalogue Page 1489

•	RoHS

1 2

d1 l1 d2 d3 k l2 A/F
without shaft with shaft

M   5 10 16 20 - - - - 12 12,8 10 -   8
M   6 12 16 20 25 30 - - 14 14,8 12 - 10
M   8 16 20 25 30 - 40 - 18 18,8 14,5 22 13
M 10 20 25 30 - - 40 50 21 21,8 18 26 16
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1 d1

2 d2

3 l1
4 Type

How to order

1 2 3 4

GN 20-100-M16-175-A

4 Type

A without mounting holes

GN 20 Stainless Steel-Levelling feet without mounting holes are certified 
according to 3-A Sanitary Standards, Inc. guidelines and are intended for 
use in hygienic areas.

The bottom seal protects the area beneath the foot plate from dirt. For 
this, the foot must be pressed down by the weight of the machine. The 
sealing ring above the adjustment sleeve enables fastening without dead 
space. Due to the wiper or the ball seal, the moving components are 
sealed against the environment. 

The high quality finish prevents adherence of dirt and facilitates cleaning.

The values listed in the table for static load capacity refer to a purely 
vertical load in relation to the leveling foot. Under normal operating con-
ditions bending loads or angular loads are not uncommon and result in 
a reduction of load capacity, which must be taken into consideration.

InformationSpecification	

•	Spindle, adjustable sleeve, foot plate
-- Stainless Steel AISI 304
-- turned

•	Seals, blue, FDA compliant
-- Sealing ring 
NBR, hardness 70 ±5 Shore A

-- Wiper 
TPU, hardness 95 ±5 Shore A

-- Joint sealing ring 
H-NBR, hardness 85 ±5 Shore A

-- Bottom seal 
Silicone, hardness 85 ±5 Shore A

•	3-A legal basis → Page 3

•	Elastomer characteristics  
� → Main Catalogue Page 1483

•	Stainless Steel characteristics  
� → Main Catalogue Page 1489

•	RoHS

1 2 3

d1 d2 l1 d3 l2 l3 A/F1 A/F2 Static 
load in kN 
(see information)

  80 M 16 175 225 28 19 35 18 22 30
  80 M 20 185 235 32 24 35 24 27 47
  80 M 24 185 235 36 29 35 24 30 67
100 M 16 175 225 28 19 35 18 22 30
100 M 20 185 235 32 24 35 24 27 47

100 M 24 185 235 36 29 35 24 30 67

120 M 16 175 225 28 19 35 18 22 30
120 M 20 185 235 32 24 35 24 27 47

120 M 24 185 235 36 29 35 24 30 67

GN 20 Stainless Steel-Levelling feet
Hygienic Design, without mounting holes
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1 d1

2 d2

3 l1
4 Type

How to order

1 2 3 4

GN 20-120-M16-175-B

4 Type

B with mounting holes

GN 20 Stainless Steel-Levelling feet
Hygienic Design, with mounting holes

Information

GN 20 Stainless Steel-Levelling feet with mounting holes are certified 
according to EHEDG and 3-A Sanitary Standards, Inc. guidelines and are 
therefore ideal for use in hygienic areas.

The bottom seal protects the area beneath the foot plate from dirt. For 
this, the foot must be screwed on using the mounting holes and com-
pressed accordingly. Hygienic fastenings, e.g. GN 1580 screws and nuts, 
and the correct position of the mounting holes are essential. The sealing 
ring above the adjustment sleeve enables fastening without dead space. 
Due to the wiper or the ball seal, the moving components are sealed 
against the environment.

The high quality finish prevents adherence of dirt and facilitates cleaning.

The values listed in the table for static load capacity refer to a purely 
vertical load in relation to the leveling foot. Under normal operating con-
ditions bending loads or angular loads are not uncommon and result in 
a reduction of load capacity, which must be taken into consideration.

Specification	

•	Spindle, adjustable sleeve, foot plate
-- Stainless Steel AISI 304
-- turned

•	Seals, blue, FDA compliant
-- Sealing ring 
NBR, hardness 70 ±5 Shore A 

-- Wiper 
TPU, hardness 95 ±5 Shore A 

-- Joint sealing ring 
H-NBR, hardness 85 ±5 Shore A

-- Bottom seal 
Silicone, hardness 85 ±5 Shore A

•	EHEDG and 3-A legal basis → Page 3

•	Elastomer characteristics  
� → Main Catalogue Page 1483

•	Stainless Steel characteristics  
� → Main Catalogue Page 1489

•	RoHS

1 2 3

d1 d2 l1 d3 d4 l2 l3 k A/F1 A/F2 Static 
load in kN 
(see information)

100 M 16 175 225 28 12 19 35 69 18 22 30
100 M 20 185 235 32 12 24 35 69 24 27 47

100 M 24 185 235 36 12 29 35 69 24 30 67

120 M 16 175 225 28 12 19 35 89 18 22 30
120 M 20 185 235 32 12 24 35 89 24 27 47

120 M 24 185 235 36 12 29 35 89 24 30 67



<
K
a
p
2
.5
>

Page 20 | Highlights - Standard Parts in Hygienic Design

<
K
a
p1

.4
>

Page 20 |

<
K
a
p1

.4
>

Page 20 |

GN 7600 Sealing rings
Hygienic Design

1 2 3 4 5

GN 7600-12-8-2-HNBR-85

1 d1

2 d2

3 s
4 Material
5 Hardness

How to order

InformationSpecification	 4 	 5

Components with cylindrical mounting surfaces which are installed in 
hygiene areas can be sealed and mounted without dead spaces using 
GN 7600 sealing rings.

As delivered, or unassembled, the sealing rings have the “actual dimensi-
ons” as stated in the table. To ensure a firm seating and reliable sealing, 
an installation space must be provided in the component as shown in 
the diagram. This ensures that when the sealing ring is installed, it will 
be subject to the necessary pressure without excess load. All surfaces 
which are in contact with the sealing ring should have a minimum surface 
quality of Ra 0.8 µm.

Standard parts which are supplied with GN 7600 sealing rings are listed 
in the table and can be supplied individually in case service is required.

•	H-NBR	 HNBR 
Hydrogenated acrylonitrile butadiene 
rubber
-- blue
-- temperature resistant -25 °C to +150 °C
-- FDA compliant
-- Hardness 85 ±5 Shore A	 85

•	EPDM	 EPDM 
Ethylene propylene diene 
rubber
-- blue
-- temperature resistant -40 °C to +120 °C
-- FDA compliant
-- Hardness 85 ±5 Shore A		  85

•	Elastomer characteristics  
� → Main Catalogue Page 1483

•	RoHS

1 2 3

d1 d2 d3 s d1 d2 d3 s

Nominal dimensions - Installation space Actual dimensions - Sealing rings suitable for

11   7 11,8 1,6 10,25   6 11,35 2 -

12   8 12,8 1,6 11,25   7 12,35 2 GN 429 / GN 1580

13   9 13,8 1,6 12,25   8 13,35 2 -

14 10 14,8 1,6 13,25   9 14,35 2 GN 75.6 / GN 305 / GN 1580

16 12 16,8 1,6 15,25 11 16,35 2 GN 75.6 / GN 429

18 14 18,8 1,6 17,25 13 18,35 2 GN 75.6 / GN 305 / GN 1580 / GN 5435 / GN 5445

19 15 19,8 1,6 18,25 14 19,35 2 -

21 17 21,8 1,6 20,25 16 21,35 2 GN 1580 / GN 5435 / GN 5445

22 18 22,8 1,6 21,25 17 22,35 2 GN 305 / GN 8170

25 21 25,8 1,6 24,25 20 25,35 2 GN 1580

28 24 28,8 1,6 27,25 23 28,35 2 -

30 26 30,8 1,6 29,25 25 30,35 2 GN 20

32 28 32,8 1,6 31,25 27 32,35 2 GN 20 / GN 1580

34 30 34,8 1,6 33,25 29 34,35 2 -
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www.ganternorm.com

Otto Ganter GmbH & Co. KG
Triberger Straße 3
78120 Furtwangen 
Germany

Tel.	 +49 7723 6507-0
Mail	 info@ganternorm.com


